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GENERAL SPECIFICATIONS

Material

Operation Environment-:

Storage Temperature

Insulation Resistance

Vibration Resistance Test

Shock Test

Noise
Life Expectancy (L10 at 40°C)
Two ball bearing type

FMB bearing type
Sleeve bearing type

Frame, Impeller: Plastics, Aluminum, etc.

Two ball bearing: -10°C~+70°C (35%~85%RH)
FMB: -10°C~+50°C (35%~85%RH)
-40°C +75°C (Humidity: 35%~85%RH)

5mA MAX. at 500 VAC 60Hz one minute
(between frame and lead conductor)

Applied 5.30Hz, 0.04 peak to peak amplitude,
30~500Hz, 2G peak amplitude for five minutes
all three axis/5.3Hz,0.04

Under the conditions of 60G, 22ms (1/2 sine),
two times to all three axis

Expressed as the value at 1m from air inlet side

30,000hr~100,000nr
30,000hr~60,000hr
20,000hnr~30,000hr

STATUS & CONTROL FUNCTIONS

FG (Tacho) Signal (FG)
The speed of the fan can be controlled via a voltage signal carried
by a dedicated input wire.

Analogue Control Input
An additional wire is offered to output a voltage signal when the fan is stationary
(operating). It is a useful functionality to identify a non-operating (operating) fan.
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Rotation Detector Signal (RD)
An additional wire is offered to output an oscillating voltage output which can be
used by the system to infer the fan speed.

Temperature Control
A NTC thermistor is connected to the fan and the fan speed varies with the
temperature measured by the thermistor.

PWM Control
The speed of the fan can be controlled via a pulse-width-modulated (PWM) signal
carried by a dedicated input wire.

IP Protection
Provide waterproof fans meeting ICE standard 60529.




DC FAN INDEX
Fan Guards and Fan Screws on pages 60 & 61

DIMENSIONS SERIES CFM VDC BEARING STATUS | CONTROL PAGE
20 x 06mm AGE02006 0.35-1.06 5V F TACH | RD 7
25 x 10mm AGE02510 0.52-2.41 5/12 B/F TACH | RD | PWM | IP 8
30 x 10mm AGE03010 2.99-5.65 5/12 B/F TACH | RD | PWM | IP 9
35 x 10mm AGE03510 2.10-6.30 5/12 B TACH | RD | PWM | IP 10
38 x 20mm AGE03820 6.30-10.60 5/12 B TACH | RD | PWM | IP 11
38 x 28mm AGB03828 9.44-20.80 5/12 B TACH | RD | PWM | IP 12
40 x 10mm AGE04010 471222 5/12 B/F TACH | RD | PWM | IP 13
40 x 15mm AGE04015 5.06-9.57 12/ 24 B TACH | RD | PWM | IP 14
40 x 20mm AGE04020 7.4-116 12/ 24 B/F TACH | RD | PWM | IP 15
40 x 20mm AGS04020 7.4-11.1 12/ 24 B/F TACH | RD | PWM | IP 16
40 x 20mm AGB04020 9.4-19.8 12 B TACH |RD | PWM | IP 17
40 x 28mm AGB04028 13.8-23.8 12 /24 B TACH | RD | PWM | IP 18
40 x 28mm AGV04028 15.2-21.3 12 B TACH | RD | PWM | IP 19
40 x 28mm AGD04028 29.5-31.3 12 B TACH | RD | PWM | IP 20
50 x 10mm AGE05010 6.7-12.7 5/12/24 B/F TACH | RD | PWM | IP 21
50 x 15mm AGC05015 9.9-17.0 12/24 B/F TACH | RD | PWM | IP 22
50 x 20mm AGE05020 10.1-20.3 12/24 B TACH | RD | PWM | IP 23
60 x 10mm AGE06010 17.4-24.3 5/12/24 B/F TACH | RD | PWM | IP 24
60 x 15mm AGE06015 15.0-26.5 5/12/24 B/F TACH | RD | PWM | IP 25
60 x 20mm AGE06020 13.5-16.9 12 B TACH | RD | PWM | IP 26
60 x 25mm AGE06025 14.1-34.8 12/24/ 48 B/F TACH | RD | PWM | IP | TEMP | ANALOG 27
60 x 25mm AGF06025 17.1-55.5 12/24 /48 B/F TACH | RD | PWM | IP | TEMP | ANALOG 28
60 x 38mm AGB06038 43.1-67.3 12/24 B TACH | RD | PWM | IP 29
60 x 38mm AGX06038 411-703 12/ 24 B TACH | RD | PWM | IP 30
70 x 10mm AGN07010 18.9-29.4 5/12/24 B/F TACH | RD | PWM | IP 31
70 x 15mm AGE07015 21.1-33.5 12/ 24 B TACH | RD | PWM | IP 32
70 x 25mm AGE07025 30.0-54.8 12/24/ 48 B TACH | RD | PWM | IP 33
80 x 15mm AGE08015 22.0-45.2 12/24 B/F TACH | RD | PWM | IP 34
80 x 20mm AGE08020 27.4-512 12/24 B TACH | RD | PWM | IP 35
80 x 25mm AGE08025 31.8-60.0 5/12/24/48 B/F TACH | RD | PWM | IP | TEMP | ANALOG 36
80 x 25mm AGD08025 47.5-83.6 5/12/24/48 B/F TACH | RD | PWM | IP | TEMP | ANALOG 37
80 x 25mm AGC08025 34.6-61.2 12/24 /48 B/F TACH | RD | PWM | IP 38
80 x 32mm AGE08032 38.2-89.2 12/24 B TACH | RD | PWM | IP 39
80 x 38mm AGV08038 45.2-105.0 12/24 /48 B TACH | RD | PWM | IP 40
80 x 38mm AGB08038 58.2-130.0 12/24/48 B TACH | RD | PWM | IP 4
80 x 38mm AGX08038 58.2-130.0 12/24 /48 B TACH | RD | PWM | IP 42
92 x 25mm AGE09225 37.0-76.1 12/24/48 B/F TACH | RD | PWM | IP | TEMP | ANALOG 43
92 x 25mm AGC09225 39.2-81.0 12/24 /48 B/F TACH | RD | PWM | IP 44
92 x 25mm AGD09225 39.2-81.0 12/ 24 B TACH | RD | PWM | IP 45
92 x 32mm AGE09232 39.2-81.0 2/24 B TACH | RD | PWM | IP 46
92 x 38mm AGB09238 97.1-166.4 12/24 /48 B TACH | RD | PWM | IP 47
92 x 38mm AGX09238 85.0-182.1 12/24 /48 B TACH | RD | PWM | IP 48
120 x 38mm AGE12025 40.6-85.5 12/ 24 B/F TACH | RD | PWM | IP 49
120x25mm AGD12025 90.0-119.4 12/24 /48 B TACH | RD | PWM | IP 50
120x25mm AGC12025 67.7-121.1 12/24 /48 B TACH | RD | PWM | IP 51
120x38mm AGE12038 101.4-178.4 12/24/48 B TACH | RD | PWM | IP | TEMP | ANALOG 52
120x38mm AGF12038 101.4-178.4 12/24/48 B TACH | RD | PWM | IP | TEMP | ANALOG 53
120x38MM AGD12038 190.5-241.0 12/24/48 B TACH | RD | PWM | IP | TEMP | ANALOG 54
120X38mm AGB12038 171.4-265.8 12/24 /48 B TACH | RD | PWM | IP 55
140x38mm AGB14038 212.6-310.8 12/24/48 B TACH | RD | PWM | IP 56
150x172x51mm AGE15051 263.0-378.0 24/48 B TACH |RD | PWM | IP | | TEMP | ANALOG 57
150x172x51mm AGF15051 263.0-378.0 24/48 B TACH | RD | PWM | IP | TEMP | ANALOG 58
254x89mm AGE25489 506.0-747 24 /48 B - 59




AGE series
20X20X06mm

eGeneral Specification

eMaterial ------------- Frame & Impeller : PBT (UL94V-0)
eOperation Temp. -- Two ball bearing : -10°C~70°C
Fluid bearing : -10°C~50°C

el ead Wires --------- UL 1571 AWG#32 (2 wires) / 32 (3 wires)
Red Wire : + Yellow Wire : Tach signal
Black Wire : —

eWeight ------------—- 79

OSpecification *Bearing system B:two ball bearing F:fluid bearing

Model *Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve
AGE02006F05L F 5 4.5~55 0.02 7000 0.01 0.35 0.81 0.03 10 @
AGE02006F05M F 5 4.5~55 0.05 10000 0.02 0.71 1.9 0.07 16 ®
AGE02006F05H F 5 45~5.5 0.10 13000 0.03 1.06 3.2 0.13 16 ®
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AGE series
25X25X10mm

eGeneral Specification

eMaterial ------------- Frame & Impeller : PBT (UL94V-0)
eOperation Temp. -- Two ball bearing : -10°C~70°C
Fluid bearing : -10°C~50°C

el ead Wires --------- UL 1571 AWGH#28 (2 wires) / 28 (3 wires) / 28 (4 wires)
Red Wire : + Yellow Wire : Tach signal
Black Wire : — Blue Wire : PWM control
eWeight ------------—- 8g

OSpecification *Bearing system B:two ball bearing F:fluid bearing

*Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q

Model System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve

AGE02510 * 05J B/F 5 4.5~5.5 0.05 4000 0.01 0.52 0.75 0.03 10

®
AGE02510*05L  BI/F 5 4.5~5.5 008 7000 0.04 1.32 1.9 0.07 20 ®
AGE02510*05M  BI/F 5 45~5.5 013 10000 0.5 1.85 4.4 0.17 24 ®
AGE02510*12L  B/F 12 70~132 007 7000 0.04 1.32 1.9 0.07 20 ®
AGE02510*12M  BI/F 12 70~132 008 10000  0.05 1.85 4.4 0.17 24 ®
AGE02510* 12H  B/F 12 70~132 012 13000  0.07 2.41 7.3 0.29 28 ®
e Drawing & Panel Cut Outs e Characteristic Curves
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AGE series
30X30X10mm

eGeneral Specification
eMaterial

Frame & Impeller : PBT (UL94V-0)

eOperation Temp. -- Two ball bearing : -10°C~70°C
Fluid bearing : -10°C~50°C

el ead Wires ---------
Red Wire : +
Black Wire : —
eWeight ------------—- 10g

Yellow Wire : Tach signal
Blue Wire : PWM control

OSpecification *Bearing system B:two ball bearing F:fluid bearing

UL 1571 AWG#28 (2 wires) / 28 (3 wires) / 28 (4 wires)

£

Model *Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve
PIN BI/F v v A RPM me/min CFM mm-H,0 In-H,0 dB-A No.
AGE03010 * 05L B/F 5 4.5~5.5 0.09 6000 0.08 2.99 2.33 0.09 17 @
AGE03010 * 05M B/F 5 45~55 0.12 7500 0.1 3.73 3.65 0.14 24 ®
AGE03010 * 05H B/F 5 4.5~55 0.22 9000 0.13 448 5.25 0.21 29 ®
AGE03010 * 05U B/F 5 4.5~55 0.25 11000 0.16 5.65 6.15 0.24 31 ®
AGE03010 * 12L B/F 12 7.0~13.2 0.03 6000 0.08 2.99 2.33 0.09 17 @
AGE03010 * 12M B/F 12 7.0~13.2 0.05 7500 0.1 3.73 3.65 0.14 24 ®
AGE03010 * 12H B/F 12 7.0~13.2 0.07 9000 0.13 4.48 5.25 0.21 29 ®
AGE03010 * 12U B/F 12 7.0~13.2 0.13 11000 0.16 5.65 6.15 0.24 31 ®@
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AGE series
35X35X10mm

eGeneral Specification

eMaterial Frame & Impeller : PBT (UL94V-0)
eOperation Temp. -- Two ball bearing : -10°C~70°C
Fluid bearing : -10°C~50°C

el ead Wires --------- UL 1571 AWG#28 (2 wires) / 28 (3 wires) / 28 (4 wires)
Red Wire : + Yellow Wire : FG/RD signal
Black Wire : — Blue Wire : PWM control
eWeight ------------—- 11g

oSpecification *Bearing system B:two ball bearing F:fluid bearing

9

Model *Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve
PIN B/F v v A RPM m¥min CFM mm-H,0 In-H,0 dB-A No.
AGE03510B05M B 5 45~55 0.05 5000 0.06 2.10 1.8 0.07 18 ®
AGE03510B05H B 5 45~55 0.06 6000 0.09 3.17 2.6 0.10 20 ®
AGE03510B05U B 5 4.5~55 0.07 7000 0.12 4.37 3.5 0.14 23 ®
AGE03510B05V B 5 4.5~55 0.04 8000 0.16 5.51 45 0.18 25 ®
AGE03510B05W B 5 4.5~55 0.24 9000 0.18 6.30 5.5 0.22 28 ®
AGE03510B12U B 12 7.0~13.2 0.03 7000 0.12 4.37 3.5 0.14 23 ®
AGE03510B12V B 12 7.0~13.2 0.04 8000 0.16 5.51 4.5 0.18 25 ®
AGE03510B12W B 12 7.0~13.2 0.09 9000 0.18 6.30 55 0.22 28 ®
e Drawing & Panel Cut Outs e Characteristic Curves
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38X38X20mm

eGeneral Specification

eMaterial Frame & Impeller : PBT (UL94V-0)
eOperation Temp. -- Two ball bearing : -10°C~70°C
Fluid bearing : -10°C~50°C

el ead Wires --------- UL 1007 AWG#26 (2 wires) / 26 (3 wires) / 26 (4 wires)
Red Wire : + Yellow Wire : Tach signal
Black Wire : — Blue Wire : PWM control
eWeight -------------- 31g

OSpecification *Bearing system B:two ball bearing F:fluid bearing

AGE series

Sl

Model *Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve
PIN B/F v v A RPM m¥/min CFM mm-H,0 In-H,0 dB-A No.
AGE03820B12L B 12 7.0~13.2 0.10 6700 0.18 6.3 5.5 0.22 36 ©)
AGE03820B12M B 12 7.0~13.2 0.12 8000 0.21 74 8.6 0.34 40 ®
AGE03820B12H B 12 7.0~13.2 0.13 8900 0.24 8.6 10.0 0.39 42 ®
AGE03820B12U B 12 7.0~13.2 0.30 10000 0.30 10.6 14.8 0.58 43 @
AGE03820B24L B 24 14.0~26.4 0.07 6700 0.18 6.3 5.5 0.22 36 ©)
AGE03820B24M B 24 14.0~26.4 0.07 8000 0.21 7.4 8.6 0.34 40 ®
AGE03820B24H B 24 14.0~26.4 0.09 8900 0.24 8.6 10.0 0.39 42 ®
AGE03820B24U B 24 14.0~26.4 0.17 10000 0.30 10.6 14.8 0.58 43 @
e Drawing & Panel Cut Outs e Characteristic Curves
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eGeneral Specification
------- Frame & Impeller : PBT (UL94V-0)

eMaterial ------

AGB series

38X38X28mm

eOperation Temp. -- Two ball bearing : -10°C~70°C

el ead Wires --------- UL 1061 AWG#26 (2 wires) / 26 (3 wire) / 26 (4 wire)
Red wire : + Yellow : Tach signal
Black wire : — Blue : PWM control

eWeight -------------- 409

Fluid bearing : -10°C~50°C

OSpecification *Bearing system B:two ball bearing F:fluid bearing

S

e

Model *Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve
PIN B/F v v A RPM m¢/min CFM mm-H,0 In-H,0 dB-A No.
AGB03828B12L B 12 7.0~13.2 0.11 8000 0.26 9.44 10.02 0.39 38 ©)
AGB03828B12M B 12 7.0~13.2 0.15 10000 0.35 12.46 12.46 0.63 44 ®
AGB03828B12H B 12 7.0~13.2 0.29 13000 0.46 16.3 25.91 1.02 51 ®
AGB03828B12U B 12 7.0~13.2 0.48 15000 0.54 19.16 34.71 1.37 55 ®@
AGB03828B12V B 12 7.0~13.2 0.85 17000 0.59 20.8 424 1.67 59 ®
e Drawing & Panel Cut Outs e Characteristic Curves
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AGE series
40X40X10mm

eGeneral Specification

eMaterial ------------- Frame & Impeller : PBT (UL94V-0)
eOperation Temp. -- Two ball bearing : -10°C~70°C
Fluid bearing : -10°C~50°C

el ead Wires --------- UL 1007 AWGH#26 (2 wires) / 28 (3 wires) / 28 (4 wires)
Red Wire : + Yellow Wire : Tach signal ‘
Black Wire : — Blue Wire : PWM control
eWeight -------------- 20g
OSpecification *Bearing system B:two ball bearing F:fluid bearing
Model *Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve
PIN B/F v v A RPM m¥min CFM mm-H,0 In-H,0 dB-A No.
AGE04010 * 05L B/F 5 4.5~55 0.14 4000 0.13 4.75 1.42 0.06 21 ©O)
AGE04010 * 05M B/F 5 4.5~5.5 0.18 6000 0.21 7.24 2.92 0.11 26 ®
AGE04010 * 05H B/F 5 4.5~55 0.21 8000 0.26 9.25 5.10 0.20 35 ®
AGE04010 * 12M B/F 12 7.0~13.2 0.10 4000 0.13 4.75 142 0.06 21 ©O)
AGE04010 * 12H B/F 12 7.0~13.2 0.11 6000 0.21 7.24 2.92 0.11 26 ®
AGE04010 * 12U B/F 12 7.0~13.2 0.14 8000 0.26 9.25 5.10 0.20 33 ®
AGE04010 * 12V B/F 12 7.0~13.2 0.18 10000 0.35 12.23 8.43 0.33 39 ®
AGE04010 * 24 L B/F 24 14.0~26.4 0.02 4000 0.13 4.75 1.42 0.06 21 ©O)
AGE04010 * 24M B/F 24 14.0~26.4 0.08 8000 0.26 9.25 5.10 0.20 33 ®
AGE04010 * 24H B/F 24 14.0~26.4 0.12 10000 0.35 12.23 8.43 0.33 39 ®
e Drawing & Panel Cut Outs e Characteristic Curves
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AGE series
40X40X15mm

eGeneral Specification

eMaterial ------------- Frame & Impeller : PBT (UL94V-0)
eOperation Temp. -- Two ball bearing : -10°C~70°C
Fluid bearing : -10°C~50°C

el ead Wires --------- UL 1007 AWGH#26 (2 wires) / 28 (3 wires) / 28 (4 wires)
Red Wire : + Yellow Wire : Tach signal
Black Wire : — Blue Wire : PWM control |F(3|[m
eWeight -------------- 20g AT PWM
OSpecification *Bearing system B:two ball bearing F:fluid bearing
Model *Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve
PIN B/F v v A RPM m¥/min CFM mm-H,0 In-H,0 dB-A No.
AGE04015B12L B 12 7.0~13.2 0.08 6000 0.19 6.71 5.06 0.20 28 0)
AGE04015B12M B 12 7.0~13.2 0.12 7300 0.23 8.25 7.48 0.29 32 ®
AGE04015B12H B 12 7.0~13.2 0.16 8600 0.30 10.45 9.57 0.38 36 ®
AGE04015B24L B 24 14.0~26.4 0.03 6000 0.19 6.71 5.06 0.20 28 O]
AGE04015B24M B 24 14.0~26.4 0.05 8600 0.30 10.45 9.57 0.38 36 ®
e Drawing & Panel Cut Outs e Characteristic Curves
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AGE series
40X40X20mm

eGeneral Specification

eMaterial ------------- Frame & Impeller : PBT (UL94V-0)
eOperation Temp. -- Two ball bearing : -10°C~70°C
Fluid bearing : -10°C~50°C

el ead Wires --------- UL 1007 AWGH#26 (2 wires) / 26 (3 wires) / 26 (4 wires)
Red Wire : + Yellow Wire: Tach signal
Black Wire : — Blue Wire: PWM control

eWeight -------------- 279 m[i' F!-.!J,IM E

e Specification *Bearing system B:two ball bearing F:fluid bearing

Model *Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve
PIN B/F v v A RPM m¥/min CFM mm-H,0 In-H,0 dB-A No.
AGE04020_12L B/F 12 7.0~13.2 0.10 5000 0.21 6.7 3.8 0.19 23 ©)
AGE04020_12M B/F 12 7.0~13.2 0.12 6500 0.22 8.4 71 0.32 27 ®
AGE04020_12H B/F 12 7.0~13.2 0.16 8600 0.31 9.8 8.7 0.43 36 ®
AGE04020_12U B/F 12 7.0~13.2 0.22 9500 0.31 11.0 9.3 0.47 37 ®
AGE04020_24L B/F 24 14.0~26.4 0.07 5000 0.21 6.7 3.8 0.19 23 ©)
AGE04020_24M B/F 24 14.0~26.4 0.09 6500 0.22 8.4 71 0.32 27 ®
AGE04020_24H B/F 24 14.0~26.4 0.13 8600 0.31 9.8 8.7 0.43 36 ®
e Drawing & Panel Cut Outs e Characteristic Curves
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eGeneral Specification

AGS series
40X40X20mm

eMaterial ------------- Frame & Impeller : PBT (UL94V-0)
eOperation Temp. -- Two ball bearing : -10°C~70°C
Fluid bearing : -10°C~50°C
elead Wires --------- UL 1007 AWG#26 (2 wires) / 26 (3 wires) / 26 (4 wires)
Red Wire : + Yellow Wire: Tac signal
Black Wire : — Blue Wire: PWM control
eWeight -------------- 27g

oSpecification *Bearing system B:two ball bearing F:fluid bearing

Model *Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve

PIN B/F v v A RPM me/min CFM mm-H,0 In-H,0 dB-A No.
AGS04020_12L B/F 12 7.0~13.2 0.10 5000 0.21 74 48 0.19 21 ©)
AGS04020_12M B/F 12 7.0~13.2 0.12 6500 0.22 9.6 8.1 0.32 25 ®
AGS04020_12H B/F 12 7.0~13.2 0.16 8600 0.31 11.1 10.8 0.43 33 ®
AGS04020_24L B/F 24 14.0~26.4 0.07 5000 0.21 7.4 4.8 0.19 21 ©O)
AGS04020_24M B/F 24 14.0~26 .4 0.09 6500 0.22 9.6 8.1 0.32 25 ®
AGS04020_24H B/F 24 14.0~26.4 0.13 8600 0.31 11.1 10.8 0.43 33 ®

e Drawing & Panel Cut Outs
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AGB series
40X40X20mm

eGeneral Specification

eMaterial ------------- Frame & Impeller : PBT (UL94V-0)
eOperation Temp. -- Two ball bearing : -10°C~70°C
Fluid bearing : -10°C~50°C

el ead Wires --------- UL 1007 AWG#26 (2 wires) / 26 (3 wire) / 26 (4 wire)
Red wire : + Yellow : Tach signal
Black wire : — Blue : PWM control e

eWeight ----------—--- 459 m[m PWM

OSpecification *Bearing system B:two ball bearing F:fluid bearing

Model *Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve
PIN B/F v v A RPM m¥/min CFM mm-H,0 In-H,0 dB-A No.
AGB04020B12L B 12 7.0~13.2 0.08 8000 0.27 9.4 8.9 0.35 33 ©)
AGB04020B12M B 12 7.0~13.2 0.11 10000 0.33 11.7 14.0 0.55 40 ®
AGB04020B12H B 12 7.0~13.2 0.17 12000 0.41 14.3 20.1 0.79 44 ®
AGB04020B12U B 12 7.0~13.2 0.25 14000 0.48 16.8 27.3 1.08 49 @
AGB04020B12V B 12 7.0~13.2 0.41 16000 0.56 19.8 36.6 1.44 53 ®
e Drawing & Panel Cut Outs e Characteristic Curves
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40X40X28mm

eGeneral Specification

eMaterial Frame & Impeller : PBT (UL94V-0)
eOperation Temp. -- Two ball bearing : -10°C~70°C
Fluid bearing : -10°C~50°C

AGB series

el ead Wires --------- UL 1007 AWG#24 (2 wires) / 26 (3 wire) / 26 (4 wire)
Red wire : + Yellow : Tach signal
Black wire : — Blue : PWM control
eWeight ------------—- 58g IFgl T | P
OSpecification *Bearing system B:two ball bearing F:fluid bearing
Model *Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve
PIN BI/F v v A RPM m¥/min CFM mm-H,0 In-H,0 dB-A No.
AGB04028B12L B 12 7.0~13.2 0.14 8000 0.40 13.8 115 0.46 38 @
AGB04028B12M B 12 7.0~13.2 0.26 9500 0.45 15.9 17.6 0.69 44 ®
AGB04028B12H B 12 7.0~13.2 0.35 11000 0.53 18.7 234 0.92 51 ®
AGB04028B12U B 12 7.0~13.2 0.55 13000 0.67 23.8 33.7 1.32 54 @
AGB04028B12V B 12 7.0~13.2 0.64 15000 0.70 24.8 41.6 1.64 58 ®
AGB04028B24L B 24 14.0~26.4 0.10 8000 0.40 13.8 115 0.46 38 ©0)
AGB04028B24M B 24 14.0~26.4 0.15 9500 0.45 15.9 17.6 0.69 44 ®
AGB04028B24H B 24 14.0~26.4 0.20 11000 0.53 18.7 234 0.92 51 ®
AGB04028B24U B 24 14.0~26.4 0.27 13000 0.67 23.8 33.7 1.32 54 @
AGB04028B24V B 24 14.0~26.4 0.29 15000 0.70 24.8 41.6 1.64 58 ®
e Drawing & Panel Cut Outs e Characteristic Curves
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AGV series

40X40X28mm

eGeneral Specification

eMaterial ------------- Frame & Impeller : PBT (UL94V-0)
eOperation Temp. -- Two ball bearing : -10°C~70°C
Fluid bearing : -10°C~50°C

el ead Wires --------- UL 1007 AWG#24 (2 wires) / 26 (3 wires) / 26 (4 wires)
Red Wire : + Yellow Wire : Tach signal
Black Wire : — Blue Wire : PWM control
eWeight ------------—- 49g

OSpecification *Bearing system B:two ball bearing F:fluid bearing

Fo) (e

Model *Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve
PIN BIF v v A RPM m¥/min CFM mm-H,0 In-H,0 dB-A No.
AGV04028B12H B 12 7.0~13.2 0.30 13000 0.43 15.2 23.37 0.92 43 ©0)
AGV04028B12U B 12 7.0~13.2 0.40 15000 0.51 17.8 30.48 1.20 46 ®
AGV04028B12V B 12 7.0~13.2 0.60 17000 0.61 21.3 38.86 1.53 50 ®
e Drawing & Panel Cut Outs e Characteristic Curves
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AGD series
40X40X28mm

eGeneral Specification

eMaterial Frame & Impeller : PBT (UL94V-0)
eOperation Temp. -- Two ball bearing : -10°C~70°C
Fluid bearing : -10°C~50°C

el ead Wires --------- UL 1007 AWG#24 (2 wires) / 26 (3 wires) / 26 (4 wires)
Red Wire : + Yellow Wire : Tach signal
Black Wire : — Blue Wire : PWM control
eWeight ---------—---- 50g

oSpecification *Bearing system B:two ball bearing F:fluid bearing

9

Model *Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve
PIN B/F v v A RPM m¥min CFM mm-H,0 In-H,0 dB-A No.
AGD04028B12V B 12 7.0~13.2 1.10 21000 0.83 295 73.5 2.89 62 O]
AGD04028B12W B 12 7.0~13.2 1.50 23000 0.89 31.3 76.8 3.02 64 ®
e Drawing & Panel Cut Outs e Characteristic Curves
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AGE series
50X50X10mm

eGeneral Specification

eMaterial ------------- Frame & Impeller : PBT (UL94V-0)
eOperation Temp. -- Two ball bearing : -10°C~70°C
Fluid bearing : -10°C~50°C

el ead Wires --------- UL 1007 AWG#26 (2 wires) / 28 (3 wires) / 28 (4 wires)
Red Wire : + Yellow Wire : Tach signal
Black Wire : — Blue Wire : PWM control
eWeight -------------- 32g

oSpecification *Bearing system B:two ball bearing F:fluid bearing

Model *Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve
PIN B/F v v A RPM m¥/min CFM mm-H,0 In-H,0 dB-A No.
AGE05010 * 05J B/F 5 4.5~55 0.08 3500 0.19 6.7 1.4 0.05 18 @
AGE05010 * 05L B/F 5 4.5~55 0.12 4500 0.23 8.2 2.2 0.09 25 ®
AGE05010 * 05M B/F 5 4.5~55 0.16 5500 0.30 10.5 3.5 0.14 30 ®
AGE05010 * 05H B/F 5 4.5~55 0.20 6500 0.36 12.7 45 0.18 35 @
AGE05010 * 12J B/F 12 7.0~13.2 0.05 3500 0.19 6.7 1.4 0.05 18 ©)
AGE05010 * 12L B/F 12 7.0~13.2 0.07 4500 0.23 8.2 22 0.09 25 ®
AGE05010 * 12M B/F 12 7.0~13.2 0.08 5500 0.30 10.5 35 0.14 30 ®
AGE05010 * 12H B/F 12 7.0~13.2 0.10 6500 0.36 12.7 45 0.18 35 @
AGE05010 * 24J B/F 24 14.0~26.4 0.06 3500 0.19 6.7 1.4 0.05 18 @
AGE05010 * 24L B/F 24 14.0~26.4 0.07 4500 0.23 8.2 22 0.09 25 ®
AGE05010 * 24M B/F 24 14.0~26.4 0.08 5500 0.30 10.5 3.5 0.14 30 ®
AGE05010 * 24H B/F 24 14.0~26.4 0.09 6500 0.36 12.7 45 0.18 35 @
e Drawing & Panel Cut Outs e Characteristic Curves
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eGeneral Specification
eMaterial

AGC series
50X50X15mm

Frame & Impeller : PBT (UL94V-0)

eOperation Temp. -- Two ball bearing : -10°C~70°C

Fluid bearing :
el ead Wires ---------

Red Wire : +

Black Wire : —
eWeight -------------- 38g

-10°C~50°C

Yellow Wire : Tach signal
Blue Wire : PWM control

oSpecification *Bearing system B:two ball bearing F:fluid bearing

UL 1007 AWG#26 (2 wires) / 28 (3 wires) / 28 (4 wires)

PO

Model *Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve
PIN B/F v v A RPM m¥/min CFM mm-H,0 In-H,0 dB-A No.
AGC05015 * 12J B/F 12 7.0~13.2 0.06 3600 0.28 9.91 2.14 0.08 24 ©)
AGC05015 * 12L B/F 12 7.0~13.2 0.07 4200 0.39 12.2 2.95 0.12 27 ®
AGC05015 * 12M B/F 12 7.0~13.2 0.09 4800 0.37 13.2 3.94 0.16 30 ®
AGC05015 * 12H B/F 12 7.0~13.2 0.11 5400 0.42 15.0 4.67 0.18 32 @
AGC05015 * 12U B/F 12 7.0~13.2 0.13 6000 0.48 17.0 5.85 0.23 36 ®
AGC05015 * 24J B/F 24 14.0~26.4 0.04 3600 0.28 9.91 2.14 0.08 24 ©)
AGC05015 * 24L B/F 24 14.0~26.4 0.05 4200 0.39 12.2 2.95 0.12 27 ®
AGC05015 * 24M B/F 24 14.0~26.4 0.06 4800 0.37 13.2 3.94 0.16 30 ®
AGC05015 * 24H B/F 24 14.0~26.4 0.07 5400 0.42 15.0 4.67 0.18 32 @
AGC05015 * 24U B/F 24 14.0~26.4 0.08 6000 0.48 17.0 5.85 0.23 36 ®
e Drawing & Panel Cut Outs e Characteristic Curves
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AGE series
50X50X20mm

eGeneral Specification

eMaterial ------------- Frame & Impeller : PBT (UL94V-0)
eOperation Temp. -- Two ball bearing : -10°C~70°C
Fluid bearing : -10°C~50°C
el ead Wires --------- UL 1007 AWG#26 (2 wires) / 26 (3 wires) / 28 (4 wires)

Red Wire : + Yellow Wire : Tach signal
Black Wire : — Blue Wire : PWM control
eWeight -------------- 40g |Fgl T | P54
OSpecification *Bearing system B:two ball bearing F:fluid bearing
Model *Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve
PIN BI/F v v A RPM m¥/min CFM mm-H,0 In-H,0 dB-A No.
AGE05020B12I B 12 7.0~13.2 0.10 4000 0.29 10.1 242 0.10 24 ©O)
AGE05020B12J B 12 7.0~13.2 0.13 4800 0.36 12.7 3.48 0.14 28 ®
AGE05020B12L B 12 7.0~13.2 0.15 5600 0.42 14.8 4.62 0.18 32 ®
AGE05020B12M B 12 7.0~13.2 0.21 6400 0.50 17.6 6.44 0.25 36 ®@
AGE05020B12H B 12 7.0~13.2 0.25 7000 0.57 20.3 7.70 0.30 38 ®
AGE05020B24I B 24 14.0~26.4 0.07 4000 0.29 101 242 0.10 24 ©)
AGE05020B24J B 24 14.0~26.4 0.08 4800 0.36 12.7 3.48 0.14 28 ®
AGE05020B24L B 24 14.0~26.4 0.10 5600 0.42 14.8 4.62 0.18 32 ®
AGE05020B24M B 24 14.0~26.4 0.12 6400 0.50 17.6 6.44 0.25 36 ®@®
AGE05020B24H B 24 14.0~26.4 0.12 7000 0.57 20.3 7.70 0.30 38 ®
e Drawing & Panel Cut Outs e Characteristic Curves
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eGeneral Specification

eMaterial ------------- Frame & Impeller : PBT (UL94V-0)

eOperation Temp. -- Two ball bearing : -10°C~70°C

Fluid bearing : -10°C~50°C
el ead Wires --------- UL 1007 AWG#26 (2 wires) / 26 (3 wires) / 26 (4 wires)
Yellow Wire : Tach signal
Blue Wire : PWM control

Red Wire : +
Black Wire : —
.We|ght -------------- 379

AGE series
60X60X10mm

oSpecification *Bearing system B:two ball bearing F:fluid bearing

Model *Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve
PIN B/F v v A RPM m¥/min CFM mm-H,0 In-H,0 dB-A No.
AGE06010 * 05L B/F 5 45~55 0.30 3500 0.56 14.3 2.1 0.08 28 ©)
AGE06010 * 05M B/F 5 45~55 0.38 4200 0.67 17.1 3.0 0.12 33 ®
AGE06010 * 05H B/F 5 45~5.5 0.42 4900 0.78 19.9 4.1 0.16 37 ®
AGE06010 * 12L B/F 12 7.0~13.2 0.14 3500 0.56 14.3 2.1 0.08 28 ©)
AGE06010 * 12M B/F 12 7.0~13.2 0.17 4200 0.67 171 3.0 0.12 33 ®
AGE06010 * 12V B/F 12 7.0~13.2 0.20 4900 0.78 19.9 4.1 0.16 37 ®
AGE06010 * 24L B/F 24 14.0~26.4 0.05 3500 0.56 14.3 2.1 0.08 28 @
AGE06010 * 24M B/F 24 14.0~26.4 0.08 4200 0.67 171 3.0 0.12 33 ®
AGE06010 * 24H B/F 24 14.0~26.4 0.10 4900 0.78 19.9 4.1 0.16 37 ®
e Drawing & Panel Cut Outs e Characteristic Curves
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AGC series
60X60X15mm

eGeneral Specification

eMaterial ------------- Frame & Impeller : PBT (UL94V-0)
eOperation Temp. -- Two ball bearing : -10°C~70°C
Fluid bearing : -10°C~50°C

el ead Wires --------- UL 1007 AWGH#26 (2 wires) / 26 (3 wires) / 26 (4 wires)
Red Wire : + Yellow Wire : Tach signal
Black Wire : — Blue Wire : PWM control

eWeight -------------- 449 m[i' F!-.!J,Im E

e Specification *Bearing system B:two ball bearing F:fluid bearing

Model *Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve
PIN B/F v v A RPM m¥/min CFM mm-H,0 In-H,0 dB-A No.
AGC06015 * 05M B/F 5 4.5~5.5 0.28 4000 0.68 17.36 4.1 0.16 32 ®
AGC06015 * 12J B/F 12 7.0~13.2 0.06 3000 0.47 12.0 2.3 0.09 24 ©)
AGC06015 * 12L B/F 12 7.0~13.2 0.08 3500 0.60 15.2 35 0.14 29 ®
AGC06015 * 12M B/F 12 7.0~13.2 0.10 4000 0.68 17.36 4.1 0.16 32 ®
AGC06015 * 12H B/F 12 7.0~13.2 0.12 4500 0.73 18.48 4.6 0.18 35 @
AGC06015 * 12U B/F 12 7.0~13.2 0.17 5000 0.83 21.2 5.7 0.23 37 ®
AGC06015 * 24L B/F 24 14.0~26.4 0.08 3500 0.60 15.2 35 0.14 29 ®
AGC06015 * 24M B/F 24 14.0~26.4 0.07 4000 0.68 17.36 4.1 0.16 32 ®
AGC06015 * 24H B/F 24 14.0~26.4 0.08 4500 0.73 18.48 4.6 0.18 35 @
AGC06015 * 24H1 B/F 24 14.0~26.4 0.11 5000 0.83 21.2 5.7 0.23 37 ®
e Drawing & Panel Cut Outs e Characteristic Curves
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AGE series
60X60X20mm

eGeneral Specification

eMaterial Frame & Impeller : PBT (UL94V-0)

eOperation Temp. -- Two ball bearing : -10°C~70°C

Fluid bearing : -10°C~50°C

UL 1007 AWG#24 (2 wires) / 26 (3 wires) / 28 (4 wires)

el ead Wires

Red Wire : + Yellow Wire : Tach signal
Black Wire : — Blue Wire : PWM control \ \
eWeight -------------- 50g Iﬁl mile®
oSpecification *Bearing system B:two ball bearing F:fluid bearing
Model *Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve
PIN B/F \" A" A RPM m¥min CFM mm-H,0 In-H,0 dB-A No.
AGE06020B12J B 12 7.0~13.2 0.07 3200 0.38 13.5 3.0 0.12 24 0)
AGE06020B12L B 12 7.0~13.2 0.09 3600 0.42 14.8 3.8 0.15 26 ®
AGE06020B12M B 12 7.0~13.2 0.1 4000 0.46 16.4 4.8 0.19 29 ®
AGE06020B12H B 12 7.0~13.2 0.13 4400 0.51 18.1 5.8 0.23 31 @
AGE06020B12U B 12 7.0~13.2 0.17 4800 0.56 19.6 6.9 0.27 33 ®
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AGE series
60X60X25mm

eGeneral Specification

eMaterial ------------- Frame & Impeller : PBT (UL94V-0)
eOperation Temp. -- Two ball bearing : -10°C~70°C
Fluid bearing : -10°C~50°C

el ead Wires --------- UL 1007 AWG#24 (2 wires) / 26 (3 wires) / 28 (4 wires)
Red Wire : + Yellow Wire : Tach signal
Black Wire : — Blue Wire : PWM control w

BT 579 FC|[ | T4 &2

OSpecification *Bearing system B:two ball bearing F:fluid bearing

Model *Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve
PIN B/F v v A RPM m¥/min CFM mm-H,0 In-H,0 dB-A No.
AGE06025 * 12J B/F 12 7.0~13.2 0.10 3100 0.40 14.1 2.5 0.10 26 @
AGE06025 * 12L B/F 12 7.0~13.2 0.12 3600 0.52 18.5 3.6 0.14 31 ®
AGE06025 * 12M B/F 12 7.0~13.2 0.16 4250 0.61 21.5 4.8 0.19 34 ®
AGE06025 * 12H B/F 12 7.0~13.2 0.35 5000 0.73 25.6 6.5 0.26 40 @
AGE06025 * 12U B 12 7.0~13.2 0.40 6800 0.99 348 13 0.51 47 ®
AGE06025 * 24J B/F 24 14.0~26.4 0.06 3100 0.40 14.1 25 0.10 26 ©)
AGE06025 * 24L B/F 24 14.0~26.4 0.08 3600 0.52 18.5 3.6 0.14 31 ®
AGE06025 * 24M B/F 24 14.0~26.4 0.11 4250 0.61 21.5 438 0.19 34 ®
AGE06025 * 24H B/F 24 14.0~26.4 0.20 5000 0.73 25.6 6.5 0.26 40 @
AGE06025 * 24U B 24 14.0~26.4 0.25 6800 0.99 34.8 13 0.51 47 ®
AGE06025 * 48J B/F 48 28.0~56.0 0.05 3100 0.40 14.1 25 0.10 26 @
AGE06025 * 48L B/F 48 28.0~56.0 0.06 3600 0.52 18.5 3.6 0.14 31 ®
AGE06025 * 48M B/F 48 28.0~56.0 0.07 4250 0.61 21.5 4.8 0.19 34 ®
AGE06025 * 48H B/F 48 28.0~56.0 0.12 5000 0.73 25.6 6.5 0.26 40 @
e Drawing & Panel Cut Outs e Characteristic Curves
~RoTATION Ao 154 0.6
28i3§ 25+05 12 0.5
I ——
{P, d} T 0.4 N
E 5 0.3
2 N
LR (%] 6 NG
95 a \
= 0.1
ﬂ z \
@ © °” % 10 20 30 40
4-94,310.3 Unitinm 5 O — T (CFM)
T T 0 02040608 1.0 (m¥min)
E=  AirFlow -
Inlet side Outlet side
57.7 57.7
50 50
e s

~ L~ Nl J/ B COFAN USA
- N L) S % ‘ 48664 Milmont Drive Tel: 1 510 490 7533
Fremont, CA 94538 USA info@cofan-usa.com

https://www.cofan-usa.com/




AGF series
60X60X25mm

eGeneral Specification

eMaterial ------------- Frame & Impeller : PBT (UL94V-0)
eOperation Temp. -- Two ball bearing : -10°C~70°C
Fluid bearing : -10°C~50°C

el ead Wires --------- UL 1007 AWG#24 (2 wires) / 26 (3 wires) / 28 (4 wires)
Red Wire : + Yellow Wire : Tach signal
Black Wire : — Blue Wire : PWM control
eWeight ------——-—--- ]
Weight 60g mm rHu[rlm o %
OSpecification *Bearing system B:two ball bearing F:fluid bearing
Model *Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve
PIN B/F v v A RPM m¥min CFM mm-H,0 In-H,0 dB-A No.
AGF06025 * 12J B/F 12 7.0~13.2 0.08 3100 0.48 171 3.1 0.12 26 ©)
AGF06025 * 12L B/F 12 7.0~13.2 0.12 3600 0.61 21.5 4.0 0.16 31 ®
AGF06025 * 12M B/F 12 7.0~13.2 0.15 4250 0.68 24.0 5.6 0.22 34 ®
AGF06025 * 12H B 12 7.0~13.2 0.28 5000 0.95 33.6 6.3 0.25 40 ®
AGF06025 * 12U B 12 7.0~13.2 0.45 6800 1.24 43.8 14.2 0.56 56 ®
AGF06025 * 12V B 12 7.0~13.2 0.48 7500 1.36 47.9 20.0 0.79 63 ®
AGF06025 * 12W B 12 7.0~13.2 0.54 9800 1.57 55.5 29.7 117 66 @)
AGF06025 * 24J B 24 14.0~26.4 0.06 3100 0.48 171 3.1 0.12 26 )
AGF06025 * 24L B 24 14.0~26.4 0.06 3600 0.61 21.5 4.0 0.16 31 ®
AGF06025 * 24M B 24 14.0~26.4 0.08 4250 0.68 24.0 5.6 0.22 34 ®
AGF06025 * 24H B 24 14.0~26.4 0.16 5000 0.95 33.6 6.3 0.25 40 )
AGF06025 * 24U B 24 14.0~26.4 0.28 6800 1.24 43.8 14.2 0.56 56 ®
AGF06025 * 24V B 24 14.0~26.4 0.31 7500 1.36 47.9 20.0 0.79 63 ®
AGF06025 * 24W B 24 14.0~26.4 0.35 9800 1.57 55.5 29.7 1.17 66 )
AGF06025 * 48L B 48 28.0~56.0 0.06 4250 0.68 24.0 5.6 0.22 34 ®
AGF06025 * 48M B 48 28.0~56.0 0.10 5000 0.95 33.6 6.3 0.25 40 ®
AGF06025 * 48H B 48 28.0~56.0 0.17 6800 1.24 43.8 14.2 0.56 56 ®
e Drawing & Panel Cut Outs e Characteristic Curves
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AGB series
60X60X38mm

eGeneral Specification

eMaterial ------------- Frame & Impeller : PBT (UL94V-0)
eOperation Temp. -- Two ball bearing : -10°C~70°C
Fluid bearing : -10°C~50°C

el ead Wires --------- UL 1007 AWG#24 (2 wires) / 26 (3 wires) / 26 (4 wires)
Red Wire : + Yellow Wire : Tach signal
Black Wire : — Blue Wire : PWM control \

eWeight ---------———-- 1459 Iﬁl ﬁ r!\!u{tlu f;’

OSpeCification *Bearing system B:two ball bearing F:fluid bearing

Model *Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve
PIN B/F v v A RPM m¥min CFM mm-H,0 In-H,0 dB-A No.
AGB06038B12I B 12 7.0~13.2 0.52 8000 1.22 43.1 22.9 0.90 51 @
AGB06038B12J B 12 7.0~13.2 0.68 9000 1.44 50.8 30.1 1.19 54 ®
AGB06038B12L B 12 7.0~13.2 1.00 10000 1.56 55.2 35.8 1.41 57 ®
AGB06038B12M B 12 7.0~13.2 1.38 12000 1.91 67.3 52.6 2.07 62 @
AGB06038B24L B 24 14.0~26.4 0.22 8000 1.22 431 229 0.90 51 ©)
AGB06038B24M B 24 14.0~26.4 0.40 9000 1.44 50.8 30.1 1.19 54 ®
AGB06038B24H B 24 14.0~26.4 0.53 10000 1.56 55.2 35.8 1.41 57 ®
AGB06038B24U B 24 14.0~26.4 0.75 12000 1.91 67.3 52.6 2.07 62 @
e Drawing & Panel Cut Outs e Characteristic Curves
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60X60X38mm

eGeneral Specification

eMaterial Frame & Impeller : PBT (UL94V-0)
eOperation Temp. -- Two ball bearing : -10°C~70°C
Fluid bearing : -10°C~50°C

el ead Wires --------- UL 1007 AWGH#24 (2 wires) / 26 (3 wires) / 26 (4 wires)
Red Wire : + Yellow Wire : Tach signal
Black Wire : — Blue Wire : PWM control
eWeight -------------- 145¢g

OSpecification *Bearing system B:two ball bearing F:fluid bearing

AGX series

Available on 2020/Q2

&

Model *Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve
PIN B/F v v A RPM m¥/min CFM mm-H,0 In-H,0 dB-A No.
AGX06038B12L B 12 7.0~13.2 0.35 8500 1.55 417 33.9 1.34 49 @
AGX06038B12M B 12 7.0~13.3 0.44 10000 1.32 46.7 38.6 1.52 53 ®
AGX06038B12H B 12 7.0~13.4 0.64 11500 1.52 53.7 451 1.77 56 ®
AGX06038B12U B 12 7.0~13.5 0.96 13000 1.72 60.7 57.3 2.26 58 @
AGX06038B12V B 12 7.0~13.6 1.36 14500 1.94 68.6 73.3 2.89 61 ®
AGX06038B24L B 24 14.0~26.4 0.25 8500 1.55 417 40.1 1.58 49 @
AGX06038B24M B 24 14.0~26.4 0.28 10000 1.32 46.7 38.6 1.52 53 ®
AGX06038B24H B 24 14.0~26.4 0.38 11500 1.52 53.7 451 1.77 56 ®
AGX06038B24U B 24 14.0~26.4 0.60 13000 1.72 60.7 57.3 2.26 58 @
AGX06038B24V B 24 14.0~26.4 0.85 14500 1.94 68.6 73.3 2.89 61 ®
e Drawing & Panel Cut Outs e Characteristic Curves
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AGN series Available on 2020/Q2

70X70X10mm

eGeneral Specification

eMaterial ------------- Frame & Impeller : PBT (UL94V-0)
eOperation Temp. -- Two ball bearing : -10°C~70°C
Fluid bearing : -10°C~50°C
elead Wires ----—----- UL 1007 AWG#24 (2 wires) / 26 (3 wires) / 28 (4 wires)
Red Wire : + Yellow Wire : Tach signal
Black Wire : — Blue Wire : PWM control
eWeight -----------—-- 50g

OSpecification *Bearing system B:two ball bearing F:fluid bearing

Model *Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve

PIN B/F v v A RPM m¥/min CFM mm-H,0 In-H,0 dB-A No.
AGNO07010 * 05J B/F 5 5.0~5.5 0.10 2600 0.54 18.9 1.5 0.06 26 ©)
AGNO07010 * 05L B/F 5 5.0~5.5 0.12 3200 0.68 23.9 2.2 0.09 32 ®
AGNO07010 * 05M B/F 5 5.0~5.5 0.17 3800 0.82 28.9 3.1 0.12 36 ®
AGNO07010 * 12J B/F 12 7.0~13.2 0.10 2600 0.54 18.9 1.5 0.06 26 ®
AGNO07010 * 12L B/F 12 7.0~13.2 0.12 3200 0.68 23.9 2.2 0.09 32 ®
AGNO07010 * 12M B/F 12 7.0~13.2 0.17 3800 0.82 28.9 3.1 0.12 36 ®
AGNO07010 * 12H B/F 12 7.0~13.2 0.25 4400 0.83 29.4 4.0 0.16 40 ®
AGNO07010 * 12M B/F 12 7.0~13.2 0.17 5000 0.97 343 5.0 0.20 43 ®
AGNO07010 * 24J B/F 24 14.0~26.4 0.10 2600 0.54 18.9 1.5 0.06 26 ®
AGNO07010 * 24L B/F 24 14.0~26.4 0.12 3200 0.68 23.9 22 0.09 32 ®
AGNO07010 * 24M B/F 24 14.0~26.4 0.17 3800 0.82 28.9 3.1 0.12 36 ®
AGNO07010 * 24H B/F 24 14.0~26.4 0.25 4400 0.83 294 4.0 0.16 40 @

e Drawing & Panel Cut Outs
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AGE series

70X70X15mm

eGeneral Specification

eMaterial ------------- Frame & Impeller : PBT (UL94V-0)
eOperation Temp. -- Two ball bearing : -10°C~70°C
Fluid bearing : -10°C~50°C
elLead Wires ------—-- UL 1007 AWGH#24 (2 wires) / 26 (3 wires) / 28 (4 wires)
Red Wire : + Yellow Wire : Tach signal
Black Wire : — Blue Wire : PWM control
eWeight ------------—- 50g

oSpecification *Bearing system B:two ball bearing F:fluid bearing

Model *Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve
PIN B/F v v A RPM m?¥/min CFM mm-H,0 In-H,0 dB-A No.
AGE07015B12J B 12 7.0~13.2 0.10 2800 0.60 21.1 2.3 0.09 27 0]
AGEO07015B12L B 12 7.0~13.2 0.12 3300 0.73 25.7 3.3 0.13 31 ®
AGE07015B12M B 12 7.0~13.2 0.17 3800 0.84 29.6 4.3 0.17 35 ®
AGE07015B12H B 12 7.0~13.2 0.25 4300 0.95 335 5.5 0.22 39 @
AGE07015B24M B 24 14.0~26.4 0.10 3800 0.84 29.6 4.3 0.17 35 ®
AGE07015B24H B 24 14.0~26.4 0.12 4300 0.95 33.5 5.5 0.22 39 ®@
e Drawing & Panel Cut Outs e Characteristic Curves
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AGE series
70X70X25mm

eGeneral Specification

eMaterial

Frame & Impeller : PBT (UL94V-0)

eOperation Temp. -- Two ball bearing : -10°C~70°C

Fluid bearing : -10°C~50°C

el ead Wires --------- UL 1007 AWG#24 (2 wires) / 26 (3 wires) / 28 (4 wires)
Red Wire : + Yellow Wire : Tach signal
Black Wire : — Blue Wire : PWM control
eWeight ------—----—-- 749 [ﬁg] T [P
oSpecification *Bearing system B:two ball bearing F:fluid bearing
Model *Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve
P/N B/F v v A RPM m*/min CFM mm-H,0 In-H,0 dB-A No.
AGE07025B12L B 12 7.0~13.2 0.07 3000 0.85 30.0 3.9 0.15 27 0]
AGE07025B12M B 12 7.0~13.2 0.09 3600 1.02 35.6 55 0.22 32 ®
AGE07025B12H B 12 7.0~13.2 0.13 4000 1.13 39.9 6.8 0.27 37 ®
AGE07025B12U B 12 7.0~13.2 0.16 5500 1.55 54.8 12.8 0.50 45 @
AGE07025B24L B 24 14.0~26.4 0.05 3000 0.85 30.0 3.9 0.15 27 0)
AGE07025B24M B 24 14.0~26.4 0.06 3600 1.02 35.6 55 0.22 32 ®
AGE07025B24H B 24 14.0~26.4 0.08 4000 1.13 39.9 6.8 0.27 37 ®
AGE07025B24U B 24 14.0~26.4 0.35 5500 1.55 54.8 12.8 0.50 45 @
AGE07025B48L B 48 28.0~56.0 0.04 3000 0.85 30.0 3.9 0.15 27 ©)
e Drawing & Panel Cut Outs e Characteristic Curves
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AGE series
80X80X15mm

eGeneral Specification

eMaterial ------------- Frame & Impeller : PBT (UL94V-0)
eOperation Temp. -- Two ball bearing : -10°C~70°C
Fluid bearing : -10°C~50°C

el ead Wires --------- UL 1007 AWG#24 (2 wires) / 26 (3 wires) / 28 (4 wires)
Red Wire : + Yellow Wire : Tach signal
Black Wire : — Blue Wire : PWM control
eWeight -------------- 549

OSpecification *Bearing system B:two ball bearing F:fluid bearing

Model *Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve
PIN BI/F v v A RPM me/min CFM mm-H,0 In-H,0 dB-A No.
AGE08015 * 12J B/F 12 7.0~13.2 0.06 2400 0.62 22.0 1.35 0.05 25 ®
AGE08015 * 12L B/F 12 7.0~13.2 0.10 2700 0.78 27.5 2.23 0.09 30 ®
AGE08015 * 12M B/F 12 7.0~13.2 0.12 3100 0.89 315 2.61 0.10 32 ®
AGE08015 * 12H B/F 12 7.0~13.2 0.16 3600 1.07 37.6 3.78 0.15 36 @
AGE08015 * 12U B/F 12 7.0~13.2 0.30 4500 1.28 45.2 5.23 0.21 43 ®
AGE08015 * 24J B/F 24 14.0~26.4 0.04 2400 0.62 22.0 1.35 0.05 25 ®
AGE08015 * 24L B/F 24 14.0~26.4 0.06 2700 0.78 27.5 2.23 0.09 30 ®
AGE08015 * 24M B/F 24 14.0~26.4 0.08 3100 0.89 315 2.61 0.10 32 ®
AGE08015 * 24H B/F 24 14.0~26.4 0.10 3600 1.07 37.6 3.78 0.15 36 @
e Drawing & Panel Cut Outs e Characteristic Curves
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eGeneral Specification

eMaterial ------------- Frame & Impeller : PBT (UL94V-0)

80X80X20mm

eOperation Temp. -- Two ball bearing : -10°C~70°C
Fluid bearing : -10°C~50°C

AGE series

el ead Wires --------- UL 1007 AWGH#24 (2 wires) / 26 (3 wires) / 28 (4 wires)
Red Wire : + Yellow Wire : Tach signal
Black Wire : — Blue Wire : PWM control
eWeight -------------- 769 m[i' T | P
oSpecification *Bearing system B:two ball bearing F:fluid bearing
Model *Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve
PIN B/F v \' A RPM m¥min CFM mm-H,0 In-H,0 dB-A No.
AGE08020B12J B 12 7.0~13.2 0.13 2400 0.78 274 2.2 0.09 25 @
AGE08020B12L B 12 7.0~13.2 0.16 2700 0.88 31.2 2.8 0.1 29 ®
AGE08020B12M B 12 7.0~13.2 0.18 3100 1.04 36.9 3.7 0.15 34 ®
AGE08020B12H B 12 7.0~13.2 0.24 3400 1.15 40.5 4.5 0.18 36 @
AGE08020B12U B 12 7.0~13.2 0.30 4300 1.45 51.2 7.2 0.28 43 ®
AGE08020B24J B 24 14.0~26.4 0.07 2400 0.78 27.4 2.2 0.09 25 0)
AGE08020B24M B 24 14.0~26.4 0.12 3100 1.04 36.9 3.7 0.15 34 ®
AGE08020B24U B 24 14.0~26.4 0.20 4300 1.45 51.2 7.2 0.28 43 ®
e Drawing & Panel Cut Outs e Characteristic Curves
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AGE series
80X80X25mm

eGeneral Specification

eMaterial ------------- Frame & Impeller : PBT (UL94V-0)
eOperation Temp. -- Two ball bearing : -10°C~70°C
Fluid bearing : -10°C~50°C

el ead Wires --------- UL 1007 AWG#24 (2 wires) / 26 (3 wires) / 28 (4 wires)
Red Wire : + Yellow Wire : Tach signal
Black Wire : — Blue Wire : PWM control
eWeight -------------- 80g

&=

OSpecification *Bearing system B:two ball bearing F:fluid bearing

Model *Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve
PIN B/F v v A RPM m¢/min CFM mm-H,0 In-H,0 dB-A No.
AGE08025 * 05U B/F 5 4.5~55 0.30 2700 0.90 31.8 29 0.1 28 ©)
AGE08025 * 12J B/F 12 7.0~13.2 0.17 2700 0.90 31.8 29 0.11 29 ®
AGE08025 * 12L B/F 12 7.0~13.2 0.19 3000 1.00 354 3.6 0.14 33 ®
AGE08025 * 12M B/F 12 7.0~13.2 0.23 3600 1.20 42.4 5.0 0.20 38 ®
AGE08025 * 12H B/F 12 7.0~13.2 0.32 4300 1.43 50.5 6.8 0.27 43 @
AGE08025 * 12U B/F 12 7.0~13.2 0.50 5000 1.69 60.0 9.6 0.38 48 ®
AGE08025 * 12V B 12 7.0~13.2 0.50 5700 210 74.3 9.6 0.38 50 ®
AGE08025 * 24J B/F 24 14.0~26.4 0.08 2700 0.90 31.8 29 0.11 29 ®
AGE08025 * 24L B/F 24 14.0~26.4 0.11 3000 1.00 354 3.6 0.14 33 ®
AGE08025 * 24M B/F 24 14.0~26.4 0.16 3600 1.20 42.4 5.0 0.20 38 ®
AGE08025 * 24H B/F 24 14.0~26.4 0.23 4300 1.43 50.5 6.8 0.27 43 ®
AGE08025 * 24U B 24 4.0~26.4 0.25 5000 1.69 60.0 9.6 0.38 48 ®
AGE08025 * 48M B/F 48 28.0~56.0 0.06 3000 1.00 354 3.6 0.14 33 ®
AGE08025 * 48H B/F 48 28.0~56.0 0.09 3600 1.20 42.4 5.0 0.20 38 ®
AGE08025 * 48U B/F 48 28.0~56.0 0.20 4300 1.43 50.5 6.8 0.27 43 @
AGE08025 * 48V B 48 28.0~56.0 0.21 5000 1.69 60.0 9.6 0.38 48 ®
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AGD series
80X80X25mm

eGeneral Specification

eMaterial ------------- Frame & Impeller : PBT (UL94V-0)
eOperation Temp. -- Two ball bearing : -10°C~70°C
Fluid bearing : -10°C~50°C

el ead Wires --------- UL 1007 AWGH#24 (2 wires) / 26 (3 wires) / 28 (4 wires)
Red Wire : + Yellow Wire : Tach signal
Black Wire : — Blue Wire : PWM control

eWeight -------------- 829 [ﬁﬁ 'M]LE] [g_“‘al

oSpecification *Bearing system B:two ball bearing F:fluid bearing

Model *Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve

PIN B/F v v A RPM m¥/min CFM mm-H,0 In-H,0 dB-A No.
AGD08025B12J B 12 127.0~132 0.20 3500 1.35 475 5.01 0.20 31 ©)
AGD08025B12I B 12 127.0~132 0.32 4000 1.58 55.8 6.28 0.25 31 ®
AGD08025B12L B 12 127.0~132 040 4500 1.88 66.4 7.64 0.30 39 ®
AGD08025B12M B 12 127.0~132 0.65 5000 1.98 69.9 9.26 0.36 45 @
AGD08025B12H B 12 127.0~132 0.81 5500 2.10 74.3 9.64 0.38 48 ®
AGD08025B12U B 12 127.0~13.2 1.00 6500 2.37 83.6 13.46 0.53 57 ®
AGD08025B24J B 24 14.0~26.4 0.12 3500 1.35 47.5 5.01 0.20 31 ®
AGD08025B24| B 24 14.0~26.4 0.16 4000 1.58 55.8 6.28 0.25 31 ®
AGD08025B24L B 24 14.0~26.4 0.22 4500 1.88 66.4 7.64 0.30 39 ®
AGD08025B24M B 24 14.0~26.4 0.32 5000 1.98 69.9 9.26 0.36 45 ®
AGD08025B24H B 24 14.0~26.4 0.45 5500 2.10 74.3 9.64 0.38 48 ®
AGD08025B24U B 24 14.0~26.4 0.51 6500 2.37 83.6 13.46 0.53 57 ®
AGD08025B48J B 48 28.0~56.0 0.10 3500 1.35 475 5.01 0.20 37 ®
AGD08025B48 | B 48 28.0~56.0 0.15 4000 1.58 55.8 6.28 0.25 44 ®
AGD08025B48L B 48 28.0~56.0 0.17 4500 1.88 66.4 7.64 0.30 46 ®
AGD08025B48M B 48 28.0~56.0 0.19 5000 1.98 69.9 9.26 0.36 49 ®@
AGD08025B48H B 48 28.0~56.0 0.29 5500 2.10 74.3 9.64 0.38 51 ®
AGD08025B48U B 48 28.0~56.0 0.60 6500 2.37 83.6 13.46 0.53 57 ®
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AGC series
80X80X25mm

eGeneral Specification

eMaterial ------------- Frame & Impeller : PBT (UL94V-0)
eOperation Temp. -- Two ball bearing : -10°C~70°C
Fluid bearing : -10°C~50°C

el ead Wires ------—-- UL 1007 AWG#24 (2 wires) / 26 (3 wires) / 28 (4 wires)
Red Wire : + Yellow Wire : Tach signal
Black Wire : — Blue Wire : PWM control

\
eWeight -----------— 859 [F_G][i i f;ﬂ

oSpecification *Bearing system B:two ball bearing F:fluid bearing

Model *Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve
PIN BI/F v v A RPM m¢/min CFM mm-H,0 In-H,0 dB-A No.
AGC08025 * 12L B/F 12 7.0~13.2 0.14 2700 0.98 34.6 35 0.14 28 ®
AGC08025 * 12M B/F 12 7.0~13.2 0.20 3000 1.09 38.5 4.4 0.17 31 ®
AGC08025 * 12H B/F 12 7.0~13.2 0.24 3600 1.54 54.3 7.0 0.28 36 ®
AGC08025 * 12U B/F 12 7.0~13.2 0.44 4300 1.73 61.2 8.2 0.32 40 ®
AGC08025 * 24J B/F 24 14.0~26.4 0.08 2700 0.98 34.6 3.5 0.14 28 ©O)
AGC08025 * 24L B/F 24 14.0~26.4 0.11 3000 1.09 38.5 44 0.17 31 ®
AGC08025 * 24M B/F 24 14.0~26.4 0.20 3600 1.54 54.3 7.0 0.28 36 ®
AGC08025 * 24H B/F 24 14.0~26.4 0.20 4300 1.73 61.2 8.2 0.32 40 ®
AGC08025 * 48J B/F 48 28.0~56.0 0.05 2700 0.98 34.6 3.5 0.14 28 ®
AGC08025 * 48L B/F 48 28.0~56.0 0.07 3000 1.09 38.5 44 0.17 31 ®
AGC08025 * 48M B/F 48 28.0~56.0 0.07 3600 1.54 54.3 7.0 0.28 36 ®
AGC08025 * 48H B/F 48 28.0~56.0 0.11 4300 1.73 61.2 8.2 0.32 40 ®
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AGE series
80X80X32mm

eGeneral Specification

eMaterial Frame & Impeller : PBT (UL94V-0)
eOperation Temp. -- Two ball bearing : -10°C~70°C
Fluid bearing : -10°C~50°C

el ead Wires ------—-- UL 1007 AWG#24 (2 wires) / 26 (3 wires) / 28 (4 wires)
Red Wire : + Yellow Wire : Tach signal
Black Wire : — Blue Wire : PWM control
eWeight -------------- 120g

oSpecification *Bearing system B:two ball bearing F:fluid bearing

Model *Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve
PIN BIF v v A RPM m¥/min CFM mm-H,0 In-H,0 dB-A No.
AGE08032B12J B 12 127.0~13.2 0.15 3000 1.08 38.2 5.02 0.20 31 ©)
AGE08032B12L B 12 127.0~13.2 0.20 4000 1.41 49.7 8.82 0.35 39 ®
AGE08032B12M B 12 127.0~132 0.35 4800 1.71 60.4 11.38 0.45 45 ®
AGE08032B12H B 12 127.0~13.2 0.50 5500 1.96 69.1 15.53 0.61 48 ®
AGE08032B12U B 12 12 7.0~13.2 0.80 6800 2.46 86.7 22.57 0.89 54 ®
AGE08032B24J B 24 14.0~26.4 0.35 4800 0.95 60.4 11.38 0.45 45 ®
AGE08032B24L B 24 14.0~26.4 0.50 5500 1.22 69.1 15.53 0.61 48 @
AGE08032B24M B 24 14.0~26.4 0.75 7000 1.87 89.2 22.57 0.89 55 ®
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AGV series Available on 2020/Q2
80X80X38mm

eGeneral Specification

eMaterial ------------- Frame & Impeller : PBT (UL94V-0)

eOperation Temp. -- Two ball bearing : -10°C~70°C
Fluid bearing : -10°C~50°C

el ead Wires ---—------ UL 1007 AWGH#24 (2 wires) / 24 (3 wires) / 24 (4 wires)
Red Wire : + Yellow Wire : Tach signal
Black Wire : — Blue Wire : PWM control

eWeight ----------—--- 200g | F&]E ?;’

oSpecification *Bearing system B:two ball bearing F:fluid bearing

Model *Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve
PIN B/F v v A RPM m¥min CFM mm-H,0 In-H,0 dB-A No.
AGV08038B12L B 12 7.0~13.2 0.16 5200 1.68 59.2 12.1 0.48 44 0)
AGV08038B12M B 12 7.0~13.2 0.40 5900 1.91 67.4 15.0 0.59 48 ®
AGV08038B12H B 12 7.0~13.2 0.52 6800 2.21 78.2 19.8 0.78 52 ®
AGV08038B12U B 12 7.0~13.2 1.00 7500 2.45 86.4 23.8 0.94 55 @
AGV08038B12V B 12 7.0~13.2 1.72 9000 2.98 105.2 33.9 1.33 60 ®
AGV08038B24L B 24 14.0~26.4 0.08 5200 1.68 59.2 121 0.48 44 ®
AGV08038B24M B 24 14.0~26.4 0.20 5900 1.91 67.4 15.0 0.59 48 ®
AGV08038B24H B 24 14.0~26.4 0.26 6800 2.21 78.2 19.8 0.78 52 ®
AGV08038B24U B 24 14.0~26.4 0.50 7500 245 86.4 23.8 0.94 55 ®
AGV08038B24V B 24 14.0~26.4 0.86 9000 2.98 105.2 33.9 1.33 60 ®
AGV08038B48L B 48 28.0~56.0 0.04 5200 1.68 59.2 12.1 0.48 44 ®
AGV08038B48M B 48 28.0~56.0 0.10 5900 1.91 67.4 15.0 0.59 48 ®
AGV08038B48H B 48 28.0~56.0 0.13 6800 2.21 78.2 19.8 0.78 52 ®
AGV08038B48U B 48 28.0~56.0 0.25 7500 2.45 86.4 23.8 0.94 55 @
AGV08038B48V B 48 28.0~56.0 0.43 9000 2.98 105.2 33.9 1.33 60 ®
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AGB series
80X80X38mm

eGeneral Specification

eMaterial ------------- Frame & Impeller : PBT (UL94V-0)
eQOperation Temp. -- Two ball bearing : -10°C~70°C
Fluid bearing : -10°C~50°C

el ead Wires --------- UL 1007 AWGH#24 (2 wires) / 24 (3 wires) / 24 (4 wires)
Red Wire : + Yellow Wire : Tach signal
Black Wire : — Blue Wire : PWM control
eWeight -------------- 210g

OSpecification *Bearing system B:two ball bearing F:fluid bearing

Model *Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve

PIN B/F v v A RPM m/min CFM mm-H,0 In-H,0 dB-A No.
AGB08038B12L B 12 7.0~13.2 0.40 4200 1.65 58.2 10.4 0.41 45 @
AGB08038B12M B 12 7.0~13.2 0.76 5600 2.23 78.8 19.3 0.76 53 ®
AGB08038B12H B 12 7.0~13.2 1.00 6100 2.40 84.8 22.7 0.89 56 ®
AGB08038B12U B 12 7.0~13.2 1.50 7500 2.99 105.5 345 1.36 62 @
AGB08038B12V B 12 7.0~13.2 2.70 9000 3.68 130.0 50.9 2.00 66 ®
AGB08038B24L B 24 14.0~26.4 0.25 4200 1.65 58.2 104 0.41 45 @
AGB08038B24M B 24 14.0~26.4 0.35 5600 2.23 78.8 19.3 0.76 53 ®
AGB08038B24H B 24 14.0~26.4 0.45 6100 2.40 84.8 22.7 0.89 56 ®
AGB08038B24U B 24 14.0~26.4 0.82 7500 2.99 105.5 345 1.36 62 @
AGB08038B24V B 24 14.0~26.4 1.40 9000 3.68 130.0 50.9 2.00 66 ®
AGB08038B48L B 48 28.0~56.0 0.23 4200 1.65 58.2 10.4 0.41 45 ©)
AGB08038B48M B 48 28.0~56.0 0.33 5600 2.23 78.8 19.3 0.76 53 ®
AGB08038B48H B 48 28.0~56.0 0.51 6100 2.40 84.8 227 0.89 56 ®
AGB08038B48U B 48 28.0~56.0 0.58 7500 2.99 105.5 34.5 1.36 62 @
AGB08038B48V B 48 28.0~56.0 0.90 9000 3.68 130.0 50.9 2.00 66 ®
e Drawing & Panel Cut Outs e Characteristic Curves
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AGX series Available on 2020/Q2
80X80X38mm

eGeneral Specification

eMaterial ------------- Frame & Impeller : PBT (UL94V-0)
eOperation Temp. -- Two ball bearing : -10°C~70°C
Fluid bearing : -10°C~50°C

el ead Wires --------- UL 1007 AWGH#24 (2 wires) / 24 (3 wires) / 24 (4 wires)
Red Wire : + Yellow Wire : Tach signal
Black Wire : — Blue Wire : PWM control
eWeight -------------- 225¢g

OSpecification *Bearing system B:two ball bearing F:fluid bearing

Model *Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve
PIN B/F v v A RPM m¥min CFM mm-H,0 In-H,0 dB-A No.
AGX08038B12V B 12 7.0~13.2 0.86 9000 2.09 73.8 36.05 1.42 56 @
AGX08038B12V B 12 7.0~13.2 1.18 10000 2.32 82.0 445 1.75 58 @
AGX08038B12V B 12 7.0~13.2 1.58 11000 2.55 90.2 53.85 212 60 ®
AGX08038B12V B 12 7.0~13.2 2.04 12000 2.79 98.4 64.09 2.52 62 ®
AGX08038B12V B 12 7.0~13.2 2.40 13000 3.02 106.6 75.22 2.96 64 ®
AGX08038B12V B 12 7.0~13.2 3.20 14500 3.37 118.9 93.57 3.68 66 ®
AGX08038B24V B 24 14.0~26.4 0.43 9000 2.09 73.8 36.05 1.42 56 @
AGX08038B24V B 24 14.0~26.4 0.59 10000 2.32 82.0 44.5 1.75 58 ®
AGX08038B24V B 24 14.0~26.4 0.79 11000 2.55 90.2 53.85 212 60 ®
AGX08038B24V B 24 14.0~26.4 1.02 12000 2.79 98.4 64.09 2.52 62 @
AGX08038B24V B 24 14.0~26.4 1.30 13000 3.02 106.6 75.22 2.96 64 ®
AGX08038B24V B 24 14.0~26.4 1.80 14500 3.37 118.9 93.57 3.68 66 ®
AGX08038B48V B 48 28.0~56.0 0.22 9000 2.09 73.8 36.05 1.42 56 @
AGX08038B48V B 48 28.0~56.0 0.30 10000 2.32 82.0 44.5 1.75 58 @
AGX08038B48V B 48 28.0~56.0 0.40 11000 2.55 90.2 53.85 212 60 ®
AGX08038B48V B 48 28.0~56.0 0.51 12000 2.79 98.4 64.09 2.52 62 ®
AGX08038B48V B 48 28.0~56.0 0.65 13000 3.02 106.6 75.22 2.96 64 ®
AGX08038B48V B 48 28.0~56.0 0.90 14500 3.37 118.9 93.57 3.68 66 ®
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eGeneral Specification

eMaterial

Frame & Impeller : PBT (UL94V-0)

eOperation Temp. -- Two ball bearing : -10°C~70°C
Fluid bearing : -10°C~50°C

el ead Wires

AGE series
92X92X25mm

UL 1007 AWG#24 (2 wires) / 26 (3 wires) / 28 (4 wires)

Red Wire : + Yellow Wire : Tach signal
Black Wire : — Blue Wire : PWM control ‘ |
eWeight -------------- 85¢g il «*
pwi| I P* b [==]
OSpecification *Bearing system B:two ball bearing F:fluid bearing
Model *Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve
PIN B/F v v A RPM mmin CFM mm-H,0 In-H,0 dB-A No.
AGE09225 * 12J B/F 12 7.0~13.2 0.12 2100 1.05 37.0 2.39 0.09 25 ©)
AGE09225 * 12L B/F 12 7.0~13.2 0.14 2450 1.22 43.0 3.21 0.13 30 ®
AGE09225 * 12M B/F 12 7.0~13.2 0.17 2850 1.35 475 4.24 0.17 34 ®
AGE09225 * 12H B/F 12 7.0~13.2 0.20 3200 1.61 56.8 5.89 0.23 38 @
AGE09225 * 12U B/F 12 7.0~13.2 0.35 3800 1.81 64.0 6.57 0.26 45 ®
AGE09225 * 12V B/F 12 7.0~13.2 0.41 4200 2.16 76.1 8.93 0.35 49 ®
AGE09225 * 24J B/F 24 14.0~26.4 0.06 2100 1.05 37.0 2.39 0.09 25 ©)
AGE09225 * 24L B/F 24 14.0~26.4 0.08 2450 1.22 43.0 3.21 0.13 30 ®
AGE09225 * 24M B/F 24 14.0~26.4 0.10 2850 1.35 47.5 4.24 0.17 34 ®
AGE09225 * 24H B/F 24 14.0~26.4 0.15 3200 1.61 56.8 5.89 0.23 38 @
AGE09225 * 24U B/F 24 14.0~26.4 0.20 3800 1.81 64.0 6.57 0.26 45 ®
AGE09225 * 12V B/F 24 14.0~26.4 0.22 4200 2.16 76.1 8.93 0.35 49 ®
AGE09225 * 48J B/F 48 28.0~56.0 0.05 2100 1.05 37.0 2.39 0.09 25 @
AGE09225 * 48L B/F 48 28.0~56.0 0.06 2450 1.22 43.0 3.21 0.13 30 ®
AGE09225 * 48M B/F 48 28.0~56.0 0.08 2850 1.35 47.5 4.24 0.17 34 ®
AGE09225 * 48H B/F 48 28.0~56.0 0.10 3200 1.61 56.8 5.89 0.23 38 @
e Drawing & Panel Cut Outs e Characteristic Curves
104 0.4 h
4+ 8703 N
9 6_ \
ol @ (% 0.2 \ "y
i @ 4 \\
Rk D‘: 0 1 -— “ \
i bt \-% \\ \
Bepd i3 Untto . 6;0 20 40 60 80 (CFM)
QT T T T T (m¥min)
IIIZ _\%0 05 1 15 2
E Air Flow —
COFAN USA

#P COFAN UsA

48664 Milmont Drive

Fremont, CA 94538 USA

https://www.cofan-

Tel: 1510 490 7533
info@cofan-usa.com

usa.com/



AGC series EEEEEE—
92X92X25mm

eGeneral Specification

eMaterial ------------- Frame & Impeller : PBT (UL94V-0)
eOperation Temp. -- Two ball bearing : -10°C~70°C
Fluid bearing : -10°C~50°C

el ead Wires --------- UL 1007 AWGH#24 (2 wires) / 26 (3 wires) / 28 (4 wires)
Red Wire : + Yellow Wire : Tach signal =
Black Wire : — Blue Wire : PWM control .
eWeight ------mmmmmmmn 89g [Iﬁ T [ PE-
ALt PWM P'
oSpecification *Bearing system B:two ball bearing F:fluid bearing
Model *Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve
PIN B/F v v A RPM m¥min CFM mm-H,0 In-H,0 dB-A No.
AGC09225 * 12J B/F 12 7.0~13.2 0.09 2100 1.1 39.2 2.39 0.09 25 0]
AGC09225 * 12L B/F 12 7.0~13.2 0.1 2450 1.27 44.8 3.15 0.12 30 ®
AGC09225 * 12M B/F 12 7.0~13.2 0.14 2850 1.48 521 4.30 0.17 34 ®
AGC09225 * 12H B/F 12 7.0~13.2 0.20 3200 1.65 58.3 5.70 0.22 38 @
AGC09225 * 12U B/F 12 7.0~13.2 0.30 3800 1.96 69.2 7.00 0.28 45 ®
AGC09225 * 12V B/F 12 7.0~13.2 0.41 4500 2.29 81.0 9.94 0.40 49 ®
AGC09225 * 24J B/F 24 14.0~26.4 0.06 2100 1.1 39.2 2.39 0.09 25 @
AGC09225 * 24L B/F 24 14.0~26.4 0.08 2450 1.27 44.8 3.15 0.12 30 ®
AGC09225 * 24M B/F 24 14.0~26.4 0.13 2850 1.48 52.1 4.30 0.17 34 ®
AGC09225 * 24H B/F 24 14.0~26.4 0.15 3200 1.65 58.3 5.70 0.22 38 @
AGC09225 * 24U B/F 24 14.0~26.4 0.20 3800 1.96 69.2 7.00 0.28 45 ®
AGC09225 * 48J B/F 48 28.0~56.0 0.05 2100 1.1 39.2 2.39 0.09 25 )
AGC09225 * 48L B/F 48 28.0~56.0 0.06 2450 1.27 44.8 3.15 0.12 30 ®
AGC09225 * 48M B/F 48 28.0~56.0 0.08 2850 1.48 52.1 4.30 0.17 34 ®
AGC09225 * 48H B/F 48 28.0~56.0 0.12 3200 1.65 58.3 5.70 0.22 38 @
AGC09225 * 48U B/F 48 28.0~56.0 0.15 3800 1.96 69.2 7.00 0.28 45 ®
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AGD series
92X92X25mm

eGeneral Specification

eMaterial ------------- Frame & Impeller : PBT (UL94V-0)
eOperation Temp. -- Two ball bearing : -10°C~70°C
Fluid bearing : -10°C~50°C

el ead Wires --------- UL 1007 AWG#24 (2 wires) / 26 (3 wires) / 28 (4 wires)
Red Wire : + Yellow Wire : Tach signal
Black Wire : — Blue Wire : PWM control
eWeight -------------- 899 T [
[
pwi| I P*
e Specification *Bearing system B:two ball bearing F:fluid bearing
Model *Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve
PIN B/F v v A RPM m¥min CFM mm-H,0 In-H,0 dB-A No.
AGD09225B12J B 12 7.0~13.2 0.10 1800 1.05 37.3 2.05 0.08 25 @
AGD09225B12L B 12 7.0~13.2 0.12 2300 1.40 495 3.38 0.13 31 ®
AGD09225B12M B 12 7.0~13.2 0.21 2800 1.48 59.9 4.86 0.19 37 ®
AGD09225B12H B 12 7.0~13.2 0.32 3300 2.06 72.7 6.65 0.26 42 @
AGD09225B12U B 12 7.0~13.2 0.40 3800 2.31 81.5 8.76 0.34 46 ®
AGD09225B12V B 12 7.0~13.2 0.75 4800 291 102.6 13.35 0.40 53 ®
AGD09225B24J B 24 14.0~26.4 0.08 1800 1.05 37.3 2.05 0.08 25 ®
AGD09225B24L B 24 14.0~26.4 0.10 2300 1.40 49.5 3.38 0.13 31 ®
AGD09225B24M B 24 14.0~26.4 0.12 2800 1.48 59.9 4.86 0.19 37 ®
AGD09225B24H B 24 14.0~26.4 0.18 3300 2.06 72.7 6.65 0.26 42 @
AGD09225B24U B 24 14.0~26.4 0.25 3800 2.31 81.5 8.76 0.34 46 ®
AGD09225B24V B 24 14.0~26.4 0.40 4800 2.91 102.6 13.35 0.53 53 O]
e Drawing & Panel Cut Outs e Characteristic Curves
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AGE series
92X92X32mm

eGeneral Specification

eMaterial ------------- Frame & Impeller : PBT (UL94V-0)
eOperation Temp. -- Two ball bearing : -10°C~70°C
Fluid bearing : -10°C~50°C

el ead Wires --------- UL 1007 AWG#24 (2 wires) / 26 (3 wires) / 28 (4 wires)
Red Wire : + Yellow Wire : Tach signal
Black Wire : — Blue Wire : PWM control
eWeight -------------- 110g

E

OSpecification *Bearing system B:two ball bearing F:fluid bearing

Model *Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve
PIN BI/F % v A RPM m¥/min CFM mm-H,0 In-H,0 dB-A No.
AGE09232B12J B 12 7.0~13.2 0.04 2100 1.09 38.6 2.37 0.09 25 ©)
AGE09232B12L B 12 7.0~13.2 0.06 2450 1.27 45.0 3.22 0.13 30 ®
AGE09232B12M B 12 7.0~13.2 0.10 2850 1.48 52.3 4.36 0.17 34 ®
AGE09232B12H B 12 7.0~13.2 0.14 3200 1.66 58.7 5.49 0.22 38 @
AGE09232B12U B 12 7.0~13.2 0.24 3800 1.97 69.7 7.74 0.30 45 ®
AGE09232B12V B 12 7.0~13.2 0.40 4500 2.32 82.0 11.54 0.45 44 ®
AGE09232B24J B 24 14.0~26.4 0.02 2100 1.09 38.6 2.37 0.09 25 ©)
AGE09232B24L B 24 14.0~26.4 0.03 2450 1.27 45.0 3.22 0.13 30 ®
AGE09232B24M B 24 14.0~26.4 0.05 2850 1.48 52.3 4.36 0.17 34 ®
AGE09232B24H B 24 14.0~26.4 0.07 3200 1.66 58.7 5.49 0.22 38 @
AGE09232B24U B 24 14.0~26.4 0.12 3800 1.97 69.7 7.74 0.30 45 ®
AGE09232B24V B 24 14.0~26.4 0.20 4500 2.32 82.0 11.54 0.45 44 ®
e Drawing & Panel Cut Outs e Characteristic Curves
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AGB series

92X92X38mm

eGeneral Specification
eMaterial

Frame & Impeller : PBT (UL94V-0)

eOperation Temp. -- Two ball bearing : -10°C~70°C
Fluid bearing : -10°C~50°C

el ead Wires ---------
Red Wire : +
Black Wire : —
eWeight -------------- 200g

UL 1007 AWG#24 (2 wires) / 24 (3 wires) / 24 (4 wires)
Yellow Wire : Tach signal
Blue Wire : PWM control

e Specification *Bearing system B:two ball bearing F:fluid bearing

Model *Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve

PIN B/F v v A RPM m¥/min CFM mm-H,0 In-H,0 dB-A No.
AGB09238B12L B 12 7.0~13.2 0.50 4300 2.75 97.1 17.83 0.70 52 ®
AGB09238B12M B 12 7.0~13.2 0.90 5000 3.09 109.2 21.75 0.86 58 ®
AGB09238B12H B 12 7.0~13.2 1.20 6000 3.50 1234 28.53 1.12 64 ®
AGB09238B12U B 12 7.0~13.2 2.50 7000 412 145.6 37.06 1.46 67 @
AGB09238B12V B 12 7.0~13.2 2.95 8000 4.71 166.4 48.40 1.91 72 ®
AGB09238B24L B 24 14.0~26.4 0.35 4300 2.75 97.1 17.83 0.70 52 ®
AGB09238B24M B 24 14.0~26.4 0.45 5000 3.09 109.2 21.75 0.86 58 ®
AGB09238B24H B 24 14.0~26.4 0.76 6000 3.50 123.4 28.53 1.12 64 ®
AGB09238B24U B 24 14.0~26.4 1.10 7000 412 145.6 37.06 1.46 67 @
AGB09238B24V B 24 14.0~26.4 1.70 8000 4.71 166.4 48.40 1.91 72 ®
AGB09238B48L B 48 28.0~56.0 0.24 4300 2.75 97.1 17.83 0.70 52 ©)
AGB09238B48M B 48 28.0~56.0 0.28 5000 3.09 109.2 21.75 0.86 58 ®
AGB09238B48H B 48 28.0~56.0 0.41 6000 3.50 123.4 28.53 1.12 64 ®
AGB09238B48U B 48 28.0~56.0 0.72 7000 412 145.6 37.06 1.46 67 @
AGB09238B48V B 48 28.0~56.0 0.94 8000 4.71 166.4 48.40 1.91 72 ®
e Drawing & Panel Cut Outs e Characteristic Curves
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AGX series Available on 2020/Q2
92X92X38mm

eGeneral Specification

eMaterial ------------- Frame & Impeller : PBT (UL94V-0)
eOperation Temp. -- Two ball bearing : -10°C~70°C
Fluid bearing : -10°C~50°C

el ead Wires --------- UL 1007 AWG#24 (2 wires) / 24 (3 wires) / 24 (4 wires)
Red Wire : + Yellow Wire : Tach signal | 7
Black Wire : — Blue Wire : PWM control -
eWeight ----------—-—- 225¢g FG il «*
T pwm| i P*
OSpecification *Bearing system B:two ball bearing F:fluid bearing
Model *Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve
P/N B/F v v A RPM m¥min CFM mm-H,0 In-H,0 dB-A No.
AGX09238B12L B 12 7.0~13.2 0.92 8000 3.06 108.0 30.60 1.20 59 ©)
AGX09238B12M B 12 7.0~13.2 1.32 9000 3.44 121.5 38.73 1.52 61 ®
AGX09238B12H B 12 7.0~13.2 1.8 10000 3.82 135.0 47.81 1.88 63 ®
AGX09238B12U B 12 7.0~13.2 24 11000 4.21 148.5 57.85 2.28 66 @
AGX09238B12V B 12 7.0~13.2 3.12 12000 4.59 162.0 68.85 2.71 68 ®
AGX09238B24L B 24 14.0~26.4 0.46 8000 3.06 108.0 30.60 1.20 59 ®
AGX09238B24M B 24 14.0~26.4 0.66 9000 3.44 121.5 38.73 1.52 61 ®
AGX09238B24H B 24 14.0~26.4 0.9 10000 3.82 135.0 47.81 1.88 63 ®
AGX09238B24U B 24 14.0~26.4 1.2 11000 4.21 148.5 57.85 2.28 66 @
AGX09238B24V B 24 14.0~26.4 1.56 12000 4.59 162.0 68.85 2.71 68 ®
AGX09238B24W B 24 14.0~26.4 1.98 13000 4.97 175.5 80.80 3.18 69 ®
AGX09238B48L B 48 28.0~56.0 0.23 8000 3.06 108.0 30.60 1.20 59 @
AGX09238B48M B 48 28.0~56.0 0.33 9000 3.44 121.5 38.73 1.52 61 ®
AGX09238B48H B 48 28.0~56.0 0.45 10000 3.82 135.0 47.81 1.88 63 ®
AGX09238B49U B 48 28.0~56.0 0.6 11000 4.21 148.5 57.85 2.28 66 @
AGX09238B50V B 48 28.0~56.0 0.78 12000 4.59 162.0 68.85 2.71 68 ®
AGX09238B51W B 48 28.0~56.0 0.99 13000 4.97 175.5 80.80 3.18 69 ®
e Drawing & Panel Cut Outs e Characteristic Curves
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AGE series
120X120X25mm

eGeneral Specification

eMaterial ------------- Frame & Impeller : PBT(UL94V-0)
eOperation Temp. -- Two ball bearing : -10°C~70°C
Fluid bearing : -10°C~50°C

el ead Wires --------- UL 1007 AWG#24 (2 wires) / 26 (3 wires) / 26 (4 wires)
Red Wire : + Yellow Wire : Tach signal
Black Wire : — Blue Wire : PWM control \
eWeight -------------- 152g FG | -
ULV pwm| | P*
oSpecification *Bearing system B:two ball bearing F:fluid bearing
Model *Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve
PIN B/F v v A RPM m¢/min CFM mm-H,0 In-H,0 dB-A No.
AGE12025 * 12J B/F 12 6.0~13.2 0.08 1200 1.15 40.6 2.1 0.08 19 ©)
AGE12025 * 12L B/F 12 6.0~13.2 0.18 1900 1.97 69.6 34 0.13 29 ®
AGE12025 * 12M B/F 12 6.0~13.2 0.20 2200 2.21 78.2 45 0.18 31 ®
AGE12025 * 12H B/F 12 6.0~13.2 0.28 2500 242 85.5 5.0 0.20 36 @
AGE12025 * 24J B/F 24 14.0~26.4 0.05 1200 1.15 40.6 2.1 0.08 19 ©)
AGE12025 * 24L B/F 24 14.0~26.4 0.10 1900 1.97 69.6 34 0.13 29 ®
AGE12025 * 24M B/F 24 14.0~26.4 0.18 2200 2.21 78.2 45 0.18 31 ®
AGE12025 * 24H B/F 24 14.0~26.4 0.26 2500 242 85.5 5.0 0.20 36 @
e Drawing & Panel Cut Outs e Characteristic Curves
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eGeneral Specification

eMaterial ------------- Frame & Impeller : PBT (UL94V-0)

eQOperation Temp. -- Two ball bearing : -10°C~70°C
Fluid bearing : -10°C~50°C

el ead Wires --------- UL 1007 AWG#24 (2 wires) / 26 (3 wires) / 26 (4 wires)

AGD series
120X120X25mm

Red Wire : + Yellow Wire : Tach signal
Black Wire : — Blue Wire : PWM control
eWeight -------------- 1559 FG o’
JUULUL pwm| I P*
oSpecification *Bearing system B:two ball bearing F:fluid bearing
Model *Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve
PIN B/F v v A RPM me/min CFM mm-H,0 In-H,0 dB-A No.
AGD12025B12H B 12 7.0~13.2 0.28 2500 3.15 111.2 6.4 0.25 44 ©)
AGD12025B12U B 12 7.0~13.2 0.47 3100 3.55 1254 7.9 0.31 48 @
AGD12025B24H B 24 14.0~26.4 0.25 2500 3.15 111.2 6.4 0.25 44 ®
AGD12025B24U B 24 14.0~26.4 0.30 3100 3.55 1254 7.9 0.31 48 ®
AGD12025B48H B 48 28.0~56.0 0.10 2500 3.15 111.2 6.4 0.25 44 ®
AGD12025B48U B 48 28.0~56.0 0.12 3100 3.55 125.4 7.9 0.31 48 ®
e Drawing & Panel Cut Outs e Characteristic Curves
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AGC series
120X120X25mm

eGeneral Specification

eMaterial ------------- Frame & Impeller : PBT (UL94V-0)
eOperation Temp. -- Two ball bearing : -10°C~70°C
Fluid bearing : -10°C~50°C

el ead Wires --------- UL 1007 AWG#24 (2 wires) / 26 (3 wires) / 26 (4 wires)
Red Wire : + Yellow Wire : Tach signal
Black Wire : — Blue Wire : PWM control
eWeight -------------- 230g FG o
JUUUL PWM P'
OSpecification *Bearing system B:two ball bearing F:fluid bearing
Model *Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve
PIN B/F v v A RPM m¥min CFM mm-H,0 In-H,0 dB-A No.
AGC12025B12J B 12 7.0~13.2 0.20 2100 1.92 67.7 4.3 0.17 35 ®
AGC12025B12L B 12 7.0~13.2 0.30 2500 2.19 77.2 5.8 0.23 39 ®
AGC12025B12M B 12 7.0~13.2 0.48 2800 2.46 86.7 71 0.28 42 ®
AGC12025B12H B 12 7.0~13.2 0.50 3400 2.94 103.9 10.1 0.40 47 ®@
AGC12025B12U B 12 7.0~13.2 0.62 3700 3.25 114.8 11.8 0.46 50 ®
AGC12025B12V B 12 7.0~13.2 0.65 4000 3.43 121.1 13.0 0.51 52 ®
AGC12025B24J B 24 14.0~26.4 0.12 2100 1.92 67.7 4.3 0.17 35 @
AGC12025B24L B 24 14.0~26.4 0.17 2500 219 77.2 5.8 0.23 39 ®
AGC12025B24M B 24 14.0~26.4 0.23 2800 2.46 86.7 71 0.28 42 ®
AGC12025B24H B 24 14.0~26.4 0.28 3400 2.95 103.9 10.1 0.40 47 ®
AGC12025B24U B 24 14.0~26.4 0.30 3700 3.25 114.8 11.8 0.46 50 ®
AGC12025B24V B 24 14.0~26.4 0.40 4000 343 1211 13.0 0.51 52 ®
AGC12025B48L B 48 28.0~56.0 0.10 2500 219 77.2 5.8 0.23 39 ®
AGC12025B48M B 48 28.0~56.0 0.11 2800 2.46 86.7 71 0.28 42 ®
AGC12025B48H B 48 28.0~56.0 0.12 3400 2.95 103.9 10.1 0.40 47 ®
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AGE series
120X120X38mm

eGeneral Specification

eMaterial ------------- Frame & Impeller : PBT (UL94V-0)
eOperation Temp. -- Two ball bearing : -10°C~70°C
Fluid bearing : -10°C~50°C

elead Wires --------- UL 1007 AWG#22 (2 wires) / 24 (3 wires) / 24 (4 wires)
Red Wire : + Yellow Wire : Tach signal e
Black Wire : — Blue Wire : PWM control w )

R — 260g PG| (i) () () TR (&2

oSpecification *Bearing system B:two ball bearing F:fluid bearing

Model *Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve
PIN B/F v v A RPM m?/min CFM mm-H,0 In-H,0 dB-A No.
AGE12038B12M B 12 7.0~13.2 0.18 2300 2.87 101.4 8.1 0.32 38 ®
AGE12038B12H B 12 7.0~13.2 0.40 2600 3.25 114.7 104 0.41 41 ®
AGE12038B12U B 12 7.0~13.2 0.75 2900 3.49 123.2 11.3 0.45 44 ®
AGE12038B12V B 12 7.0~13.2 0.80 3200 3.85 135.9 13.8 0.54 48 @
AGE12038B12W B 12 7.0~13.2 1.55 4200 5.05 178.4 23.8 0.94 54 ®
AGE12038B24L B 24 14.0~26.4 0.14 2300 2.87 101.4 8.1 0.32 38 ®
AGE12038B24M B 24 14.0~26.4 0.30 2600 3.25 114.7 104 0.41 41 ®
AGE12038B24H B 24 14.0~26.4 0.48 2900 3.49 123.2 11.3 0.45 44 ®
AGE12038B24U B 24 14.0~26.4 0.62 3200 3.85 135.9 13.8 0.54 48 @
AGE12038B24V B 24 14.0~26.4 0.85 4200 5.05 178.4 23.8 0.94 54 ®
AGE12038B43I B 48 28.0~56.0 0.10 2300 2.87 101.4 8.1 0.32 38 ©O)
AGE12038B48J B 48 28.0~56.0 0.14 2600 3.25 114.7 104 0.41 41 ®
AGE12038B48L B 48 28.0~56.0 0.25 2900 3.49 123.2 11.3 0.45 44 ®
AGE12038B48M B 48 28.0~56.0 0.30 3200 3.85 135.9 13.8 0.54 48 @
AGE12038B48H B 48 28.0~56.0 0.48 4200 5.05 178.4 23.8 0.94 54 ®
e Drawing & Panel Cut Outs e Characteristic Curves
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AGF series
120X120X38mm

eGeneral Specification

eMaterial ------------- Frame : Aluminum, Impeller : PBT (UL94V-0)
eOperation Temp. -- Two ball bearing : -10°C~70°C
Fluid bearing : -10°C~50°C

el ead Wires --------- UL 1007 AWGH#22 (2 wires) / 24 (3 wires) / 24 (4 wires)
Red Wire : + Yellow Wire : Tach signal Plotal Frame
Black Wire : — Blue Wire : PWM control
eWeight ------------—- 3209 WA & *
[ ]
AL pwm| | P* ﬂ %
oSpecification *Bearing system B:two ball bearing F:fluid bearing
Model *Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve
PIN B/F v v A RPM m¥/min CFM mm-H,0 In-H,0 dB-A No.
AGF12038B12L B 12 7.0~13.2 0.40 2600 3.25 114.7 10.4 0.41 41 ®
AGF12038B12M B 12 7.0~13.2 0.50 2900 3.49 123.2 11.3 0.45 44 ®
AGF12038B12H B 12 7.0~13.2 0.80 3200 3.85 135.9 13.8 0.54 48 @
AGF12038B12U B 12 7.0~13.2 1.60 4200 5.05 178.4 23.8 0.94 54 ®
AGF12038B24J B 24 14.0~26.4 0.18 2300 2.87 101.4 8.1 0.32 38 @
AGF12038B24L B 24 14.0~26.4 0.25 2600 3.25 114.7 10.4 0.41 41 ®
AGF12038B24M B 24 14.0~26.4 0.40 2900 3.49 123.2 11.3 0.45 44 ®
AGF12038B24H B 24 14.0~26.4 0.46 3200 3.85 135.9 13.8 0.54 48 ®
AGF12038B24U B 24 14.0~26.4 0.80 4200 5.05 178.4 23.8 0.94 54 ®
AGF12038B48J B 48 28.0~56.0 0.09 2300 2.87 101.4 8.1 0.32 38 ©)
AGF12038B48L B 48 28.0~56.0 0.18 2600 3.25 114.7 104 0.41 41 ®
AGF12038B48M B 48 28.0~56.0 0.20 2900 3.49 123.2 11.3 0.45 44 ®
AGF12038B48H B 48 28.0~56.0 0.30 3200 3.85 135.9 13.8 0.54 48 @
AGF12038B48U B 48 28.0~56.0 0.53 4200 5.05 178.4 23.8 0.94 54 ®
e Drawing & Panel Cut Outs e Characteristic Curves
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AGD series
120X120X38mm

eGeneral Specification

eMaterial ------------- Frame & Impeller : PBT (UL94V-0)
eOperation Temp. -- Two ball bearing : -10°C~70°C
Fluid bearing : -10°C~50°C

el ead Wires --------- UL 1007 AWG#22 (2 wires) / 24 (3 wires) / 24 (4 wires)
Red Wire : + Yellow Wire : Tach signal
Black Wire : — Blue Wire : PWM control ‘
eWeight ------------—- 280g & P [T_ﬂ]
i pwm| [ P* e
OSpecification *Bearing system B:two ball bearing F:fluid bearing
Model *Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve
PIN BI/F v v A RPM m¢min CFM mm-H,0 In-H,0 dB-A No.
AGD12038B12J B 12 7.0~13.2 1.50 4100 5.40 190.5 17.6 0.69 56 ®
AGD12038B12L B 12 7.0~13.2 1.75 4600 6.02 212.6 21.4 0.84 59 ®
AGD12038B24J B 24 14.0~26.4 0.70 4100 5.40 190.5 17.6 0.69 56 ®
AGD12038B24L B 24 14.0~26.4 0.85 4600 6.02 212.6 21.4 0.84 59 ®
AGD12038B24M B 24 14.0~26.4 1.45 5200 6.83 241.0 27.5 1.08 62 ®
AGD12038B48J B 48 28.0~56.0 0.41 4100 5.40 190.5 17.6 0.69 56 @
AGD12038B48L B 48 28.0~56.0 0.47 4600 6.02 212.6 21.4 0.84 59 ®
AGD12038B48M B 48 28.0~56.0 0.55 5200 6.83 241.0 27.5 1.08 62 ®
e Drawing & Panel Cut Outs e Characteristic Curves
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AGB series
120X120X38mm

eGeneral Specification

eMaterial ------------- Frame & Impeller : PBT (UL94V-0)
eOperation Temp. -- Two ball bearing : -10°C~70°C
Fluid bearing : -10°C~50°C

elead Wires --------- UL 1007 AWG#22 (2 wires) / 22 (3 wires) / 22 (4 wires)
Red Wire : + Yellow Wire : Tach signal
Black Wire : — Blue Wire : PWM control

eWeight -------------- 4509 : | &
PO i) 4] (eo¥)

OSpecification *Bearing system B:two ball bearing F:fluid bearing

Model *Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve
PIN B/F v v A RPM m¥/min CFM mm-H,0 In-H,0 dB-A No.
AGB12038B12L B 12 7.0~13.2 2.00 4000 4.85 171.4 17.8 0.70 60 ©)
AGB12038B12M B 12 7.0~13.2 2.50 4800 5.84 206.3 26.2 1.03 65 ®
AGB12038B12H B 12 7.0~13.2 3.88 5500 6.65 234.7 34.4 1.35 69 ®
AGB12038B24L B 24 14.0~26.4 1.30 4000 4.85 171.4 17.8 0.70 60 ©)
AGB12038B24M B 24 14.0~26.4 1.80 4800 5.84 206.3 26.2 1.03 65 ®
AGB12038B24H B 24 14.0~26.4 2.50 5500 6.65 234.7 34.4 1.35 69 ®
AGB12038B24U B 24 14.0~26.4 2.72 6200 7.53 265.8 442 1.74 72 @
AGB12038B48L B 48 28.0~56.0 0.60 4000 4.85 171.4 17.8 0.70 60 ©)
AGB12038B48M B 48 28.0~56.0 0.90 4800 5.84 206.3 26.2 1.03 65 ©)
AGB12038B48H B 48 28.0~56.0 1.20 5500 6.65 234.7 34.4 1.35 69 ®
AGB12038B48U B 48 28.0~56.0 1.30 6200 7.53 265.8 44.2 1.74 72 ®@
e Drawing & Panel Cut Outs e Characteristic Curves
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eGeneral Specification

eMaterial ------------- Frame & Impeller : PBT (UL94V-0)
eOperation Temp. -- Two ball bearing : -10°C~70°C
Fluid bearing : -10°C~50°C

AGB series
140X140X38mm

el ead Wires --------- UL 1007 AWG#22 (2 wires) / 22 (3 wires) / 22 (4 wires)
Red Wire : + Yellow Wire : Tach signal
Black Wire : — Blue Wire : PWM control
eWeight -------------- 4509

OSpecification *Bearing system B:two ball bearing F:fluid bearing

)

[

Model *Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve
PIN B/F v v A RPM m¥/min CFM mm-H,0 In-H,0 dB-A No.
AGB14038B12L B 12 7.0~13.2 2.00 5200 6.00 212.0 30.48 1.20 60 ©)
AGB14038B12M B 12 7.0~13.2 2.50 6600 7.70 272.0 49.022 1.93 65 ®
AGB14038B12H B 12 7.0~13.2 3.88 7600 8.78 310.0 65.278 257 69 ®
AGB14038B24L B 24 14.0~26.4 1.30 5200 6.00 212.0 30.48 1.20 60 ©)
AGB14038B24M B 24 14.0~26.4 1.80 6600 7.70 272.0 49.022 1.93 65 ®
AGB14038B24H B 24 14.0~26.4 2.50 7600 8.78 310.0 65.278 257 69 ®
AGB14038B48L B 48 28.0~56.0 0.60 5200 6.00 212.0 30.48 1.20 60 ©)
AGB14038B48M B 48 28.0~56.0 0.90 6600 7.70 272.0 49.022 1.93 65 ®
AGB14038B48H B 48 28.0~56.0 1.20 7600 6.65 310.0 65.278 257 69 ®
e Drawing & Panel Cut Outs e Characteristic Curves
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eGeneral Specification
eMaterial

eOperation Temp. -- Two ball bearing : -10°C~70°C

Fluid bearing : -10°C~50°C
UL 1007 AWG#22 (2 wires) / 22 (3 wires) / 22 (4 wires)

el ead Wires ---------
Red Wire : +
Black Wire : —
eWeight -------------- 610g

AGE series
150X172X51mm

Frame: Aluminum, Impeller : PBT (UL94V-0)

Yellow Wire : Tach signal
Blue Wire : PWM control

OSpecification *Bearing system B:two ball bearing F:fluid bearing

Fa| :

l'é,.

Py M

T

HALDGT]

Model *Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve
PIN B/F v v A RPM m¥/min CFM mm-H,0 In-H,0 dB-A No.
AGE15051B24J B 24 14.0~26.4 0.75 3500 7.44 263.0 20.85 0.82 57 ©)
AGE15051B24L B 24 14.0~26.4 1.00 4000 8.24 291.0 23.22 0.91 62 ®
AGE15051B24M B 24 14.0~26.4 1.40 4400 9.14 323.0 26.93 1.06 64 ®
AGE15051B24H B 24 14.0~26.4 1.60 4800 9.90 350.0 31.42 1.24 66 @
AGE15051B24U B 24 14.0~26.4 2.40 5200 10.70 378.0 34.44 1.36 68 ®
AGE15051B48J B 48 28.0~56.0 0.50 3500 7.44 263.0 20.85 0.82 57 ®
AGE15051B48L B 48 28.0~56.0 0.50 4000 8.24 291.0 23.22 0.91 62 ®
AGE15051B48M B 48 28.0~56.0 0.70 4400 9.14 323.0 26.93 1.06 64 ®
AGE15051B48H B 48 28.0~56.0 0.80 4800 9.90 350.0 31.42 1.24 66 @
AGE15051B48U B 48 28.0~56.0 1.00 5200 10.70 378.0 34.44 1.36 68 ®
AGE15051B48U B 48 28.0~56.0 2.30 6500 10.70 472.5 53.81 212 73 ®
e Drawing & Panel Cut Outs e Characteristic Curves
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AGF series
150X172X51mm

eGeneral Specification

eMaterial ------------- Frame: Aluminum, Impeller : PBT (UL94V-0)
eOperation Temp. -- Two ball bearing : -10°C~70°C
Fluid bearing : -10°C~50°C

Air Flow —

el ead Wires ------—-- UL 1007 AWGH#22 (2 wires) / 22 (3 wires) / 22 (4 wires)
Red Wire : + Yellow Wire : Tach signal
Black Wire : — Blue Wire : PWM control
eWeight -------------- 700g FG &
N
[ pwm| | P* ﬂ Q.;T
e Specification *Bearing system B:two ball bearing F:fluid bearing
Model *Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve
PIN B/F v v A RPM m¥min CFM mm-H,0 In-H,0 dB-A No.
AGF15051B24L B 24 14.0~26.4 1.00 4000 8.80 310.6 23.22 1.19 60 @
AGF15051B24M B 24 14.0~26.4 1.40 4400 9.93 350.5 26.93 1.47 62 ®
AGF15051B24H B 24 14.0~26.4 1.60 4800 10.77 380.3 31.42 1.75 64 ®
AGF15051B24U B 24 14.0~26.4 2.40 5200 11.63 410.5 34.44 2.08 67 @
AGF15051B48L B 48 28.0~56.0 0.71 4000 8.80 310.6 23.22 1.19 60 ®
AGF15051B48M B 48 28.0~56.0 0.88 4400 9.93 350.5 26.93 1.47 62 ®
AGF15051B48H B 48 28.0~56.0 1.22 4800 10.77 380.3 31.42 1.75 64 ®
AGF15051B48U B 48 28.0~56.0 1.52 5200 11.63 410.5 34.44 2.08 67 @
e Drawing & Panel Cut Outs e Characteristic Curves
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AGE series

254 X89mm

eGeneral Specification

eMaterial ------------- Frame: Aluminum, Impeller : PBT (UL94V-0)
eOperation Temp. -- Two ball bearing : -10°C~70°C
Fluid bearing : -10°C~50°C
el ead Wires --------- UL 1007 AWG#22 (2 wires) / 22 (3 wires) / 22 (4 wires)
Red Wire : + Yellow Wire : Tach signal
Black Wire : — Blue Wire : PWM control
eWeight -------------- 1.6kg

oSpecification *Bearing system B:two ball bearing F:fluid bearing

Model *Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve

PIN BI/F v v A RPM m¥/min CFM mm-H,0 In-H,0 dB-A No.
AGE25489B24L B 24 14.0~26.4 0.80 1400 16.85 595.0 12.45 0.49 59 )
AGE25489B24M B 24 14.0~26.4 1.30 1700 19.37 684.0 14.32 0.56 63 ®
AGE25489B24H B 24 14.0~26.4 2.20 2300 21.16 747.0 15.97 0.63 71 ®
AGE25489B48L B 48 28.0~56.0 0.63 1400 16.85 595.0 12.45 0.49 59 ®
AGE25489B48M B 48 28.0~56.0 1.00 1700 19.37 684.0 14.32 0.56 63 ®
AGE25489B48H B 48 28.0~56.0 1.50 2300 21.16 747.0 15.97 0.63 7 ®

e Drawing & Panel Cut Outs
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FAN GUARDS

FG40CP (40mm) FG50CP (50mm) 54-1020 (50mm) 54-1014 (50mm)
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FAN SCREWS

60-1250 4.2x10.5mm  Nickel
60-1251 4.2x10.5mm  Nickel
praaawine L FS4016120 4.0 x 16mm Steel
Q) U
056‘00\ /(T e 7; .
@ o DI s FS51082 5.0 x 10mm Nickel
\/*H»mo ?
FS461082 4.6 x 10mm Nickel
10.00 A
?6.0 /?\ - 4.60 .
Ase Dy 60-1124 4.6 x 10mm Black Zinc
\/ «J—L»l&]@
FS4012120 4 x 12mm Nickel
FS462082 4.60 x 20mm Zinc Plated
50-1393 Brass Push Pin






