
STANDARD DC FAN PRODUCTS 
AND VALUE ADDED MANUFACTURING



DIMENSIONS SERIES CFM VDC BEARING STATUS  |  CONTROL PAGE

20 x 06mm AGE02006 0.35-1.06 5V F TACH | RD 7

25 x 10mm AGE02510 0.52-2.41 5 / 12 B/F TACH | RD | PWM | IP 8

30 x 10mm AGE03010 2.99-5.65 5 / 12 B/F TACH | RD | PWM | IP 9

35 x 10mm AGE03510 2.10-6.30 5 / 12 B TACH | RD | PWM | IP 10

38 x 20mm AGE03820 6.30-10.60 5 / 12 B TACH | RD | PWM | IP 11

38 x 28mm AGB03828 9.44-20.80 5 / 12 B TACH | RD | PWM | IP 12

40 x 10mm AGE04010 4.7-12.2 5 / 12 B/F TACH | RD | PWM | IP 13

40 x 15mm AGE04015 5.06-9.57 12 / 24 B TACH | RD | PWM | IP 14

40 x 20mm AGE04020 7.4-11.6 12 / 24 B/F TACH | RD | PWM | IP 15

40 x 20mm AGS04020 7.4-11.1 12 / 24 B/F TACH | RD | PWM | IP 16

40 x 20mm AGB04020 9.4-19.8 12 B TACH | RD | PWM | IP 17

40 x 28mm AGB04028 13.8-23.8 12 / 24 B TACH | RD | PWM | IP 18

40 x 28mm AGV04028 15.2-21.3 12 B TACH | RD | PWM | IP 19

40 x 28mm AGD04028 29.5-31.3 12 B TACH | RD | PWM | IP 20

50 x 10mm AGE05010 6.7-12.7 5 / 12 / 24 B/F TACH | RD | PWM | IP 21

50 x 15mm AGC05015 9.9-17.0 12 / 24 B/F TACH | RD | PWM | IP 22

50 x 20mm AGE05020 10.1-20.3 12 / 24 B TACH | RD | PWM | IP 23

60 x 10mm AGE06010 17.4-24.3 5 / 12 / 24 B/F TACH | RD | PWM | IP 24

60 x 15mm AGE06015 15.0-26.5 5 / 12 / 24 B/F TACH | RD | PWM | IP 25

60 x 20mm AGE06020 13.5-16.9 12 B TACH | RD | PWM | IP 26

60 x 25mm AGE06025 14.1-34.8 12 / 24 / 48 B/F TACH | RD | PWM | IP | TEMP | ANALOG 27

60 x 25mm AGF06025 17.1-55.5 12 / 24 / 48 B/F TACH | RD | PWM | IP | TEMP | ANALOG 28

60 x 38mm AGB06038 43.1-67.3 12 / 24 B TACH | RD | PWM | IP 29

60 x 38mm AGX06038 41.1-70.3 12 / 24 B TACH | RD | PWM | IP 30

70 x 10mm AGN07010 18.9-29.4 5 / 12 / 24 B/F TACH | RD | PWM | IP 31

70 x 15mm AGE07015 21.1-33.5 12 / 24 B TACH | RD | PWM | IP 32

70 x 25mm AGE07025 30.0-54.8 12 / 24/ 48 B TACH | RD | PWM | IP 33

80 x 15mm AGE08015 22.0-45.2 12 / 24 B/F TACH | RD | PWM | IP 34

80 x 20mm AGE08020 27.4-51.2 12 / 24 B TACH | RD | PWM | IP 35

80 x 25mm AGE08025 31.8-60.0 5 / 12 / 24 / 48 B/F TACH | RD | PWM | IP | TEMP | ANALOG 36

80 x 25mm AGD08025 47.5-83.6 5 / 12 / 24 / 48 B/F TACH | RD | PWM | IP | TEMP | ANALOG 37

80 x 25mm AGC08025 34.6-61.2 12 / 24 / 48 B/F TACH | RD | PWM | IP 38

80 x 32mm AGE08032 38.2-89.2 12 / 24 B TACH | RD | PWM | IP 39

80 x 38mm AGV08038 45.2-105.0 12 / 24 / 48 B TACH | RD | PWM | IP 40

80 x 38mm AGB08038 58.2-130.0 12 / 24 / 48 B TACH | RD | PWM | IP 41

80 x 38mm AGX08038 58.2-130.0 12 / 24 / 48 B TACH | RD | PWM | IP 42

92 x 25mm AGE09225 37.0-76.1 12 / 24 / 48 B/F TACH | RD | PWM | IP | TEMP | ANALOG 43

92 x 25mm AGC09225 39.2-81.0 12 / 24 / 48 B/F TACH | RD | PWM | IP 44

92 x 25mm AGD09225 39.2-81.0 12 / 24 B TACH | RD | PWM | IP 45

92 x 32mm AGE09232 39.2-81.0 2 / 24 B TACH | RD | PWM | IP 46

92 x 38mm AGB09238 97.1-166.4 12 / 24 / 48 B TACH | RD | PWM | IP 47

92 x 38mm AGX09238 85.0-182.1 12 / 24 / 48 B TACH | RD | PWM | IP 48

120 x 38mm AGE12025 40.6-85.5 12 / 24 B/F TACH | RD | PWM | IP 49

120x25mm AGD12025 90.0-119.4 12 / 24 / 48 B TACH | RD | PWM | IP 50

120x25mm AGC12025 67.7-121.1 12 / 24 / 48 B TACH | RD | PWM | IP 51

120x38mm AGE12038 101.4-178.4 12 / 24 / 48 B TACH | RD | PWM | IP | TEMP | ANALOG 52

120x38mm AGF12038 101.4-178.4 12 / 24 / 48 B TACH | RD | PWM | IP | TEMP | ANALOG 53

120x38MM AGD12038 190.5-241.0 12 / 24 / 48 B TACH | RD | PWM | IP | TEMP | ANALOG 54

120X38mm AGB12038 171.4-265.8 12 / 24 / 48 B TACH | RD | PWM | IP 55

140x38mm AGB14038 212.6-310.8 12 / 24 / 48 B TACH | RD | PWM | IP 56

150x172x51mm AGE15051 263.0-378.0 24 / 48 B TACH | RD | PWM | IP |  | TEMP | ANALOG 57

150x172x51mm AGF15051 263.0-378.0 24 / 48 B TACH | RD | PWM | IP | TEMP | ANALOG 58

254x89mm AGE25489 506.0-747 24 / 48 B - 59

	

6

DC FAN INDEX
Fan Guards and Fan Screws on pages 60 & 61
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 Model
*Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve

P/N B / F V V A RPM CFM dB-A No.m3/min mm-H
2
O In-H

2
O

●Specification *Bearing system B:two ball bearing F:fluid bearing

●General Specification

 Model
*Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve

P/N B / F V V A RPM CFM dB-A No.m3/min mm-H
2
O In-H

2
O

Specification is subject to change for improvement without notice.Specification is subject to change for improvement without notice.
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●Material ------------- Frame & Impeller : PBT (UL94V-0) 
●Operation Temp. -- Two ball bearing : -10°C~70°C
                                 Fluid bearing : -10°C~50°C     
●Lead Wires --------- UL 1571 AWG#32 (2 wires) / 32 (3 wires) 
                                Red Wire : +                  Yellow Wire : Tach signal
                                Black Wire : –               
●Weight -------------- 7g  

● Characteristic curves● Drawing & panel cut outs ● Characteristic Curves● Drawing & Panel Cut Outs

4

AGE02006F05L F 5 4.5~5.5 0.02 7000 0.01 0.35 0.81 0.03 10 ①

AGE02006F05M F 5 4.5~5.5 0.05 10000 0.02 0.71 1.9 0.07 16 ②

AGE02006F05H F 5 4.5~5.5 0.10 13000 0.03 1.06 3.2 0.13 16 ③

COFANUSA
COFAN USA
48664 Milmont Drive
Fremont, CA 94538 USA

h t t p s : / / w w w . c o f a n - u s a . c o m /

Tel: 1 510 490 7533
info@cofan-usa.com
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 Model
*Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve

P/N B / F V V A RPM CFM dB-A No.m3/min mm-H
2
O In-H

2
O

●Specification *Bearing system B:two ball bearing F:fluid bearing

●General Specification

 Model
*Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve

P/N B / F V V A RPM CFM dB-A No.m3/min mm-H
2
O In-H

2
O

Specification is subject to change for improvement without notice.Specification is subject to change for improvement without notice.
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●Material ------------- Frame & Impeller : PBT (UL94V-0) 
●Operation Temp. -- Two ball bearing : -10°C~70°C
                                 Fluid bearing : -10°C~50°C     
●Lead Wires --------- UL 1571 AWG#28 (2 wires) / 28 (3 wires) / 28 (4 wires) 
                                Red Wire : +                  Yellow Wire : Tach signal
                                Black Wire : –                Blue Wire : PWM control
●Weight -------------- 8g

● Characteristic curves● Drawing & panel cut outs ● Characteristic Curves● Drawing & Panel Cut Outs
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B / F 5 4.5~5.5 0.05 4000 0.01 0.52 0.75 0.03 10 ①

AGE02510 * 05L B / F 5 4.5~5.5 0.08 7000 0.04 1.32 1.9 0.07 20 ②

AGE02510 * 05M B / F 5 4.5~5.5 0.13 10000 0.05 1.85 4.4 0.17 24 ③

AGE02510 * 12L B / F 12 7.0~13.2 0.07 7000 0.04 1.32 1.9 0.07 20 ①

AGE02510 * 12M B / F 12 7.0~13.2 0.08 10000 0.05 1.85 4.4 0.17 24 ②

AGE02510 * 12H B / F 12 7.0~13.2 0.12 13000 0.07 2.41 7.3 0.29 28 ③

AGE02510 * 05J

COFANUSA
COFAN USA
48664 Milmont Drive
Fremont, CA 94538 USA

h t t p s : / / w w w . c o f a n - u s a . c o m /

Tel: 1 510 490 7533
info@cofan-usa.com
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 Model
*Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve

P/N B / F V V A RPM CFM dB-A No.m3/min mm-H
2
O In-H

2
O

●Specification *Bearing system B:two ball bearing F:fluid bearing

●General Specification

 Model
*Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve

P/N B / F V V A RPM CFM dB-A No.m3/min mm-H
2
O In-H

2
O

Specification is subject to change for improvement without notice.Specification is subject to change for improvement without notice.
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●Material ------------- Frame & Impeller : PBT (UL94V-0) 
●Operation Temp. -- Two ball bearing : -10°C~70°C
                                 Fluid bearing : -10°C~50°C     
●Lead Wires --------- UL 1571 AWG#28 (2 wires) / 28 (3 wires) / 28 (4 wires) 
                                Red Wire : +                  Yellow Wire : Tach signal
                                Black Wire : –                Blue Wire : PWM control
●Weight -------------- 10g

● Characteristic curves● Drawing & panel cut outs ● Characteristic Curves● Drawing & Panel Cut Outs
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AGE03010 * 05L B / F 5 4.5~5.5 0.09 6000 0.08 2.99 2.33 0.09 17 ①

AGE03010 * 05M B / F 5 4.5~5.5 0.12 7500 0.11 3.73 3.65 0.14 24 ②

AGE03010 * 05H B / F 5 4.5~5.5 0.22 9000 0.13 4.48 5.25 0.21 29 ③

AGE03010 * 05U B / F 5 4.5~5.5 0.25 11000 0.16 5.65 6.15 0.24 31 ④

AGE03010 * 12L B / F 12 7.0~13.2 0.03 6000 0.08 2.99 2.33 0.09 17 ①

AGE03010 * 12M B / F 12 7.0~13.2 0.05 7500 0.11 3.73 3.65 0.14 24 ②

AGE03010 * 12H B / F 12 7.0~13.2 0.07 9000 0.13 4.48 5.25 0.21 29 ③

AGE03010 * 12U B / F 12 7.0~13.2 0.13 11000 0.16 5.65 6.15 0.24 31 ④

COFANUSA
COFAN USA
48664 Milmont Drive
Fremont, CA 94538 USA

h t t p s : / / w w w . c o f a n - u s a . c o m /

Tel: 1 510 490 7533
info@cofan-usa.com
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 Model
*Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve

P/N B / F V V A RPM CFM dB-A No.m3/min mm-H
2
O In-H

2
O

●Specification *Bearing system B:two ball bearing F:fluid bearing

●General Specification

 Model
*Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve

P/N B / F V V A RPM CFM dB-A No.m3/min mm-H
2
O In-H

2
O

Specification is subject to change for improvement without notice.Specification is subject to change for improvement without notice.
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●Material ------------- Frame & Impeller : PBT (UL94V-0) 
●Operation Temp. -- Two ball bearing : -10°C~70°C
                                 Fluid bearing : -10°C~50°C     
●Lead Wires --------- UL 1571 AWG#28 (2 wires) / 28 (3 wires) / 28 (4 wires) 
                                Red Wire : +                  Yellow Wire : FG/RD signal
                                Black Wire : –                Blue Wire : PWM control
●Weight -------------- 11g

● Characteristic curves● Drawing & panel cut outs ● Characteristic Curves● Drawing & Panel Cut Outs
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AGE03510B05M B 5 4.5~5.5 0.05 5000 0.06 2.10 1.8 0.07 18 ①

AGE03510B05H B 5 4.5~5.5 0.06 6000 0.09 3.17 2.6 0.10 20 ②

AGE03510B05U B 5 4.5~5.5 0.07 7000 0.12 4.37 3.5 0.14 23 ③

AGE03510B05V B 5 4.5~5.5 0.04 8000 0.16 5.51 4.5 0.18 25 ④

AGE03510B05W B 5 4.5~5.5 0.24 9000 0.18 6.30 5.5 0.22 28 ⑤

AGE03510B12U B 12 7.0~13.2 0.03 7000 0.12 4.37 3.5 0.14 23 ③

AGE03510B12V B 12 7.0~13.2 0.04 8000 0.16 5.51 4.5 0.18 25 ④

AGE03510B12W B 12 7.0~13.2 0.09 9000 0.18 6.30 5.5 0.22 28 ⑤

COFANUSA
COFAN USA
48664 Milmont Drive
Fremont, CA 94538 USA

h t t p s : / / w w w . c o f a n - u s a . c o m /

Tel: 1 510 490 7533
info@cofan-usa.com
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 Model
*Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve

P/N B / F V V A RPM CFM dB-A No.m3/min mm-H
2
O In-H

2
O

●Specification *Bearing system B:two ball bearing F:fluid bearing

●General Specification

 Model
*Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve

P/N B / F V V A RPM CFM dB-A No.m3/min mm-H
2
O In-H

2
O

Specification is subject to change for improvement without notice.Specification is subject to change for improvement without notice.
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●Material ------------- Frame & Impeller : PBT (UL94V-0) 
●Operation Temp. -- Two ball bearing : -10°C~70°C
                                 Fluid bearing : -10°C~50°C     
●Lead Wires --------- UL 1007 AWG#26 (2 wires) / 26 (3 wires) / 26 (4 wires) 
                                Red Wire : +                  Yellow Wire : Tach signal
                                Black Wire : –                Blue Wire : PWM control
●Weight -------------- 31g

● Characteristic curves● Drawing & panel cut outs ● Characteristic Curves● Drawing & Panel Cut Outs
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AGE03820B12L B 12 7.0~13.2 0.10 6700 0.18 6.3 5.5 0.22 36 ①

AGE03820B12M B 12 7.0~13.2 0.12 8000 0.21 7.4 8.6 0.34 40 ②

AGE03820B12H B 12 7.0~13.2 0.13 8900 0.24 8.6 10.0 0.39 42 ③

AGE03820B12U B 12 7.0~13.2 0.30 10000 0.30 10.6 14.8 0.58 43 ④

AGE03820B24L B 24 14.0~26.4 0.07 6700 0.18 6.3 5.5 0.22 36 ①

AGE03820B24M B 24 14.0~26.4 0.07 8000 0.21 7.4 8.6 0.34 40 ②

AGE03820B24H B 24 14.0~26.4 0.09 8900 0.24 8.6 10.0 0.39 42 ③

AGE03820B24U B 24 14.0~26.4 0.17 10000 0.30 10.6 14.8 0.58 43 ④
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 Model
*Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve

P/N B / F V V A RPM CFM dB-A No.m3/min mm-H
2
O In-H

2
O

●Specification *Bearing system B:two ball bearing F:fluid bearing

●General Specification

 Model
*Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve

P/N B / F V V A RPM CFM dB-A No.m3/min mm-H
2
O In-H

2
O

Specification is subject to change for improvement without notice.Specification is subject to change for improvement without notice.
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●Material ------------- Frame & Impeller : PBT (UL94V-0) 
●Operation Temp. -- Two ball bearing : -10°C~70°C
                                 Fluid bearing : -10°C~50°C     

●Lead Wires --------- UL 1061 AWG#26 (2 wires) / 26 (3 wire) / 26 (4 wire) 
                                Red wire : +                  Yellow : Tach signal
                                Black wire : –                Blue : PWM control
●Weight -------------- 40g

● Characteristic curves● Drawing & panel cut outs ● Characteristic Curves● Drawing & Panel Cut Outs

(m
m

-H
2
O

)

AGB03828B12L B 12 7.0~13.2 0.11 8000 0.26 9.44 10.02 0.39 38 ①

AGB03828B12M B 12 7.0~13.2 0.15 10000 0.35 12.46 12.46 0.63 44 ②

AGB03828B12H B 12 7.0~13.2 0.29 13000 0.46 16.3 25.91 1.02 51 ③

AGB03828B12U B 12 7.0~13.2 0.48 15000 0.54 19.16 34.71 1.37 55 ④

AGB03828B12V B 12 7.0~13.2 0.85 17000 0.59 20.8 42.4 1.67 59 ⑤

COFANUSA
COFAN USA
48664 Milmont Drive
Fremont, CA 94538 USA

h t t p s : / / w w w . c o f a n - u s a . c o m /

Tel: 1 510 490 7533
info@cofan-usa.com
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 Model
*Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve

P/N B / F V V A RPM CFM dB-A No.m3/min mm-H
2
O In-H

2
O

●Specification *Bearing system B:two ball bearing F:fluid bearing

●General Specification

 Model
*Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve

P/N B / F V V A RPM CFM dB-A No.m3/min mm-H
2
O In-H

2
O

Specification is subject to change for improvement without notice.Specification is subject to change for improvement without notice.

0 3 6 9 12 15
0

0.1

0.2

0.3

0.4

40 35X35X10mm

AGE series

40X40X10mm

0

0 0.1 0.30.2

4

6

8

0.4

2

4

3

1

2

Outlet sideInlet side

4-Ø3.4 4-Ø3.4

38
32

38
32

38 3
2

38 3
2

Ø39.7
Ø39.7

(CFM)

(m3/min)

(i
n
-H

2
O

)

A
ir
 P

re
ss

u
re

 →

Air Flow →

●Material ------------- Frame & Impeller : PBT (UL94V-0) 
●Operation Temp. -- Two ball bearing : -10°C~70°C
                                 Fluid bearing : -10°C~50°C     

●Lead Wires --------- UL 1007 AWG#26 (2 wires) / 28 (3 wires) / 28 (4 wires) 
                                Red Wire : +                  Yellow Wire : Tach signal
                                Black Wire : –                Blue Wire : PWM control
●Weight -------------- 20g

● Characteristic curves● Drawing & panel cut outs ● Characteristic Curves● Drawing & Panel Cut Outs
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AGE04010 * 05L B / F 5 4.5~5.5 0.14 4000 0.13 4.75 1.42 0.06 21 ①

AGE04010 * 05M B / F 5 4.5~5.5 0.18 6000 0.21 7.24 2.92 0.11 26 ②

AGE04010 * 05H B / F 5 4.5~5.5 0.21 8000 0.26 9.25 5.10 0.20 35 ③

AGE04010 * 12M B / F 12 7.0~13.2 0.10 4000 0.13 4.75 1.42 0.06 21 ①

AGE04010 * 12H B / F 12 7.0~13.2 0.11 6000 0.21 7.24 2.92 0.11 26 ②

AGE04010 * 12U B / F 12 7.0~13.2 0.14 8000 0.26 9.25 5.10 0.20 33 ③

AGE04010 * 12V B / F 12 7.0~13.2 0.18 10000 0.35 12.23 8.43 0.33 39 ④

AGE04010 * 24 L B / F 24 14.0~26.4 0.02 4000 0.13 4.75 1.42 0.06 21 ①

AGE04010 * 24M B / F 24 14.0~26.4 0.08 8000 0.26 9.25 5.10 0.20 33 ③

AGE04010 * 24H B / F 24 14.0~26.4 0.12 10000 0.35 12.23 8.43 0.33 39 ④
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 Model
*Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve

P/N B / F V V A RPM CFM dB-A No.m3/min mm-H
2
O In-H

2
O

●Specification *Bearing system B:two ball bearing F:fluid bearing

●General Specification

 Model
*Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve

P/N B / F V V A RPM CFM dB-A No.m3/min mm-H
2
O In-H

2
O

Specification is subject to change for improvement without notice.Specification is subject to change for improvement without notice.
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●Material ------------- Frame & Impeller : PBT (UL94V-0) 
●Operation Temp. -- Two ball bearing : -10°C~70°C
                                 Fluid bearing : -10°C~50°C     

●Lead Wires --------- UL 1007 AWG#26 (2 wires) / 28 (3 wires) / 28 (4 wires) 
                                Red Wire : +                  Yellow Wire : Tach signal
                                Black Wire : –                Blue Wire : PWM control
●Weight -------------- 20g

● Characteristic curves● Drawing & panel cut outs ● Characteristic Curves● Drawing & Panel Cut Outs

(m
m

-H
2O

)

10

4

AGE04015B12L B 12 7.0~13.2 0.08 6000 0.19 6.71 5.06 0.20 28 ①

AGE04015B12M B 12 7.0~13.2 0.12 7300 0.23 8.25 7.48 0.29 32 ②

AGE04015B12H B 12 7.0~13.2 0.16 8600 0.30 10.45 9.57 0.38 36 ③

AGE04015B24L B 24 14.0~26.4 0.03 6000 0.19 6.71 5.06 0.20 28 ①

AGE04015B24M B 24 14.0~26.4 0.05 8600 0.30 10.45 9.57 0.38 36 ③
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 Model
*Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve

P/N B / F V V A RPM CFM dB-A No.m3/min mm-H
2
O In-H

2
O

●Specification *Bearing system B:two ball bearing F:fluid bearing

●General Specification

 Model
*Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve

P/N B / F V V A RPM CFM dB-A No.m3/min mm-H
2
O In-H

2
O

Specification is subject to change for improvement without notice.Specification is subject to change for improvement without notice.
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●Material ------------- Frame & Impeller : PBT (UL94V-0) 
●Operation Temp. -- Two ball bearing : -10°C~70°C
                                 Fluid bearing : -10°C~50°C     
●Lead Wires --------- UL 1007 AWG#26 (2 wires) / 26 (3 wires) / 26 (4 wires) 
                                Red Wire : +                  Yellow Wire: Tach signal
                                Black Wire : –                Blue Wire: PWM control
●Weight -------------- 27g

● Characteristic curves● Drawing & panel cut outs ● Characteristic Curves● Drawing & Panel Cut Outs

(i
n
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2
O

)

(m
m

-H
2O

)

AGE04020_12L B / F 12 7.0~13.2 0.10 5000 0.21 6.7 3.8 0.19 23 ①

AGE04020_12M B / F 12 7.0~13.2 0.12 6500 0.22 8.4 7.1 0.32 27 ②

AGE04020_12H B / F 12 7.0~13.2 0.16 8600 0.31 9.8 8.7 0.43 36 ③

AGE04020_12U B / F 12 7.0~13.2 0.22 9500 0.31 11.0 9.3 0.47 37 ④

AGE04020_24L B / F 24 14.0~26.4 0.07 5000 0.21 6.7 3.8 0.19 23 ①

AGE04020_24M B / F 24 14.0~26.4 0.09 6500 0.22 8.4 7.1 0.32 27 ②

AGE04020_24H B / F 24 14.0~26.4 0.13 8600 0.31 9.8 8.7 0.43 36 ③
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 Model
*Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve

P/N B / F V V A RPM CFM dB-A No.m3/min mm-H
2
O In-H

2
O

●Specification *Bearing system B:two ball bearing F:fluid bearing

●General Specification

 Model
*Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve

P/N B / F V V A RPM CFM dB-A No.m3/min mm-H
2
O In-H

2
O

Specification is subject to change for improvement without notice.Specification is subject to change for improvement without notice.
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●Material ------------- Frame & Impeller : PBT (UL94V-0) 
●Operation Temp. -- Two ball bearing : -10°C~70°C
                                 Fluid bearing : -10°C~50°C     
●Lead Wires --------- UL 1007 AWG#26 (2 wires) / 26 (3 wires) / 26 (4 wires) 
                                Red Wire : +                  Yellow Wire: Tac signal
                                Black Wire : –                Blue Wire: PWM control
●Weight -------------- 27g

● Characteristic curves● Drawing & panel cut outs ● Characteristic curves● Drawing & panel cut outs ● Characteristic curves● Drawing & panel cut outs ● Characteristic Curves● Drawing & Panel Cut Outs
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AGS04020_12L B / F 12 7.0~13.2 0.10 5000 0.21 7.4 4.8 0.19 21 ①

AGS04020_12M B / F 12 7.0~13.2 0.12 6500 0.22 9.6 8.1 0.32 25 ②

AGS04020_12H B / F 12 7.0~13.2 0.16 8600 0.31 11.1 10.8 0.43 33 ③

AGS04020_24L B / F 24 14.0~26.4 0.07 5000 0.21 7.4 4.8 0.19 21 ①

AGS04020_24M B / F 24 14.0~26.4 0.09 6500 0.22 9.6 8.1 0.32 25 ②

AGS04020_24H B / F 24 14.0~26.4 0.13 8600 0.31 11.1 10.8 0.43 33 ③
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 Model
*Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve

P/N B / F V V A RPM CFM dB-A No.m3/min mm-H
2
O In-H

2
O

●Specification *Bearing system B:two ball bearing F:fluid bearing

●General Specification

 Model
*Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve

P/N B / F V V A RPM CFM dB-A No.m3/min mm-H
2
O In-H

2
O

Specification is subject to change for improvement without notice.Specification is subject to change for improvement without notice.
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●Material ------------- Frame & Impeller : PBT (UL94V-0) 
●Operation Temp. -- Two ball bearing : -10°C~70°C
                                 Fluid bearing : -10°C~50°C     
●Lead Wires --------- UL 1007 AWG#26 (2 wires) / 26 (3 wire) / 26 (4 wire) 
                                Red wire : +                  Yellow : Tach signal
                                Black wire : –                Blue : PWM control
●Weight -------------- 45g

● Characteristic curves● Drawing & panel cut outs ● Characteristic Curves● Drawing & Panel Cut Outs

(m
m

-H
2
O

)

AGB04020B12L B 12 7.0~13.2 0.08 8000 0.27 9.4 8.9 0.35 33 ①

AGB04020B12M B 12 7.0~13.2 0.11 10000 0.33 11.7 14.0 0.55 40 ②

AGB04020B12H B 12 7.0~13.2 0.17 12000 0.41 14.3 20.1 0.79 44 ③

AGB04020B12U B 12 7.0~13.2 0.25 14000 0.48 16.8 27.3 1.08 49 ④

AGB04020B12V B 12 7.0~13.2 0.41 16000 0.56 19.8 36.6 1.44 53 ⑤
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 Model
*Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve

P/N B / F V V A RPM CFM dB-A No.m3/min mm-H
2
O In-H

2
O

●Specification *Bearing system B:two ball bearing F:fluid bearing

●General Specification

 Model
*Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve

P/N B / F V V A RPM CFM dB-A No.m3/min mm-H
2
O In-H

2
O

Specification is subject to change for improvement without notice.Specification is subject to change for improvement without notice.
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●Material ------------- Frame & Impeller : PBT (UL94V-0) 
●Operation Temp. -- Two ball bearing : -10°C~70°C
                                 Fluid bearing : -10°C~50°C     
●Lead Wires --------- UL 1007 AWG#24 (2 wires) / 26 (3 wire) / 26 (4 wire) 
                                Red wire : +                  Yellow : Tach signal
                                Black wire : –                Blue : PWM control
●Weight -------------- 58g

● Characteristic curves● Drawing & panel cut outs ● Characteristic Curves● Drawing & Panel Cut Outs

(m
m

-H
2O

)

AGB04028B12L B 12 7.0~13.2 0.14 8000 0.40 13.8 11.5 0.46 38 ①

AGB04028B12M B 12 7.0~13.2 0.26 9500 0.45 15.9 17.6 0.69 44 ②

AGB04028B12H B 12 7.0~13.2 0.35 11000 0.53 18.7 23.4 0.92 51 ③

AGB04028B12U B 12 7.0~13.2 0.55 13000 0.67 23.8 33.7 1.32 54 ④

AGB04028B12V B 12 7.0~13.2 0.64 15000 0.70 24.8 41.6 1.64 58 ⑤

AGB04028B24L B 24 14.0~26.4 0.10 8000 0.40 13.8 11.5 0.46 38 ①

AGB04028B24M B 24 14.0~26.4 0.15 9500 0.45 15.9 17.6 0.69 44 ②

AGB04028B24H B 24 14.0~26.4 0.20 11000 0.53 18.7 23.4 0.92 51 ③

AGB04028B24U B 24 14.0~26.4 0.27 13000 0.67 23.8 33.7 1.32 54 ④

AGB04028B24V B 24 14.0~26.4 0.29 15000 0.70 24.8 41.6 1.64 58 ⑤
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 Model
*Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve

P/N B / F V V A RPM CFM dB-A No.m3/min mm-H
2
O In-H

2
O

●Specification *Bearing system B:two ball bearing F:fluid bearing

●General Specification

 Model
*Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve

P/N B / F V V A RPM CFM dB-A No.m3/min mm-H
2
O In-H

2
O

Specification is subject to change for improvement without notice.Specification is subject to change for improvement without notice.
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●Material ------------- Frame & Impeller : PBT (UL94V-0) 
●Operation Temp. -- Two ball bearing : -10°C~70°C
                                 Fluid bearing : -10°C~50°C     
●Lead Wires --------- UL 1007 AWG#24 (2 wires) / 26 (3 wires) / 26 (4 wires) 
                                Red Wire : +                  Yellow Wire : Tach signal
                                Black Wire : –                Blue Wire : PWM control
●Weight -------------- 49g

● Characteristic curves● Drawing & panel cut outs ● Characteristic curves● Drawing & panel cut outs ● Characteristic Curves● Drawing & Panel Cut Outs

(m
m

-H
2O

)

AGV04028B12H B 12 7.0~13.2 0.30 13000 0.43 15.2 23.37 0.92 43 ①

AGV04028B12U B 12 7.0~13.2 0.40 15000 0.51 17.8 30.48 1.20 46 ②

AGV04028B12V B 12 7.0~13.2 0.60 17000 0.61 21.3 38.86 1.53 50 ③
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 Model
*Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve

P/N B / F V V A RPM CFM dB-A No.m3/min mm-H
2
O In-H

2
O

●Specification *Bearing system B:two ball bearing F:fluid bearing

●General Specification

 Model
*Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve

P/N B / F V V A RPM CFM dB-A No.m3/min mm-H
2
O In-H

2
O

Specification is subject to change for improvement without notice.Specification is subject to change for improvement without notice.
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●Material ------------- Frame & Impeller : PBT (UL94V-0) 
●Operation Temp. -- Two ball bearing : -10°C~70°C
                                 Fluid bearing : -10°C~50°C     
●Lead Wires --------- UL 1007 AWG#24 (2 wires) / 26 (3 wires) / 26 (4 wires) 
                                Red Wire : +                  Yellow Wire : Tach signal
                                Black Wire : –                Blue Wire : PWM control
●Weight -------------- 50g

● Characteristic curves● Drawing & panel cut outs ● Characteristic Curves● Drawing & Panel Cut Outs

(m
m

-H
2O

)

AGD04028B12V B 12 7.0~13.2 1.10 21000 0.83 29.5 73.5 2.89 62 ①

AGD04028B12W B 12 7.0~13.2 1.50 23000 0.89 31.3 76.8 3.02 64 ②
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 Model
*Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve

P/N B / F V V A RPM CFM dB-A No.m3/min mm-H
2
O In-H

2
O

●Specification *Bearing system B:two ball bearing F:fluid bearing

●General Specification

 Model
*Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve

P/N B / F V V A RPM CFM dB-A No.m3/min mm-H
2
O In-H

2
O

Specification is subject to change for improvement without notice.Specification is subject to change for improvement without notice.
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●Material ------------- Frame & Impeller : PBT (UL94V-0) 
●Operation Temp. -- Two ball bearing : -10°C~70°C
                                 Fluid bearing : -10°C~50°C     
●Lead Wires --------- UL 1007 AWG#26 (2 wires) / 28 (3 wires) / 28 (4 wires) 
                                Red Wire : +                  Yellow Wire : Tach signal
                                Black Wire : –                Blue Wire : PWM control
●Weight -------------- 32g

● Characteristic curves● Drawing & panel cut outs ● Characteristic Curves● Drawing & Panel Cut Outs

(m
m
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2O

)

5

AGE05010 * 05J B / F 5 4.5~5.5 0.08 3500 0.19 6.7 1.4 0.05 18 ①

AGE05010 * 05L B / F 5 4.5~5.5 0.12 4500 0.23 8.2 2.2 0.09 25 ②

AGE05010 * 05M B / F 5 4.5~5.5 0.16 5500 0.30 10.5 3.5 0.14 30 ③

AGE05010 * 05H B / F 5 4.5~5.5 0.20 6500 0.36 12.7 4.5 0.18 35 ④

AGE05010 * 12J B / F 12 7.0~13.2 0.05 3500 0.19 6.7 1.4 0.05 18 ①

AGE05010 * 12L B / F 12 7.0~13.2 0.07 4500 0.23 8.2 2.2 0.09 25 ②

AGE05010 * 12M B / F 12 7.0~13.2 0.08 5500 0.30 10.5 3.5 0.14 30 ③

AGE05010 * 12H B / F 12 7.0~13.2 0.10 6500 0.36 12.7 4.5 0.18 35 ④

AGE05010 * 24J B / F 24 14.0~26.4 0.06 3500 0.19 6.7 1.4 0.05 18 ①

AGE05010 * 24L B / F 24 14.0~26.4 0.07 4500 0.23 8.2 2.2 0.09 25 ②

AGE05010 * 24M B / F 24 14.0~26.4 0.08 5500 0.30 10.5 3.5 0.14 30 ③

AGE05010 * 24H B / F 24 14.0~26.4 0.09 6500 0.36 12.7 4.5 0.18 35 ④
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 Model
*Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve

P/N B / F V V A RPM CFM dB-A No.m3/min mm-H
2
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2
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●Specification *Bearing system B:two ball bearing F:fluid bearing

●General Specification

 Model
*Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve

P/N B / F V V A RPM CFM dB-A No.m3/min mm-H
2
O In-H

2
O

Specification is subject to change for improvement without notice.Specification is subject to change for improvement without notice.
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●Material ------------- Frame & Impeller : PBT (UL94V-0) 
●Operation Temp. -- Two ball bearing : -10°C~70°C
                                 Fluid bearing : -10°C~50°C     
●Lead Wires --------- UL 1007 AWG#26 (2 wires) / 28 (3 wires) / 28 (4 wires) 
                                Red Wire : +                  Yellow Wire : Tach signal
                                Black Wire : –                Blue Wire : PWM control
●Weight -------------- 38g

● Characteristic curves● Drawing & panel cut outs ● Characteristic Curves● Drawing & Panel Cut Outs

(m
m

-H
2O

)

3

AGC05015 * 12J B / F 12 7.0~13.2 0.06 3600 0.28 9.91 2.14 0.08 24 ①

AGC05015 * 12L B / F 12 7.0~13.2 0.07 4200 0.39 12.2 2.95 0.12 27 ②

AGC05015 * 12M B / F 12 7.0~13.2 0.09 4800 0.37 13.2 3.94 0.16 30 ③

AGC05015 * 12H B / F 12 7.0~13.2 0.11 5400 0.42 15.0 4.67 0.18 32 ④

AGC05015 * 12U B / F 12 7.0~13.2 0.13 6000 0.48 17.0 5.85 0.23 36 ⑤

AGC05015 * 24J B / F 24 14.0~26.4 0.04 3600 0.28 9.91 2.14 0.08 24 ①

AGC05015 * 24L B / F 24 14.0~26.4 0.05 4200 0.39 12.2 2.95 0.12 27 ②

AGC05015 * 24M B / F 24 14.0~26.4 0.06 4800 0.37 13.2 3.94 0.16 30 ③

AGC05015 * 24H B / F 24 14.0~26.4 0.07 5400 0.42 15.0 4.67 0.18 32 ④

AGC05015 * 24U B / F 24 14.0~26.4 0.08 6000 0.48 17.0 5.85 0.23 36 ⑤
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 Model
*Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve

P/N B / F V V A RPM CFM dB-A No.m3/min mm-H
2
O In-H

2
O

●Specification *Bearing system B:two ball bearing F:fluid bearing

●General Specification

 Model
*Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve

P/N B / F V V A RPM CFM dB-A No.m3/min mm-H
2
O In-H

2
O

Specification is subject to change for improvement without notice.Specification is subject to change for improvement without notice.
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●Material ------------- Frame & Impeller : PBT (UL94V-0) 
●Operation Temp. -- Two ball bearing : -10°C~70°C
                                 Fluid bearing : -10°C~50°C     
●Lead Wires --------- UL 1007 AWG#26 (2 wires) / 26 (3 wires) / 28 (4 wires) 
                                Red Wire : +                  Yellow Wire : Tach signal
                                Black Wire : –                Blue Wire : PWM control
●Weight -------------- 40g

● Characteristic curves● Drawing & panel cut outs ● Characteristic Curves● Drawing & Panel Cut Outs

(m
m

-H
2O

)

AGE05020B12I B 12 7.0~13.2 0.10 4000 0.29 10.1 2.42 0.10 24 ①

AGE05020B12J B 12 7.0~13.2 0.13 4800 0.36 12.7 3.48 0.14 28 ②

AGE05020B12L B 12 7.0~13.2 0.15 5600 0.42 14.8 4.62 0.18 32 ③

AGE05020B12M B 12 7.0~13.2 0.21 6400 0.50 17.6 6.44 0.25 36 ④

AGE05020B12H B 12 7.0~13.2 0.25 7000 0.57 20.3 7.70 0.30 38 ⑤

AGE05020B24I B 24 14.0~26.4 0.07 4000 0.29 10.1 2.42 0.10 24 ①

AGE05020B24J B 24 14.0~26.4 0.08 4800 0.36 12.7 3.48 0.14 28 ②

AGE05020B24L B 24 14.0~26.4 0.10 5600 0.42 14.8 4.62 0.18 32 ③

AGE05020B24M B 24 14.0~26.4 0.12 6400 0.50 17.6 6.44 0.25 36 ④

AGE05020B24H B 24 14.0~26.4 0.12 7000 0.57 20.3 7.70 0.30 38 ⑤
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 Model
*Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve

P/N B / F V V A RPM CFM dB-A No.m3/min mm-H
2
O In-H

2
O

●Specification *Bearing system B:two ball bearing F:fluid bearing

●General Specification

 Model
*Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve

P/N B / F V V A RPM CFM dB-A No.m3/min mm-H
2
O In-H

2
O

Specification is subject to change for improvement without notice.Specification is subject to change for improvement without notice.
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●Material ------------- Frame & Impeller : PBT (UL94V-0) 
●Operation Temp. -- Two ball bearing : -10°C~70°C
                                 Fluid bearing : -10°C~50°C     
●Lead Wires --------- UL 1007 AWG#26 (2 wires) / 26 (3 wires) / 26 (4 wires) 
                                Red Wire : +                  Yellow Wire : Tach signal
                                Black Wire : –                Blue Wire : PWM control
●Weight -------------- 37g

● Characteristic curves● Drawing & panel cut outs ● Characteristic Curves● Drawing & Panel Cut Outs

(m
m

-H
2O

)

AGE06010 * 05L B / F 5 4.5~5.5 0.30 3500 0.56 14.3 2.1 0.08 28 ①

AGE06010 * 05M B / F 5 4.5~5.5 0.38 4200 0.67 17.1 3.0 0.12 33 ②

AGE06010 * 05H B / F 5 4.5~5.5 0.42 4900 0.78 19.9 4.1 0.16 37 ③

AGE06010 * 12L B / F 12 7.0~13.2 0.14 3500 0.56 14.3 2.1 0.08 28 ①

AGE06010 * 12M B / F 12 7.0~13.2 0.17 4200 0.67 17.1 3.0 0.12 33 ②

AGE06010 * 12V B / F 12 7.0~13.2 0.20 4900 0.78 19.9 4.1 0.16 37 ③

AGE06010 * 24L B / F 24 14.0~26.4 0.05 3500 0.56 14.3 2.1 0.08 28 ①

AGE06010 * 24M B / F 24 14.0~26.4 0.08 4200 0.67 17.1 3.0 0.12 33 ②

AGE06010 * 24H B / F 24 14.0~26.4 0.10 4900 0.78 19.9 4.1 0.16 37 ③
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 Model
*Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve

P/N B / F V V A RPM CFM dB-A No.m3/min mm-H
2
O In-H

2
O

●Specification *Bearing system B:two ball bearing F:fluid bearing

●General Specification

 Model
*Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve

P/N B / F V V A RPM CFM dB-A No.m3/min mm-H
2
O In-H

2
O

Specification is subject to change for improvement without notice.Specification is subject to change for improvement without notice.
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●Material ------------- Frame & Impeller : PBT (UL94V-0) 
●Operation Temp. -- Two ball bearing : -10°C~70°C
                                 Fluid bearing : -10°C~50°C     
●Lead Wires --------- UL 1007 AWG#26 (2 wires) / 26 (3 wires) / 26 (4 wires) 
                                Red Wire : +                  Yellow Wire : Tach signal
                                Black Wire : –                Blue Wire : PWM control
●Weight -------------- 44g

● Characteristic curves● Drawing & panel cut outs ● Characteristic Curves● Drawing & Panel Cut Outs

4

5

(m
m
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)

AGC06015 * 05M B / F 5 4.5~5.5 0.28 4000 0.68 17.36 4.1 0.16 32 ③

AGC06015 * 12J B / F 12 7.0~13.2 0.06 3000 0.47 12.0 2.3 0.09 24 ①

AGC06015 * 12L B / F 12 7.0~13.2 0.08 3500 0.60 15.2 3.5 0.14 29 ②

AGC06015 * 12M B / F 12 7.0~13.2 0.10 4000 0.68 17.36 4.1 0.16 32 ③

AGC06015 * 12H B / F 12 7.0~13.2 0.12 4500 0.73 18.48 4.6 0.18 35 ④

AGC06015 * 12U B / F 12 7.0~13.2 0.17 5000 0.83 21.2 5.7 0.23 37 ⑤

AGC06015 * 24L B / F 24 14.0~26.4 0.08 3500 0.60 15.2 3.5 0.14 29 ②

AGC06015 * 24M B / F 24 14.0~26.4 0.07 4000 0.68 17.36 4.1 0.16 32 ③

AGC06015 * 24H B / F 24 14.0~26.4 0.08 4500 0.73 18.48 4.6 0.18 35 ④

AGC06015 * 24H1 B / F 24 14.0~26.4 0.11 5000 0.83 21.2 5.7 0.23 37 ⑤
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 Model
*Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve

P/N B / F V V A RPM CFM dB-A No.m3/min mm-H
2
O In-H

2
O

●Specification *Bearing system B:two ball bearing F:fluid bearing

●General Specification

 Model
*Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve

P/N B / F V V A RPM CFM dB-A No.m3/min mm-H
2
O In-H

2
O

Specification is subject to change for improvement without notice.Specification is subject to change for improvement without notice.
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●Material ------------- Frame & Impeller : PBT (UL94V-0) 
●Operation Temp. -- Two ball bearing : -10°C~70°C
                                 Fluid bearing : -10°C~50°C     
●Lead Wires --------- UL 1007 AWG#24 (2 wires) / 26 (3 wires) / 28 (4 wires) 
                                Red Wire : +                  Yellow Wire : Tach signal
                                Black Wire : –                Blue Wire : PWM control
●Weight -------------- 50g

● Characteristic curves● Drawing & panel cut outs ● Characteristic Curves● Drawing & Panel Cut Outs
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)

AGE06020B12J B 12 7.0~13.2 0.07 3200 0.38 13.5 3.0 0.12 24 ①

AGE06020B12L B 12 7.0~13.2 0.09 3600 0.42 14.8 3.8 0.15 26 ②

AGE06020B12M B 12 7.0~13.2 0.11 4000 0.46 16.4 4.8 0.19 29 ③

AGE06020B12H B 12 7.0~13.2 0.13 4400 0.51 18.1 5.8 0.23 31 ④

AGE06020B12U B 12 7.0~13.2 0.17 4800 0.56 19.6 6.9 0.27 33 ⑤

COFANUSA
COFAN USA
48664 Milmont Drive
Fremont, CA 94538 USA

h t t p s : / / w w w . c o f a n - u s a . c o m /

Tel: 1 510 490 7533
info@cofan-usa.com



27 28

www.cofan-usa.com 

 Model
*Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve

P/N B / F V V A RPM CFM dB-A No.m3/min mm-H
2
O In-H

2
O

●Specification *Bearing system B:two ball bearing F:fluid bearing

●General Specification

 Model
*Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve

P/N B / F V V A RPM CFM dB-A No.m3/min mm-H
2
O In-H

2
O

Specification is subject to change for improvement without notice.Specification is subject to change for improvement without notice.
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●Material ------------- Frame & Impeller : PBT (UL94V-0) 
●Operation Temp. -- Two ball bearing : -10°C~70°C
                                 Fluid bearing : -10°C~50°C     
●Lead Wires --------- UL 1007 AWG#24 (2 wires) / 26 (3 wires) / 28 (4 wires) 
                                Red Wire : +                  Yellow Wire : Tach signal
                                Black Wire : –                Blue Wire : PWM control
●Weight -------------- 57g

● Characteristic curves● Drawing & panel cut outs ● Characteristic Curves● Drawing & Panel Cut Outs

(m
m

-H
2O

)

15

AGE06025 * 12J B / F 12 7.0~13.2 0.10 3100 0.40 14.1 2.5 0.10 26 ①

AGE06025 * 12L B / F 12 7.0~13.2 0.12 3600 0.52 18.5 3.6 0.14 31 ②

AGE06025 * 12M B / F 12 7.0~13.2 0.16 4250 0.61 21.5 4.8 0.19 34 ③

AGE06025 * 12H B / F 12 7.0~13.2 0.35 5000 0.73 25.6 6.5 0.26 40 ④

AGE06025 * 12U B 12 7.0~13.2 0.40 6800 0.99 34.8 13 0.51 47 ⑤

AGE06025 * 24J B / F 24 14.0~26.4 0.06 3100 0.40 14.1 2.5 0.10 26 ①

AGE06025 * 24L B / F 24 14.0~26.4 0.08 3600 0.52 18.5 3.6 0.14 31 ②

AGE06025 * 24M B / F 24 14.0~26.4 0.11 4250 0.61 21.5 4.8 0.19 34 ③

AGE06025 * 24H B / F 24 14.0~26.4 0.20 5000 0.73 25.6 6.5 0.26 40 ④

AGE06025 * 24U B 24 14.0~26.4 0.25 6800 0.99 34.8 13 0.51 47 ⑤

AGE06025 * 48J B / F 48 28.0~56.0 0.05 3100 0.40 14.1 2.5 0.10 26 ①

AGE06025 * 48L B / F 48 28.0~56.0 0.06 3600 0.52 18.5 3.6 0.14 31 ②

AGE06025 * 48M B / F 48 28.0~56.0 0.07 4250 0.61 21.5 4.8 0.19 34 ③

AGE06025 * 48H B / F 48 28.0~56.0 0.12 5000 0.73 25.6 6.5 0.26 40 ④
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 Model
*Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve

P/N B / F V V A RPM CFM dB-A No.m3/min mm-H
2
O In-H

2
O

●Specification *Bearing system B:two ball bearing F:fluid bearing

●General Specification

 Model
*Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve

P/N B / F V V A RPM CFM dB-A No.m3/min mm-H
2
O In-H

2
O

Specification is subject to change for improvement without notice.Specification is subject to change for improvement without notice.

0 15 30 45 60
0

0.2

0.4

0.6

0.8

1

1.2

60 AGF series

60X60X25mm

F A N
S

F A N
S

0

0 0.3 1.50.6

12

18

6

0.9

30

1.2

24

7

3

1 2 4

6

5

A
ir 

P
re

ss
ur

e  
→

Air Flow →

(CFM)

(m3/min)

(i
n
-H

2
O

)

4-Ø4.3 4-Ø4.3

57.7
50

57.7
50

5
7.

7
5

0

5
7.

7
5

0

Ø64
Ø64

Inlet side Outlet side

●Material ------------- Frame & Impeller : PBT (UL94V-0) 
●Operation Temp. -- Two ball bearing : -10°C~70°C
                                 Fluid bearing : -10°C~50°C     
●Lead Wires --------- UL 1007 AWG#24 (2 wires) / 26 (3 wires) / 28 (4 wires) 
                                Red Wire : +                  Yellow Wire : Tach signal
                                Black Wire : –                Blue Wire : PWM control
●Weight -------------- 60g

● Characteristic curves● Drawing & Panel Cut Outs ● Characteristic Curves

(m
m

-H
2O

)

AGF06025 * 12J B / F 12 7.0~13.2 0.08 3100 0.48 17.1 3.1 0.12 26 ①

AGF06025 * 12L B / F 12 7.0~13.2 0.12 3600 0.61 21.5 4.0 0.16 31 ②

AGF06025 * 12M B / F 12 7.0~13.2 0.15 4250 0.68 24.0 5.6 0.22 34 ③

AGF06025 * 12H B 12 7.0~13.2 0.28 5000 0.95 33.6 6.3 0.25 40 ④

AGF06025 * 12U B 12 7.0~13.2 0.45 6800 1.24 43.8 14.2 0.56 56 ⑤

AGF06025 * 12V B 12 7.0~13.2 0.48 7500 1.36 47.9 20.0 0.79 63 ⑥

AGF06025 * 12W B 12 7.0~13.2 0.54 9800 1.57 55.5 29.7 1.17 66 ⑦

AGF06025 * 24J B 24 14.0~26.4 0.06 3100 0.48 17.1 3.1 0.12 26 ①

AGF06025 * 24L B 24 14.0~26.4 0.06 3600 0.61 21.5 4.0 0.16 31 ②

AGF06025 * 24M B 24 14.0~26.4 0.08 4250 0.68 24.0 5.6 0.22 34 ③

AGF06025 * 24H B 24 14.0~26.4 0.16 5000 0.95 33.6 6.3 0.25 40 ④

AGF06025 * 24U B 24 14.0~26.4 0.28 6800 1.24 43.8 14.2 0.56 56 ⑤

AGF06025 * 24V B 24 14.0~26.4 0.31 7500 1.36 47.9 20.0 0.79 63 ⑥

AGF06025 * 24W B 24 14.0~26.4 0.35 9800 1.57 55.5 29.7 1.17 66 ⑦

AGF06025 * 48L B 48 28.0~56.0 0.06 4250 0.68 24.0 5.6 0.22 34 ③

AGF06025 * 48M B 48 28.0~56.0 0.10 5000 0.95 33.6 6.3 0.25 40 ④

AGF06025 * 48H B 48 28.0~56.0 0.17 6800 1.24 43.8 14.2 0.56 56 ⑤
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*Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve

P/N B / F V V A RPM CFM dB-A No.m3/min mm-H
2
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2
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●Specification *Bearing system B:two ball bearing F:fluid bearing

●General Specification

 Model
*Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve

P/N B / F V V A RPM CFM dB-A No.m3/min mm-H
2
O In-H

2
O

Specification is subject to change for improvement without notice.Specification is subject to change for improvement without notice.
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●Material ------------- Frame & Impeller : PBT (UL94V-0) 
●Operation Temp. -- Two ball bearing : -10°C~70°C
                                 Fluid bearing : -10°C~50°C     
●Lead Wires --------- UL 1007 AWG#24 (2 wires) / 26 (3 wires) / 28 (4 wires) 
                                Red Wire : +                  Yellow Wire : Tach signal
                                Black Wire : –                Blue Wire : PWM control
●Weight -------------- 60g

● Characteristic curves● Drawing & Panel Cut Outs ● Characteristic Curves

(m
m
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2O

)

AGF06025 * 12J B / F 12 7.0~13.2 0.08 3100 0.48 17.1 3.1 0.12 26 ①

AGF06025 * 12L B / F 12 7.0~13.2 0.12 3600 0.61 21.5 4.0 0.16 31 ②

AGF06025 * 12M B / F 12 7.0~13.2 0.15 4250 0.68 24.0 5.6 0.22 34 ③

AGF06025 * 12H B 12 7.0~13.2 0.28 5000 0.95 33.6 6.3 0.25 40 ④

AGF06025 * 12U B 12 7.0~13.2 0.45 6800 1.24 43.8 14.2 0.56 56 ⑤

AGF06025 * 12V B 12 7.0~13.2 0.48 7500 1.36 47.9 20.0 0.79 63 ⑥

AGF06025 * 12W B 12 7.0~13.2 0.54 9800 1.57 55.5 29.7 1.17 66 ⑦

AGF06025 * 24J B 24 14.0~26.4 0.06 3100 0.48 17.1 3.1 0.12 26 ①

AGF06025 * 24L B 24 14.0~26.4 0.06 3600 0.61 21.5 4.0 0.16 31 ②

AGF06025 * 24M B 24 14.0~26.4 0.08 4250 0.68 24.0 5.6 0.22 34 ③

AGF06025 * 24H B 24 14.0~26.4 0.16 5000 0.95 33.6 6.3 0.25 40 ④

AGF06025 * 24U B 24 14.0~26.4 0.28 6800 1.24 43.8 14.2 0.56 56 ⑤

AGF06025 * 24V B 24 14.0~26.4 0.31 7500 1.36 47.9 20.0 0.79 63 ⑥

AGF06025 * 24W B 24 14.0~26.4 0.35 9800 1.57 55.5 29.7 1.17 66 ⑦

AGF06025 * 48L B 48 28.0~56.0 0.06 4250 0.68 24.0 5.6 0.22 34 ③

AGF06025 * 48M B 48 28.0~56.0 0.10 5000 0.95 33.6 6.3 0.25 40 ④

AGF06025 * 48H B 48 28.0~56.0 0.17 6800 1.24 43.8 14.2 0.56 56 ⑤
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*Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve

P/N B / F V V A RPM CFM dB-A No.m3/min mm-H
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●Specification *Bearing system B:two ball bearing F:fluid bearing

●General Specification

 Model
*Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve

P/N B / F V V A RPM CFM dB-A No.m3/min mm-H
2
O In-H

2
O

Specification is subject to change for improvement without notice.Specification is subject to change for improvement without notice.
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●Material ------------- Frame & Impeller : PBT (UL94V-0) 
●Operation Temp. -- Two ball bearing : -10°C~70°C
                                 Fluid bearing : -10°C~50°C     
●Lead Wires --------- UL 1007 AWG#24 (2 wires) / 26 (3 wires) / 28 (4 wires) 
                                Red Wire : +                  Yellow Wire : Tach signal
                                Black Wire : –                Blue Wire : PWM control
●Weight -------------- 60g

● Characteristic curves● Drawing & Panel Cut Outs ● Characteristic Curves

(m
m

-H
2O

)

AGF06025 * 12J B / F 12 7.0~13.2 0.08 3100 0.48 17.1 3.1 0.12 26 ①

AGF06025 * 12L B / F 12 7.0~13.2 0.12 3600 0.61 21.5 4.0 0.16 31 ②

AGF06025 * 12M B / F 12 7.0~13.2 0.15 4250 0.68 24.0 5.6 0.22 34 ③

AGF06025 * 12H B 12 7.0~13.2 0.28 5000 0.95 33.6 6.3 0.25 40 ④

AGF06025 * 12U B 12 7.0~13.2 0.45 6800 1.24 43.8 14.2 0.56 56 ⑤

AGF06025 * 12V B 12 7.0~13.2 0.48 7500 1.36 47.9 20.0 0.79 63 ⑥

AGF06025 * 12W B 12 7.0~13.2 0.54 9800 1.57 55.5 29.7 1.17 66 ⑦

AGF06025 * 24J B 24 14.0~26.4 0.06 3100 0.48 17.1 3.1 0.12 26 ①

AGF06025 * 24L B 24 14.0~26.4 0.06 3600 0.61 21.5 4.0 0.16 31 ②

AGF06025 * 24M B 24 14.0~26.4 0.08 4250 0.68 24.0 5.6 0.22 34 ③

AGF06025 * 24H B 24 14.0~26.4 0.16 5000 0.95 33.6 6.3 0.25 40 ④

AGF06025 * 24U B 24 14.0~26.4 0.28 6800 1.24 43.8 14.2 0.56 56 ⑤

AGF06025 * 24V B 24 14.0~26.4 0.31 7500 1.36 47.9 20.0 0.79 63 ⑥

AGF06025 * 24W B 24 14.0~26.4 0.35 9800 1.57 55.5 29.7 1.17 66 ⑦

AGF06025 * 48L B 48 28.0~56.0 0.06 4250 0.68 24.0 5.6 0.22 34 ③

AGF06025 * 48M B 48 28.0~56.0 0.10 5000 0.95 33.6 6.3 0.25 40 ④

AGF06025 * 48H B 48 28.0~56.0 0.17 6800 1.24 43.8 14.2 0.56 56 ⑤
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 Model
*Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve

P/N B / F V V A RPM CFM dB-A No.m3/min mm-H
2
O In-H

2
O

●Specification *Bearing system B:two ball bearing F:fluid bearing

●General Specification

 Model
*Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve

P/N B / F V V A RPM CFM dB-A No.m3/min mm-H
2
O In-H

2
O

Specification is subject to change for improvement without notice.Specification is subject to change for improvement without notice.
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●Material ------------- Frame & Impeller : PBT (UL94V-0) 
●Operation Temp. -- Two ball bearing : -10°C~70°C
                                 Fluid bearing : -10°C~50°C     
●Lead Wires --------- UL 1007 AWG#24 (2 wires) / 26 (3 wires) / 26 (4 wires) 
                                Red Wire : +                  Yellow Wire : Tach signal
                                Black Wire : –                Blue Wire : PWM control
●Weight -------------- 145g

● Characteristic curves● Drawing & panel cut outs ● Characteristic Curves● Drawing & Panel Cut Outs

(m
m

-H
2O

)

AGB06038B12I B 12 7.0~13.2 0.52 8000 1.22 43.1 22.9 0.90 51 ①

AGB06038B12J B 12 7.0~13.2 0.68 9000 1.44 50.8 30.1 1.19 54 ②

AGB06038B12L B 12 7.0~13.2 1.00 10000 1.56 55.2 35.8 1.41 57 ③

AGB06038B12M B 12 7.0~13.2 1.38 12000 1.91 67.3 52.6 2.07 62 ④

AGB06038B24L B 24 14.0~26.4 0.22 8000 1.22 43.1 22.9 0.90 51 ①

AGB06038B24M B 24 14.0~26.4 0.40 9000 1.44 50.8 30.1 1.19 54 ②

AGB06038B24H B 24 14.0~26.4 0.53 10000 1.56 55.2 35.8 1.41 57 ③

AGB06038B24U B 24 14.0~26.4 0.75 12000 1.91 67.3 52.6 2.07 62 ④

COFANUSA
COFAN USA
48664 Milmont Drive
Fremont, CA 94538 USA

h t t p s : / / w w w . c o f a n - u s a . c o m /

Tel: 1 510 490 7533
info@cofan-usa.com
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 Model
*Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve

P/N B / F V V A RPM CFM dB-A No.m3/min mm-H
2
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O

●Specification *Bearing system B:two ball bearing F:fluid bearing

●General Specification

 Model
*Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve

P/N B / F V V A RPM CFM dB-A No.m3/min mm-H
2
O In-H

2
O

Specification is subject to change for improvement without notice.Specification is subject to change for improvement without notice.
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●Material ------------- Frame & Impeller : PBT (UL94V-0) 
●Operation Temp. -- Two ball bearing : -10°C~70°C
                                 Fluid bearing : -10°C~50°C     
●Lead Wires --------- UL 1007 AWG#24 (2 wires) / 26 (3 wires) / 26 (4 wires) 
                                Red Wire : +                  Yellow Wire : Tach signal
                                Black Wire : –                Blue Wire : PWM control
●Weight -------------- 145g

● Characteristic curves● Drawing & panel cut outs ● Characteristic Curves● Drawing & Panel Cut Outs

(m
m

-H
2O

)

AGX06038B12L B 12 7.0~13.2 0.35 8500 1.55 41.7 33.9 1.34 49 ①

AGX06038B12M B 12 7.0~13.3 0.44 10000 1.32 46.7 38.6 1.52 53 ②

AGX06038B12H B 12 7.0~13.4 0.64 11500 1.52 53.7 45.1 1.77 56 ③

AGX06038B12U B 12 7.0~13.5 0.96 13000 1.72 60.7 57.3 2.26 58 ④

AGX06038B12V B 12 7.0~13.6 1.36 14500 1.94 68.6 73.3 2.89 61 ⑤

AGX06038B24L B 24 14.0~26.4 0.25 8500 1.55 41.7 40.1 1.58 49 ①

AGX06038B24M B 24 14.0~26.4 0.28 10000 1.32 46.7 38.6 1.52 53 ②

AGX06038B24H B 24 14.0~26.4 0.38 11500 1.52 53.7 45.1 1.77 56 ③

AGX06038B24U B 24 14.0~26.4 0.60 13000 1.72 60.7 57.3 2.26 58 ④

AGX06038B24V B 24 14.0~26.4 0.85 14500 1.94 68.6 73.3 2.89 61 ⑤

20

5

Available on 2020/Q2

COFANUSA
COFAN USA
48664 Milmont Drive
Fremont, CA 94538 USA

h t t p s : / / w w w . c o f a n - u s a . c o m /

Tel: 1 510 490 7533
info@cofan-usa.com
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 Model
*Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve

P/N B / F V V A RPM CFM dB-A No.m3/min mm-H
2
O In-H
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O

●Specification *Bearing system B:two ball bearing F:fluid bearing

●General Specification

 Model
*Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve

P/N B / F V V A RPM CFM dB-A No.m3/min mm-H
2
O In-H

2
O

Specification is subject to change for improvement without notice.Specification is subject to change for improvement without notice.
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●Material ------------- Frame & Impeller : PBT (UL94V-0) 
●Operation Temp. -- Two ball bearing : -10°C~70°C
                                 Fluid bearing : -10°C~50°C     
●Lead Wires --------- UL 1007 AWG#24 (2 wires) / 26 (3 wires) / 28 (4 wires) 
                                Red Wire : +                  Yellow Wire : Tach signal
                                Black Wire : –                Blue Wire : PWM control
●Weight -------------- 50g

● Characteristic curves● Drawing & panel cut outs ● Characteristic Curves● Drawing & Panel Cut Outs

(m
m

-H
2
O

)

AGN07010 * 05J B / F 5 5.0~5.5 0.10 2600 0.54 18.9 1.5 0.06 26 ①

AGN07010 * 05L B / F 5 5.0~5.5 0.12 3200 0.68 23.9 2.2 0.09 32 ②

AGN07010 * 05M B / F 5 5.0~5.5 0.17 3800 0.82 28.9 3.1 0.12 36 ③

AGN07010 * 12J B / F 12 7.0~13.2 0.10 2600 0.54 18.9 1.5 0.06 26 ①

AGN07010 * 12L B / F 12 7.0~13.2 0.12 3200 0.68 23.9 2.2 0.09 32 ②

AGN07010 * 12M B / F 12 7.0~13.2 0.17 3800 0.82 28.9 3.1 0.12 36 ③

AGN07010 * 12H B / F 12 7.0~13.2 0.25 4400 0.83 29.4 4.0 0.16 40 ④

AGN07010 * 12M B / F 12 7.0~13.2 0.17 5000 0.97 34.3 5.0 0.20 43 ⑤

AGN07010 * 24J B / F 24 14.0~26.4 0.10 2600 0.54 18.9 1.5 0.06 26 ①

AGN07010 * 24L B / F 24 14.0~26.4 0.12 3200 0.68 23.9 2.2 0.09 32 ②

AGN07010 * 24M B / F 24 14.0~26.4 0.17 3800 0.82 28.9 3.1 0.12 36 ③

AGN07010 * 24H B / F 24 14.0~26.4 0.25 4400 0.83 29.4 4.0 0.16 40 ④

Available on 2020/Q2

COFANUSA
COFAN USA
48664 Milmont Drive
Fremont, CA 94538 USA

h t t p s : / / w w w . c o f a n - u s a . c o m /

Tel: 1 510 490 7533
info@cofan-usa.com
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*Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve

P/N B / F V V A RPM CFM dB-A No.m3/min mm-H
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●Specification *Bearing system B:two ball bearing F:fluid bearing

●General Specification

 Model
*Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve

P/N B / F V V A RPM CFM dB-A No.m3/min mm-H
2
O In-H

2
O

Specification is subject to change for improvement without notice.Specification is subject to change for improvement without notice.
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●Material ------------- Frame & Impeller : PBT (UL94V-0) 
●Operation Temp. -- Two ball bearing : -10°C~70°C
                                 Fluid bearing : -10°C~50°C     
●Lead Wires --------- UL 1007 AWG#24 (2 wires) / 26 (3 wires) / 28 (4 wires) 
                                Red Wire : +                  Yellow Wire : Tach signal
                                Black Wire : –                Blue Wire : PWM control
●Weight -------------- 50g

● Characteristic curves● Drawing & panel cut outs ● Characteristic Curves● Drawing & Panel Cut Outs

(m
m

-H
2
O

)

AGE07015B12J B 12 7.0~13.2 0.10 2800 0.60 21.1 2.3 0.09 27 ①

AGE07015B12L B 12 7.0~13.2 0.12 3300 0.73 25.7 3.3 0.13 31 ②

AGE07015B12M B 12 7.0~13.2 0.17 3800 0.84 29.6 4.3 0.17 35 ③

AGE07015B12H B 12 7.0~13.2 0.25 4300 0.95 33.5 5.5 0.22 39 ④

AGE07015B24M B 24 14.0~26.4 0.10 3800 0.84 29.6 4.3 0.17 35 ③

AGE07015B24H B 24 14.0~26.4 0.12 4300 0.95 33.5 5.5 0.22 39 ④

COFANUSA
COFAN USA
48664 Milmont Drive
Fremont, CA 94538 USA

h t t p s : / / w w w . c o f a n - u s a . c o m /

Tel: 1 510 490 7533
info@cofan-usa.com
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 Model
*Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve

P/N B / F V V A RPM CFM dB-A No.m3/min mm-H
2
O In-H

2
O

●Specification *Bearing system B:two ball bearing F:fluid bearing

●General Specification

 Model
*Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve

P/N B / F V V A RPM CFM dB-A No.m3/min mm-H
2
O In-H

2
O

Specification is subject to change for improvement without notice.Specification is subject to change for improvement without notice.
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●Material ------------- Frame & Impeller : PBT (UL94V-0) 
●Operation Temp. -- Two ball bearing : -10°C~70°C
                                 Fluid bearing : -10°C~50°C     
●Lead Wires --------- UL 1007 AWG#24 (2 wires) / 26 (3 wires) / 28 (4 wires) 
                                Red Wire : +                  Yellow Wire : Tach signal
                                Black Wire : –                Blue Wire : PWM control
●Weight -------------- 74g

● Characteristic curves● Drawing & panel cut outs ● Characteristic Curves● Drawing & Panel Cut Outs

(m
m

-H
2O

)

15

AGE07025B12L B 12 7.0~13.2 0.07 3000 0.85 30.0 3.9 0.15 27 ①

AGE07025B12M B 12 7.0~13.2 0.09 3600 1.02 35.6 5.5 0.22 32 ②

AGE07025B12H B 12 7.0~13.2 0.13 4000 1.13 39.9 6.8 0.27 37 ③

AGE07025B12U B 12 7.0~13.2 0.16 5500 1.55 54.8 12.8 0.50 45 ④

AGE07025B24L B 24 14.0~26.4 0.05 3000 0.85 30.0 3.9 0.15 27 ①

AGE07025B24M B 24 14.0~26.4 0.06 3600 1.02 35.6 5.5 0.22 32 ②

AGE07025B24H B 24 14.0~26.4 0.08 4000 1.13 39.9 6.8 0.27 37 ③

AGE07025B24U B 24 14.0~26.4 0.35 5500 1.55 54.8 12.8 0.50 45 ④

AGE07025B48L B 48 28.0~56.0 0.04 3000 0.85 30.0 3.9 0.15 27 ①

COFANUSA
COFAN USA
48664 Milmont Drive
Fremont, CA 94538 USA
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Tel: 1 510 490 7533
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*Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve

P/N B / F V V A RPM CFM dB-A No.m3/min mm-H
2
O In-H

2
O

●Specification *Bearing system B:two ball bearing F:fluid bearing

●General Specification

 Model
*Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve

P/N B / F V V A RPM CFM dB-A No.m3/min mm-H
2
O In-H

2
O

Specification is subject to change for improvement without notice.Specification is subject to change for improvement without notice.
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●Material ------------- Frame & Impeller : PBT (UL94V-0) 
●Operation Temp. -- Two ball bearing : -10°C~70°C
                                 Fluid bearing : -10°C~50°C     
●Lead Wires --------- UL 1007 AWG#24 (2 wires) / 26 (3 wires) / 28 (4 wires) 
                                Red Wire : +                  Yellow Wire : Tach signal
                                Black Wire : –                Blue Wire : PWM control
●Weight -------------- 54g

● Characteristic curves● Drawing & panel cut outs ● Characteristic Curves● Drawing & Panel Cut Outs
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)

AGE08015 * 12J B / F 12 7.0~13.2 0.06 2400 0.62 22.0 1.35 0.05 25 ①

AGE08015 * 12L B / F 12 7.0~13.2 0.10 2700 0.78 27.5 2.23 0.09 30 ②

AGE08015 * 12M B / F 12 7.0~13.2 0.12 3100 0.89 31.5 2.61 0.10 32 ③

AGE08015 * 12H B / F 12 7.0~13.2 0.16 3600 1.07 37.6 3.78 0.15 36 ④

AGE08015 * 12U B / F 12 7.0~13.2 0.30 4500 1.28 45.2 5.23 0.21 43 ⑤

AGE08015 * 24J B / F 24 14.0~26.4 0.04 2400 0.62 22.0 1.35 0.05 25 ①

AGE08015 * 24L B / F 24 14.0~26.4 0.06 2700 0.78 27.5 2.23 0.09 30 ②

AGE08015 * 24M B / F 24 14.0~26.4 0.08 3100 0.89 31.5 2.61 0.10 32 ③

AGE08015 * 24H B / F 24 14.0~26.4 0.10 3600 1.07 37.6 3.78 0.15 36 ④

COFANUSA
COFAN USA
48664 Milmont Drive
Fremont, CA 94538 USA
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 Model
*Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve

P/N B / F V V A RPM CFM dB-A No.m3/min mm-H
2
O In-H

2
O

●Specification *Bearing system B:two ball bearing F:fluid bearing

●General Specification

 Model
*Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve

P/N B / F V V A RPM CFM dB-A No.m3/min mm-H
2
O In-H

2
O

Specification is subject to change for improvement without notice.Specification is subject to change for improvement without notice.
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●Material ------------- Frame & Impeller : PBT (UL94V-0) 
●Operation Temp. -- Two ball bearing : -10°C~70°C
                                 Fluid bearing : -10°C~50°C     
●Lead Wires --------- UL 1007 AWG#24 (2 wires) / 26 (3 wires) / 28 (4 wires) 
                                Red Wire : +                  Yellow Wire : Tach signal
                                Black Wire : –                Blue Wire : PWM control
●Weight -------------- 54g

● Characteristic curves● Drawing & panel cut outs ● Characteristic Curves● Drawing & Panel Cut Outs
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(m
m

-H
2O

)

AGE08015 * 12J B / F 12 7.0~13.2 0.06 2400 0.62 22.0 1.35 0.05 25 ①

AGE08015 * 12L B / F 12 7.0~13.2 0.10 2700 0.78 27.5 2.23 0.09 30 ②

AGE08015 * 12M B / F 12 7.0~13.2 0.12 3100 0.89 31.5 2.61 0.10 32 ③

AGE08015 * 12H B / F 12 7.0~13.2 0.16 3600 1.07 37.6 3.78 0.15 36 ④

AGE08015 * 12U B / F 12 7.0~13.2 0.30 4500 1.28 45.2 5.23 0.21 43 ⑤

AGE08015 * 24J B / F 24 14.0~26.4 0.04 2400 0.62 22.0 1.35 0.05 25 ①

AGE08015 * 24L B / F 24 14.0~26.4 0.06 2700 0.78 27.5 2.23 0.09 30 ②

AGE08015 * 24M B / F 24 14.0~26.4 0.08 3100 0.89 31.5 2.61 0.10 32 ③

AGE08015 * 24H B / F 24 14.0~26.4 0.10 3600 1.07 37.6 3.78 0.15 36 ④
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 Model
*Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve

P/N B / F V V A RPM CFM dB-A No.m3/min mm-H
2
O In-H

2
O

●Specification *Bearing system B:two ball bearing F:fluid bearing

●General Specification

 Model
*Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve

P/N B / F V V A RPM CFM dB-A No.m3/min mm-H
2
O In-H

2
O

Specification is subject to change for improvement without notice.Specification is subject to change for improvement without notice.
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●Material ------------- Frame & Impeller : PBT (UL94V-0) 
●Operation Temp. -- Two ball bearing : -10°C~70°C
                                 Fluid bearing : -10°C~50°C     
●Lead Wires --------- UL 1007 AWG#24 (2 wires) / 26 (3 wires) / 28 (4 wires) 
                                Red Wire : +                  Yellow Wire : Tach signal
                                Black Wire : –                Blue Wire : PWM control
●Weight -------------- 76g

● Characteristic curves● Drawing & panel cut outs ● Characteristic Curves● Drawing & Panel Cut Outs

(m
m

-H
2
O

)

7.5

AGE08020B12J B 12 7.0~13.2 0.13 2400 0.78 27.4 2.2 0.09 25 ①

AGE08020B12L B 12 7.0~13.2 0.16 2700 0.88 31.2 2.8 0.11 29 ②

AGE08020B12M B 12 7.0~13.2 0.18 3100 1.04 36.9 3.7 0.15 34 ③

AGE08020B12H B 12 7.0~13.2 0.24 3400 1.15 40.5 4.5 0.18 36 ④

AGE08020B12U B 12 7.0~13.2 0.30 4300 1.45 51.2 7.2 0.28 43 ⑤

AGE08020B24J B 24 14.0~26.4 0.07 2400 0.78 27.4 2.2 0.09 25 ①

AGE08020B24M B 24 14.0~26.4 0.12 3100 1.04 36.9 3.7 0.15 34 ③

AGE08020B24U B 24 14.0~26.4 0.20 4300 1.45 51.2 7.2 0.28 43 ⑤
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 Model
*Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve

P/N B / F V V A RPM CFM dB-A No.m3/min mm-H
2
O In-H

2
O

●Specification *Bearing system B:two ball bearing F:fluid bearing

●General Specification

 Model
*Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve

P/N B / F V V A RPM CFM dB-A No.m3/min mm-H
2
O In-H

2
O

Specification is subject to change for improvement without notice.Specification is subject to change for improvement without notice.
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●Material ------------- Frame & Impeller : PBT (UL94V-0) 
●Operation Temp. -- Two ball bearing : -10°C~70°C
                                 Fluid bearing : -10°C~50°C     
●Lead Wires --------- UL 1007 AWG#24 (2 wires) / 26 (3 wires) / 28 (4 wires) 
                                Red Wire : +                  Yellow Wire : Tach signal
                                Black Wire : –                Blue Wire : PWM control
●Weight -------------- 80g

● Characteristic curves● Drawing & panel cut outs ● Characteristic Curves● Drawing & Panel Cut Outs

6

(m
m

-H
2O

)

AGE08025 * 05U B / F 5 4.5~5.5 0.30 2700 0.90 31.8 2.9 0.11 28 ①

AGE08025 * 12J B / F 12 7.0~13.2 0.17 2700 0.90 31.8 2.9 0.11 29 ①

AGE08025 * 12L B / F 12 7.0~13.2 0.19 3000 1.00 35.4 3.6 0.14 33 ②

AGE08025 * 12M B / F 12 7.0~13.2 0.23 3600 1.20 42.4 5.0 0.20 38 ③

AGE08025 * 12H B / F 12 7.0~13.2 0.32 4300 1.43 50.5 6.8 0.27 43 ④

AGE08025 * 12U B / F 12 7.0~13.2 0.50 5000 1.69 60.0 9.6 0.38 48 ⑤

AGE08025 * 12V B 12 7.0~13.2 0.50 5700 2.10 74.3 9.6 0.38 50 ⑥

AGE08025 * 24J B / F 24 14.0~26.4 0.08 2700 0.90 31.8 2.9 0.11 29 ①

AGE08025 * 24L B / F 24 14.0~26.4 0.11 3000 1.00 35.4 3.6 0.14 33 ②

AGE08025 * 24M B / F 24 14.0~26.4 0.16 3600 1.20 42.4 5.0 0.20 38 ③

AGE08025 * 24H B / F 24 14.0~26.4 0.23 4300 1.43 50.5 6.8 0.27 43 ④

AGE08025 * 24U B 24 4.0~26.4 0.25 5000 1.69 60.0 9.6 0.38 48 ⑤

AGE08025 * 48M B / F 48 28.0~56.0 0.06 3000 1.00 35.4 3.6 0.14 33 ②

AGE08025 * 48H B / F 48 28.0~56.0 0.09 3600 1.20 42.4 5.0 0.20 38 ③

AGE08025 * 48U B / F 48 28.0~56.0 0.20 4300 1.43 50.5 6.8 0.27 43 ④

AGE08025 * 48V B 48 28.0~56.0 0.21 5000 1.69 60.0 9.6 0.38 48 ⑤
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 Model
*Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve

P/N B / F V V A RPM CFM dB-A No.m3/min mm-H
2
O In-H

2
O

●Specification *Bearing system B:two ball bearing F:fluid bearing

●General Specification

 Model
*Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve

P/N B / F V V A RPM CFM dB-A No.m3/min mm-H
2
O In-H

2
O

Specification is subject to change for improvement without notice.Specification is subject to change for improvement without notice.
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●Material ------------- Frame & Impeller : PBT (UL94V-0) 
●Operation Temp. -- Two ball bearing : -10°C~70°C
                                 Fluid bearing : -10°C~50°C     
●Lead Wires --------- UL 1007 AWG#24 (2 wires) / 26 (3 wires) / 28 (4 wires) 
                                Red Wire : +                  Yellow Wire : Tach signal
                                Black Wire : –                Blue Wire : PWM control
●Weight -------------- 82g

● Characteristic Curves● Drawing & Panel Cut Outs

6

20.5

(m
m

-H
2O

)

B 12 12 7.0~13.2 0.20 3500 1.35 47.5 5.01 0.20 31 ①

B 12 12 7.0~13.2 0.32 4000 1.58 55.8 6.28 0.25 31 ②

B 12 12 7.0~13.2 0.40 4500 1.88 66.4 7.64 0.30 39 ③

B 12 12 7.0~13.2 0.65 5000 1.98 69.9 9.26 0.36 45 ④

B 12 12 7.0~13.2 0.81 5500 2.10 74.3 9.64 0.38 48 ⑤

B 12 12 7.0~13.2 1.00 6500 2.37 83.6 13.46 0.53 57 ⑥

B 24 14.0~26.4 0.12 3500 1.35 47.5 5.01 0.20 31 ①

B 24 14.0~26.4 0.16 4000 1.58 55.8 6.28 0.25 31 ②

B 24 14.0~26.4 0.22 4500 1.88 66.4 7.64 0.30 39 ③

B 24 14.0~26.4 0.32 5000 1.98 69.9 9.26 0.36 45 ④

B 24 14.0~26.4 0.45 5500 2.10 74.3 9.64 0.38 48 ⑤

B 24 14.0~26.4 0.51 6500 2.37 83.6 13.46 0.53 57 ⑥

B 48 28.0~56.0 0.10 3500 1.35 47.5 5.01 0.20 37 ①

B 48 28.0~56.0 0.15 4000 1.58 55.8 6.28 0.25 44 ②

B 48 28.0~56.0 0.17 4500 1.88 66.4 7.64 0.30 46 ③

B 48 28.0~56.0 0.19 5000 1.98 69.9 9.26 0.36 49 ④

B 48 28.0~56.0 0.29 5500 2.10 74.3 9.64 0.38 51 ⑤

B 48 28.0~56.0 0.60 6500 2.37 83.6 13.46 0.53 57 ⑥
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System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve
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●Specification *Bearing system B:two ball bearing F:fluid bearing

●General Specification

 Model
*Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve

P/N B / F V V A RPM CFM dB-A No.m3/min mm-H
2
O In-H
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Specification is subject to change for improvement without notice.Specification is subject to change for improvement without notice.
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●Material ------------- Frame & Impeller : PBT (UL94V-0) 
●Operation Temp. -- Two ball bearing : -10°C~70°C
                                 Fluid bearing : -10°C~50°C     
●Lead Wires --------- UL 1007 AWG#24 (2 wires) / 26 (3 wires) / 28 (4 wires) 
                                Red Wire : +                  Yellow Wire : Tach signal
                                Black Wire : –                Blue Wire : PWM control
●Weight -------------- 82g

● Characteristic Curves● Drawing & Panel Cut Outs

6

20.5

(m
m

-H
2O

)

B 12 12 7.0~13.2 0.20 3500 1.35 47.5 5.01 0.20 31 ①

B 12 12 7.0~13.2 0.32 4000 1.58 55.8 6.28 0.25 31 ②

B 12 12 7.0~13.2 0.40 4500 1.88 66.4 7.64 0.30 39 ③

B 12 12 7.0~13.2 0.65 5000 1.98 69.9 9.26 0.36 45 ④

B 12 12 7.0~13.2 0.81 5500 2.10 74.3 9.64 0.38 48 ⑤

B 12 12 7.0~13.2 1.00 6500 2.37 83.6 13.46 0.53 57 ⑥

B 24 14.0~26.4 0.12 3500 1.35 47.5 5.01 0.20 31 ①

B 24 14.0~26.4 0.16 4000 1.58 55.8 6.28 0.25 31 ②

B 24 14.0~26.4 0.22 4500 1.88 66.4 7.64 0.30 39 ③

B 24 14.0~26.4 0.32 5000 1.98 69.9 9.26 0.36 45 ④

B 24 14.0~26.4 0.45 5500 2.10 74.3 9.64 0.38 48 ⑤

B 24 14.0~26.4 0.51 6500 2.37 83.6 13.46 0.53 57 ⑥

B 48 28.0~56.0 0.10 3500 1.35 47.5 5.01 0.20 37 ①

B 48 28.0~56.0 0.15 4000 1.58 55.8 6.28 0.25 44 ②

B 48 28.0~56.0 0.17 4500 1.88 66.4 7.64 0.30 46 ③

B 48 28.0~56.0 0.19 5000 1.98 69.9 9.26 0.36 49 ④

B 48 28.0~56.0 0.29 5500 2.10 74.3 9.64 0.38 51 ⑤

B 48 28.0~56.0 0.60 6500 2.37 83.6 13.46 0.53 57 ⑥
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System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve
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●Specification *Bearing system B:two ball bearing F:fluid bearing

●General Specification

 Model
*Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve

P/N B / F V V A RPM CFM dB-A No.m3/min mm-H
2
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Specification is subject to change for improvement without notice.Specification is subject to change for improvement without notice.
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●Material ------------- Frame & Impeller : PBT (UL94V-0) 
●Operation Temp. -- Two ball bearing : -10°C~70°C
                                 Fluid bearing : -10°C~50°C     
●Lead Wires --------- UL 1007 AWG#24 (2 wires) / 26 (3 wires) / 28 (4 wires) 
                                Red Wire : +                  Yellow Wire : Tach signal
                                Black Wire : –                Blue Wire : PWM control
●Weight -------------- 82g

● Characteristic Curves● Drawing & Panel Cut Outs

6

20.5

(m
m
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)

B 12 12 7.0~13.2 0.20 3500 1.35 47.5 5.01 0.20 31 ①

B 12 12 7.0~13.2 0.32 4000 1.58 55.8 6.28 0.25 31 ②

B 12 12 7.0~13.2 0.40 4500 1.88 66.4 7.64 0.30 39 ③

B 12 12 7.0~13.2 0.65 5000 1.98 69.9 9.26 0.36 45 ④

B 12 12 7.0~13.2 0.81 5500 2.10 74.3 9.64 0.38 48 ⑤

B 12 12 7.0~13.2 1.00 6500 2.37 83.6 13.46 0.53 57 ⑥

B 24 14.0~26.4 0.12 3500 1.35 47.5 5.01 0.20 31 ①

B 24 14.0~26.4 0.16 4000 1.58 55.8 6.28 0.25 31 ②

B 24 14.0~26.4 0.22 4500 1.88 66.4 7.64 0.30 39 ③

B 24 14.0~26.4 0.32 5000 1.98 69.9 9.26 0.36 45 ④

B 24 14.0~26.4 0.45 5500 2.10 74.3 9.64 0.38 48 ⑤

B 24 14.0~26.4 0.51 6500 2.37 83.6 13.46 0.53 57 ⑥

B 48 28.0~56.0 0.10 3500 1.35 47.5 5.01 0.20 37 ①

B 48 28.0~56.0 0.15 4000 1.58 55.8 6.28 0.25 44 ②

B 48 28.0~56.0 0.17 4500 1.88 66.4 7.64 0.30 46 ③

B 48 28.0~56.0 0.19 5000 1.98 69.9 9.26 0.36 49 ④

B 48 28.0~56.0 0.29 5500 2.10 74.3 9.64 0.38 51 ⑤

B 48 28.0~56.0 0.60 6500 2.37 83.6 13.46 0.53 57 ⑥
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System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve
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●Specification *Bearing system B:two ball bearing F:fluid bearing

●General Specification

 Model
*Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve

P/N B / F V V A RPM CFM dB-A No.m3/min mm-H
2
O In-H
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Specification is subject to change for improvement without notice.Specification is subject to change for improvement without notice.
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●Material ------------- Frame & Impeller : PBT (UL94V-0) 
●Operation Temp. -- Two ball bearing : -10°C~70°C
                                 Fluid bearing : -10°C~50°C     
●Lead Wires --------- UL 1007 AWG#24 (2 wires) / 26 (3 wires) / 28 (4 wires) 
                                Red Wire : +                  Yellow Wire : Tach signal
                                Black Wire : –                Blue Wire : PWM control
●Weight -------------- 85g

● Characteristic curves● Drawing & panel cut outs ● Characteristic Curves● Drawing & Panel Cut Outs
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AGC08025 * 12L B / F 12 7.0~13.2 0.14 2700 0.98 34.6 3.5 0.14 28 ①

AGC08025 * 12M B / F 12 7.0~13.2 0.20 3000 1.09 38.5 4.4 0.17 31 ②

AGC08025 * 12H B / F 12 7.0~13.2 0.24 3600 1.54 54.3 7.0 0.28 36 ③

AGC08025 * 12U B / F 12 7.0~13.2 0.44 4300 1.73 61.2 8.2 0.32 40 ④

AGC08025 * 24J B / F 24 14.0~26.4 0.08 2700 0.98 34.6 3.5 0.14 28 ①

AGC08025 * 24L B / F 24 14.0~26.4 0.11 3000 1.09 38.5 4.4 0.17 31 ②

AGC08025 * 24M B / F 24 14.0~26.4 0.20 3600 1.54 54.3 7.0 0.28 36 ③

AGC08025 * 24H B / F 24 14.0~26.4 0.20 4300 1.73 61.2 8.2 0.32 40 ④

AGC08025 * 48J B / F 48 28.0~56.0 0.05 2700 0.98 34.6 3.5 0.14 28 ①

AGC08025 * 48L B / F 48 28.0~56.0 0.07 3000 1.09 38.5 4.4 0.17 31 ②

AGC08025 * 48M B / F 48 28.0~56.0 0.07 3600 1.54 54.3 7.0 0.28 36 ③

AGC08025 * 48H B / F 48 28.0~56.0 0.11 4300 1.73 61.2 8.2 0.32 40 ④
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COFAN USA
48664 Milmont Drive
Fremont, CA 94538 USA

h t t p s : / / w w w . c o f a n - u s a . c o m /

Tel: 1 510 490 7533
info@cofan-usa.com
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 Model
*Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve

P/N B / F V V A RPM CFM dB-A No.m3/min mm-H
2
O In-H

2
O

●Specification *Bearing system B:two ball bearing F:fluid bearing

●General Specification

 Model
*Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve

P/N B / F V V A RPM CFM dB-A No.m3/min mm-H
2
O In-H

2
O

Specification is subject to change for improvement without notice.Specification is subject to change for improvement without notice.
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●Material ------------- Frame & Impeller : PBT (UL94V-0) 
●Operation Temp. -- Two ball bearing : -10°C~70°C
                                 Fluid bearing : -10°C~50°C     
●Lead Wires --------- UL 1007 AWG#24 (2 wires) / 26 (3 wires) / 28 (4 wires) 
                                Red Wire : +                  Yellow Wire : Tach signal
                                Black Wire : –                Blue Wire : PWM control
●Weight -------------- 120g

● Characteristic curves● Drawing & panel cut outs ● Characteristic Curves● Drawing & Panel Cut Outs

6

(m
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25

30

AGE08032B12J 12 12 7.0~13.2 0.15 3000 1.08 38.2 5.02 0.20 31 ①

AGE08032B12L 12 12 7.0~13.2 0.20 4000 1.41 49.7 8.82 0.35 39 ②

AGE08032B12M 12 12 7.0~13.2 0.35 4800 1.71 60.4 11.38 0.45 45 ③

AGE08032B12H 12 12 7.0~13.2 0.50 5500 1.96 69.1 15.53 0.61 48 ④

AGE08032B12U 12 12 7.0~13.2 0.80 6800 2.46 86.7 22.57 0.89 54 ⑤

AGE08032B24J 24 14.0~26.4 0.35 4800 0.95 60.4 11.38 0.45 45 ③

AGE08032B24L 24 14.0~26.4 0.50 5500 1.22 69.1 15.53 0.61 48 ④

AGE08032B24M 24 14.0~26.4 0.75 7000 1.87 89.2 22.57 0.89 55 ⑤
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B 

B 

B 

B 

B 

B 

B 
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 Model
*Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve

P/N B / F V V A RPM CFM dB-A No.m3/min mm-H
2
O In-H

2
O

●Specification *Bearing system B:two ball bearing F:fluid bearing

●General Specification

 Model
*Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve

P/N B / F V V A RPM CFM dB-A No.m3/min mm-H
2
O In-H

2
O

Specification is subject to change for improvement without notice.Specification is subject to change for improvement without notice.
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●Material ------------- Frame & Impeller : PBT (UL94V-0) 
●Operation Temp. -- Two ball bearing : -10°C~70°C
                                 Fluid bearing : -10°C~50°C     
●Lead Wires --------- UL 1007 AWG#24 (2 wires) / 24 (3 wires) / 24 (4 wires) 
                                Red Wire : +                  Yellow Wire : Tach signal
                                Black Wire : –                Blue Wire : PWM control
●Weight -------------- 200g

● Characteristic Curves● Drawing & Panel Cut Outs

(m
m

-H
2O

)

AGV08038B12L B 12 7.0~13.2 0.16 5200 1.68 59.2 12.1 0.48 44 ①

AGV08038B12M B 12 7.0~13.2 0.40 5900 1.91 67.4 15.0 0.59 48 ②

AGV08038B12H B 12 7.0~13.2 0.52 6800 2.21 78.2 19.8 0.78 52 ③

AGV08038B12U B 12 7.0~13.2 1.00 7500 2.45 86.4 23.8 0.94 55 ④

AGV08038B12V B 12 7.0~13.2 1.72 9000 2.98 105.2 33.9 1.33 60 ⑤

AGV08038B24L B 24 14.0~26.4 0.08 5200 1.68 59.2 12.1 0.48 44 ①

AGV08038B24M B 24 14.0~26.4 0.20 5900 1.91 67.4 15.0 0.59 48 ②

AGV08038B24H B 24 14.0~26.4 0.26 6800 2.21 78.2 19.8 0.78 52 ③

AGV08038B24U B 24 14.0~26.4 0.50 7500 2.45 86.4 23.8 0.94 55 ④

AGV08038B24V B 24 14.0~26.4 0.86 9000 2.98 105.2 33.9 1.33 60 ⑤

AGV08038B48L B 48 28.0~56.0 0.04 5200 1.68 59.2 12.1 0.48 44 ①

AGV08038B48M B 48 28.0~56.0 0.10 5900 1.91 67.4 15.0 0.59 48 ②

AGV08038B48H B 48 28.0~56.0 0.13 6800 2.21 78.2 19.8 0.78 52 ③

AGV08038B48U B 48 28.0~56.0 0.25 7500 2.45 86.4 23.8 0.94 55 ④

AGV08038B48V B 48 28.0~56.0 0.43 9000 2.98 105.2 33.9 1.33 60 ⑤

Available on 2020/Q2
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 Model
*Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve

P/N B / F V V A RPM CFM dB-A No.m3/min mm-H
2
O In-H

2
O

●Specification *Bearing system B:two ball bearing F:fluid bearing

●General Specification

 Model
*Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve

P/N B / F V V A RPM CFM dB-A No.m3/min mm-H
2
O In-H

2
O

Specification is subject to change for improvement without notice.Specification is subject to change for improvement without notice.
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●Material ------------- Frame & Impeller : PBT (UL94V-0) 
●Operation Temp. -- Two ball bearing : -10°C~70°C
                                 Fluid bearing : -10°C~50°C     
●Lead Wires --------- UL 1007 AWG#24 (2 wires) / 24 (3 wires) / 24 (4 wires) 
                                Red Wire : +                  Yellow Wire : Tach signal
                                Black Wire : –                Blue Wire : PWM control
●Weight -------------- 210g

● Characteristic Curves● Drawing & Panel Cut Outs
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AGB08038B12L B 12 7.0~13.2 0.40 4200 1.65 58.2 10.4 0.41 45 ①

AGB08038B12M B 12 7.0~13.2 0.76 5600 2.23 78.8 19.3 0.76 53 ②

AGB08038B12H B 12 7.0~13.2 1.00 6100 2.40 84.8 22.7 0.89 56 ③

AGB08038B12U B 12 7.0~13.2 1.50 7500 2.99 105.5 34.5 1.36 62 ④

AGB08038B12V B 12 7.0~13.2 2.70 9000 3.68 130.0 50.9 2.00 66 ⑤

AGB08038B24L B 24 14.0~26.4 0.25 4200 1.65 58.2 10.4 0.41 45 ①

AGB08038B24M B 24 14.0~26.4 0.35 5600 2.23 78.8 19.3 0.76 53 ②

AGB08038B24H B 24 14.0~26.4 0.45 6100 2.40 84.8 22.7 0.89 56 ③

AGB08038B24U B 24 14.0~26.4 0.82 7500 2.99 105.5 34.5 1.36 62 ④

AGB08038B24V B 24 14.0~26.4 1.40 9000 3.68 130.0 50.9 2.00 66 ⑤

AGB08038B48L B 48 28.0~56.0 0.23 4200 1.65 58.2 10.4 0.41 45 ①

AGB08038B48M B 48 28.0~56.0 0.33 5600 2.23 78.8 19.3 0.76 53 ②

AGB08038B48H B 48 28.0~56.0 0.51 6100 2.40 84.8 22.7 0.89 56 ③

AGB08038B48U B 48 28.0~56.0 0.58 7500 2.99 105.5 34.5 1.36 62 ④

AGB08038B48V B 48 28.0~56.0 0.90 9000 3.68 130.0 50.9 2.00 66 ⑤
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 Model
*Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve

P/N B / F V V A RPM CFM dB-A No.m3/min mm-H
2
O In-H

2
O

●Specification *Bearing system B:two ball bearing F:fluid bearing

●General Specification

 Model
*Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve

P/N B / F V V A RPM CFM dB-A No.m3/min mm-H
2
O In-H

2
O

Specification is subject to change for improvement without notice.Specification is subject to change for improvement without notice.
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●Material ------------- Frame & Impeller : PBT (UL94V-0) 
●Operation Temp. -- Two ball bearing : -10°C~70°C
                                 Fluid bearing : -10°C~50°C     
●Lead Wires --------- UL 1007 AWG#24 (2 wires) / 24 (3 wires) / 24 (4 wires) 
                                Red Wire : +                  Yellow Wire : Tach signal
                                Black Wire : –                Blue Wire : PWM control
●Weight -------------- 225g

● Characteristic Curves● Drawing & Panel Cut Outs
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AGX08038B12V B 12 7.0~13.2 0.86 9000 2.09 73.8 36.05 1.42 56 ①

AGX08038B12V B 12 7.0~13.2 1.18 10000 2.32 82.0 44.5 1.75 58 ②

AGX08038B12V B 12 7.0~13.2 1.58 11000 2.55 90.2 53.85 2.12 60 ③

AGX08038B12V B 12 7.0~13.2 2.04 12000 2.79 98.4 64.09 2.52 62 ④

AGX08038B12V B 12 7.0~13.2 2.40 13000 3.02 106.6 75.22 2.96 64 ⑤

AGX08038B12V B 12 7.0~13.2 3.20 14500 3.37 118.9 93.57 3.68 66 ⑥

AGX08038B24V B 24 14.0~26.4 0.43 9000 2.09 73.8 36.05 1.42 56 ①

AGX08038B24V B 24 14.0~26.4 0.59 10000 2.32 82.0 44.5 1.75 58 ②

AGX08038B24V B 24 14.0~26.4 0.79 11000 2.55 90.2 53.85 2.12 60 ③

AGX08038B24V B 24 14.0~26.4 1.02 12000 2.79 98.4 64.09 2.52 62 ④

AGX08038B24V B 24 14.0~26.4 1.30 13000 3.02 106.6 75.22 2.96 64 ⑤

AGX08038B24V B 24 14.0~26.4 1.80 14500 3.37 118.9 93.57 3.68 66 ⑥

AGX08038B48V B 48 28.0~56.0 0.22 9000 2.09 73.8 36.05 1.42 56 ①

AGX08038B48V B 48 28.0~56.0 0.30 10000 2.32 82.0 44.5 1.75 58 ②

AGX08038B48V B 48 28.0~56.0 0.40 11000 2.55 90.2 53.85 2.12 60 ③

AGX08038B48V B 48 28.0~56.0 0.51 12000 2.79 98.4 64.09 2.52 62 ④

AGX08038B48V B 48 28.0~56.0 0.65 13000 3.02 106.6 75.22 2.96 64 ⑤

AGX08038B48V B 48 28.0~56.0 0.90 14500 3.37 118.9 93.57 3.68 66 ⑥

Available on 2020/Q2
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*Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve

P/N B / F V V A RPM CFM dB-A No.m3/min mm-H
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●Specification *Bearing system B:two ball bearing F:fluid bearing

●General Specification

 Model
*Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve

P/N B / F V V A RPM CFM dB-A No.m3/min mm-H
2
O In-H

2
O

Specification is subject to change for improvement without notice.Specification is subject to change for improvement without notice.
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●Material ------------- Frame & Impeller : PBT (UL94V-0) 
●Operation Temp. -- Two ball bearing : -10°C~70°C
                                 Fluid bearing : -10°C~50°C     
●Lead Wires --------- UL 1007 AWG#24 (2 wires) / 24 (3 wires) / 24 (4 wires) 
                                Red Wire : +                  Yellow Wire : Tach signal
                                Black Wire : –                Blue Wire : PWM control
●Weight -------------- 225g

● Characteristic Curves● Drawing & Panel Cut Outs
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6

AGX08038B12V B 12 7.0~13.2 0.86 9000 2.09 73.8 36.05 1.42 56 ①

AGX08038B12V B 12 7.0~13.2 1.18 10000 2.32 82.0 44.5 1.75 58 ②

AGX08038B12V B 12 7.0~13.2 1.58 11000 2.55 90.2 53.85 2.12 60 ③

AGX08038B12V B 12 7.0~13.2 2.04 12000 2.79 98.4 64.09 2.52 62 ④

AGX08038B12V B 12 7.0~13.2 2.40 13000 3.02 106.6 75.22 2.96 64 ⑤

AGX08038B12V B 12 7.0~13.2 3.20 14500 3.37 118.9 93.57 3.68 66 ⑥

AGX08038B24V B 24 14.0~26.4 0.43 9000 2.09 73.8 36.05 1.42 56 ①

AGX08038B24V B 24 14.0~26.4 0.59 10000 2.32 82.0 44.5 1.75 58 ②

AGX08038B24V B 24 14.0~26.4 0.79 11000 2.55 90.2 53.85 2.12 60 ③

AGX08038B24V B 24 14.0~26.4 1.02 12000 2.79 98.4 64.09 2.52 62 ④

AGX08038B24V B 24 14.0~26.4 1.30 13000 3.02 106.6 75.22 2.96 64 ⑤

AGX08038B24V B 24 14.0~26.4 1.80 14500 3.37 118.9 93.57 3.68 66 ⑥

AGX08038B48V B 48 28.0~56.0 0.22 9000 2.09 73.8 36.05 1.42 56 ①

AGX08038B48V B 48 28.0~56.0 0.30 10000 2.32 82.0 44.5 1.75 58 ②

AGX08038B48V B 48 28.0~56.0 0.40 11000 2.55 90.2 53.85 2.12 60 ③

AGX08038B48V B 48 28.0~56.0 0.51 12000 2.79 98.4 64.09 2.52 62 ④

AGX08038B48V B 48 28.0~56.0 0.65 13000 3.02 106.6 75.22 2.96 64 ⑤

AGX08038B48V B 48 28.0~56.0 0.90 14500 3.37 118.9 93.57 3.68 66 ⑥

Available on 2020/Q2
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*Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve
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●Specification *Bearing system B:two ball bearing F:fluid bearing

●General Specification

 Model
*Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve

P/N B / F V V A RPM CFM dB-A No.m3/min mm-H
2
O In-H

2
O

Specification is subject to change for improvement without notice.Specification is subject to change for improvement without notice.
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●Material ------------- Frame & Impeller : PBT (UL94V-0) 
●Operation Temp. -- Two ball bearing : -10°C~70°C
                                 Fluid bearing : -10°C~50°C     
●Lead Wires --------- UL 1007 AWG#24 (2 wires) / 26 (3 wires) / 28 (4 wires) 
                                Red Wire : +                  Yellow Wire : Tach signal
                                Black Wire : –                Blue Wire : PWM control
●Weight -------------- 85g

● Characteristic curves● Drawing & panel cut outs ● Characteristic Curves● Drawing & Panel Cut Outs

(m
m

-H
2
O

)

10

AGE09225 * 12J B / F 12 7.0~13.2 0.12 2100 1.05 37.0 2.39 0.09 25 ①

AGE09225 * 12L B / F 12 7.0~13.2 0.14 2450 1.22 43.0 3.21 0.13 30 ②

AGE09225 * 12M B / F 12 7.0~13.2 0.17 2850 1.35 47.5 4.24 0.17 34 ③

AGE09225 * 12H B / F 12 7.0~13.2 0.20 3200 1.61 56.8 5.89 0.23 38 ④

AGE09225 * 12U B / F 12 7.0~13.2 0.35 3800 1.81 64.0 6.57 0.26 45 ⑤

AGE09225 * 12V B / F 12 7.0~13.2 0.41 4200 2.16 76.1 8.93 0.35 49 ⑥

AGE09225 * 24J B / F 24 14.0~26.4 0.06 2100 1.05 37.0 2.39 0.09 25 ①

AGE09225 * 24L B / F 24 14.0~26.4 0.08 2450 1.22 43.0 3.21 0.13 30 ②

AGE09225 * 24M B / F 24 14.0~26.4 0.10 2850 1.35 47.5 4.24 0.17 34 ③

AGE09225 * 24H B / F 24 14.0~26.4 0.15 3200 1.61 56.8 5.89 0.23 38 ④

AGE09225 * 24U B / F 24 14.0~26.4 0.20 3800 1.81 64.0 6.57 0.26 45 ⑤

AGE09225 * 12V B / F 24 14.0~26.4 0.22 4200 2.16 76.1 8.93 0.35 49 ⑥

AGE09225 * 48J B / F 48 28.0~56.0 0.05 2100 1.05 37.0 2.39 0.09 25 ①

AGE09225 * 48L B / F 48 28.0~56.0 0.06 2450 1.22 43.0 3.21 0.13 30 ②

AGE09225 * 48M B / F 48 28.0~56.0 0.08 2850 1.35 47.5 4.24 0.17 34 ③

AGE09225 * 48H B / F 48 28.0~56.0 0.10 3200 1.61 56.8 5.89 0.23 38 ④
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 Model
*Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve

P/N B / F V V A RPM CFM dB-A No.m3/min mm-H
2
O In-H

2
O

●Specification *Bearing system B:two ball bearing F:fluid bearing

●General Specification

 Model
*Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve

P/N B / F V V A RPM CFM dB-A No.m3/min mm-H
2
O In-H

2
O

Specification is subject to change for improvement without notice.Specification is subject to change for improvement without notice.

92 AGC series

92X92X25mm
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●Material ------------- Frame & Impeller : PBT (UL94V-0) 
●Operation Temp. -- Two ball bearing : -10°C~70°C
                                 Fluid bearing : -10°C~50°C     
●Lead Wires --------- UL 1007 AWG#24 (2 wires) / 26 (3 wires) / 28 (4 wires) 
                                Red Wire : +                  Yellow Wire : Tach signal
                                Black Wire : –                Blue Wire : PWM control
●Weight -------------- 89g

● Characteristic curves● Drawing & panel cut outs ● Characteristic Curves● Drawing & Panel Cut Outs

(m
m

-H
2O

)

AGC09225 * 12J B / F 12 7.0~13.2 0.09 2100 1.11 39.2 2.39 0.09 25 ①

AGC09225 * 12L B / F 12 7.0~13.2 0.11 2450 1.27 44.8 3.15 0.12 30 ②

AGC09225 * 12M B / F 12 7.0~13.2 0.14 2850 1.48 52.1 4.30 0.17 34 ③

AGC09225 * 12H B / F 12 7.0~13.2 0.20 3200 1.65 58.3 5.70 0.22 38 ④

AGC09225 * 12U B / F 12 7.0~13.2 0.30 3800 1.96 69.2 7.00 0.28 45 ⑤

AGC09225 * 12V B / F 12 7.0~13.2 0.41 4500 2.29 81.0 9.94 0.40 49 ⑥

AGC09225 * 24J B / F 24 14.0~26.4 0.06 2100 1.11 39.2 2.39 0.09 25 ①

AGC09225 * 24L B / F 24 14.0~26.4 0.08 2450 1.27 44.8 3.15 0.12 30 ②

AGC09225 * 24M B / F 24 14.0~26.4 0.13 2850 1.48 52.1 4.30 0.17 34 ③

AGC09225 * 24H B / F 24 14.0~26.4 0.15 3200 1.65 58.3 5.70 0.22 38 ④

AGC09225 * 24U B / F 24 14.0~26.4 0.20 3800 1.96 69.2 7.00 0.28 45 ⑤

AGC09225 * 48J B / F 48 28.0~56.0 0.05 2100 1.11 39.2 2.39 0.09 25 ①

AGC09225 * 48L B / F 48 28.0~56.0 0.06 2450 1.27 44.8 3.15 0.12 30 ②

AGC09225 * 48M B / F 48 28.0~56.0 0.08 2850 1.48 52.1 4.30 0.17 34 ③

AGC09225 * 48H B / F 48 28.0~56.0 0.12 3200 1.65 58.3 5.70 0.22 38 ④

AGC09225 * 48U B / F 48 28.0~56.0 0.15 3800 1.96 69.2 7.00 0.28 45 ⑤
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 Model
*Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve

P/N B / F V V A RPM CFM dB-A No.m3/min mm-H
2
O In-H

2
O

●Specification *Bearing system B:two ball bearing F:fluid bearing

●General Specification

 Model
*Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve

P/N B / F V V A RPM CFM dB-A No.m3/min mm-H
2
O In-H

2
O

Specification is subject to change for improvement without notice.Specification is subject to change for improvement without notice.
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●Material ------------- Frame & Impeller : PBT (UL94V-0) 
●Operation Temp. -- Two ball bearing : -10°C~70°C
                                 Fluid bearing : -10°C~50°C     
●Lead Wires --------- UL 1007 AWG#24 (2 wires) / 26 (3 wires) / 28 (4 wires) 
                                Red Wire : +                  Yellow Wire : Tach signal
                                Black Wire : –                Blue Wire : PWM control
●Weight -------------- 89g

● Characteristic curves● Drawing & panel cut outs ● Characteristic Curves● Drawing & Panel Cut Outs

25.2¡À0.5

ROTATION
AIR FLOW

8-Ø4.5±0.3

12

AGD09225B12J B 12 7.0~13.2 0.10 1800 1.05 37.3 2.05 0.08 25 ①

AGD09225B12L B 12 7.0~13.2 0.12 2300 1.40 49.5 3.38 0.13 31 ②

AGD09225B12M B 12 7.0~13.2 0.21 2800 1.48 59.9 4.86 0.19 37 ③

AGD09225B12H B 12 7.0~13.2 0.32 3300 2.06 72.7 6.65 0.26 42 ④

AGD09225B12U B 12 7.0~13.2 0.40 3800 2.31 81.5 8.76 0.34 46 ⑤

AGD09225B12V B 12 7.0~13.2 0.75 4800 2.91 102.6 13.35 0.40 53 ⑥

AGD09225B24J B 24 14.0~26.4 0.08 1800 1.05 37.3 2.05 0.08 25 ①

AGD09225B24L B 24 14.0~26.4 0.10 2300 1.40 49.5 3.38 0.13 31 ②

AGD09225B24M B 24 14.0~26.4 0.12 2800 1.48 59.9 4.86 0.19 37 ③

AGD09225B24H B 24 14.0~26.4 0.18 3300 2.06 72.7 6.65 0.26 42 ④

AGD09225B24U B 24 14.0~26.4 0.25 3800 2.31 81.5 8.76 0.34 46 ⑤

AGD09225B24V B 24 14.0~26.4 0.40 4800 2.91 102.6 13.35 0.53 53 ①
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 Model
*Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve

P/N B / F V V A RPM CFM dB-A No.m3/min mm-H
2
O In-H

2
O

●Specification *Bearing system B:two ball bearing F:fluid bearing

●General Specification

 Model
*Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve

P/N B / F V V A RPM CFM dB-A No.m3/min mm-H
2
O In-H

2
O

Specification is subject to change for improvement without notice.Specification is subject to change for improvement without notice.

92 AGE series

92X92X32mm

0 20 40 60 80 100
0

0.1

0.2

0.3

0.4

0 1 1.5

0

5

7.5

10

0.5 2.5

2.5

2

5

3

1
2

4

6

A
ir 

P
re

ss
ur

e
 →

Air Flow →

(CFM)

(m3/min)

(i
n-

H
2O

)

(m
m

-H
2O

)

4-Ø4.5 4-Ø4.5

89.4
82.5

89.4
82.5

8
9.

4
8

2.
5

8
9.

4
8

2.
5

Ø100.6

Ø101

Inlet side
Outlet side

●Material ------------- Frame & Impeller : PBT (UL94V-0) 
●Operation Temp. -- Two ball bearing : -10°C~70°C
                                 Fluid bearing : -10°C~50°C     
●Lead Wires --------- UL 1007 AWG#24 (2 wires) / 26 (3 wires) / 28 (4 wires) 
                                Red Wire : +                  Yellow Wire : Tach signal
                                Black Wire : –                Blue Wire : PWM control
●Weight -------------- 110g

● Characteristic curves● Drawing & panel cut outs ● Characteristic Curves● Drawing & Panel Cut Outs

AGE09232B12J B 12 7.0~13.2 0.04 2100 1.09 38.6 2.37 0.09 25 ①

AGE09232B12L B 12 7.0~13.2 0.06 2450 1.27 45.0 3.22 0.13 30 ②

AGE09232B12M B 12 7.0~13.2 0.10 2850 1.48 52.3 4.36 0.17 34 ③

AGE09232B12H B 12 7.0~13.2 0.14 3200 1.66 58.7 5.49 0.22 38 ④

AGE09232B12U B 12 7.0~13.2 0.24 3800 1.97 69.7 7.74 0.30 45 ⑤

AGE09232B12V B 12 7.0~13.2 0.40 4500 2.32 82.0 11.54 0.45 44 ⑥

AGE09232B24J B 24 14.0~26.4 0.02 2100 1.09 38.6 2.37 0.09 25 ①

AGE09232B24L B 24 14.0~26.4 0.03 2450 1.27 45.0 3.22 0.13 30 ②

AGE09232B24M B 24 14.0~26.4 0.05 2850 1.48 52.3 4.36 0.17 34 ③

AGE09232B24H B 24 14.0~26.4 0.07 3200 1.66 58.7 5.49 0.22 38 ④

AGE09232B24U B 24 14.0~26.4 0.12 3800 1.97 69.7 7.74 0.30 45 ⑤

AGE09232B24V B 24 14.0~26.4 0.20 4500 2.32 82.0 11.54 0.45 44 ⑥
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 Model
*Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve

P/N B / F V V A RPM CFM dB-A No.m3/min mm-H
2
O In-H

2
O

●Specification *Bearing system B:two ball bearing F:fluid bearing

●General Specification

 Model
*Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve

P/N B / F V V A RPM CFM dB-A No.m3/min mm-H
2
O In-H

2
O

Specification is subject to change for improvement without notice.Specification is subject to change for improvement without notice.

92 AGB series
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●Material ------------- Frame & Impeller : PBT (UL94V-0) 
●Operation Temp. -- Two ball bearing : -10°C~70°C
                                 Fluid bearing : -10°C~50°C     
●Lead Wires --------- UL 1007 AWG#24 (2 wires) / 24 (3 wires) / 24 (4 wires) 
                                Red Wire : +                  Yellow Wire : Tach signal
                                Black Wire : –                Blue Wire : PWM control
●Weight -------------- 200g

● Characteristic curves● Drawing & panel cut outs ● Characteristic Curves● Drawing & Panel Cut Outs

(m
m

-H
2O

)

50

AGB09238B12L B 12 7.0~13.2 0.50 4300 2.75 97.1 17.83 0.70 52 ①

AGB09238B12M B 12 7.0~13.2 0.90 5000 3.09 109.2 21.75 0.86 58 ②

AGB09238B12H B 12 7.0~13.2 1.20 6000 3.50 123.4 28.53 1.12 64 ③

AGB09238B12U B 12 7.0~13.2 2.50 7000 4.12 145.6 37.06 1.46 67 ④

AGB09238B12V B 12 7.0~13.2 2.95 8000 4.71 166.4 48.40 1.91 72 ⑤

AGB09238B24L B 24 14.0~26.4 0.35 4300 2.75 97.1 17.83 0.70 52 ①

AGB09238B24M B 24 14.0~26.4 0.45 5000 3.09 109.2 21.75 0.86 58 ②

AGB09238B24H B 24 14.0~26.4 0.76 6000 3.50 123.4 28.53 1.12 64 ③

AGB09238B24U B 24 14.0~26.4 1.10 7000 4.12 145.6 37.06 1.46 67 ④

AGB09238B24V B 24 14.0~26.4 1.70 8000 4.71 166.4 48.40 1.91 72 ⑤

AGB09238B48L B 48 28.0~56.0 0.24 4300 2.75 97.1 17.83 0.70 52 ①

AGB09238B48M B 48 28.0~56.0 0.28 5000 3.09 109.2 21.75 0.86 58 ②

AGB09238B48H B 48 28.0~56.0 0.41 6000 3.50 123.4 28.53 1.12 64 ③

AGB09238B48U B 48 28.0~56.0 0.72 7000 4.12 145.6 37.06 1.46 67 ④

AGB09238B48V B 48 28.0~56.0 0.94 8000 4.71 166.4 48.40 1.91 72 ⑤
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 Model
*Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve

P/N B / F V V A RPM CFM dB-A No.m3/min mm-H
2
O In-H

2
O

●Specification *Bearing system B:two ball bearing F:fluid bearing

●General Specification

 Model
*Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve

P/N B / F V V A RPM CFM dB-A No.m3/min mm-H
2
O In-H

2
O

Specification is subject to change for improvement without notice.Specification is subject to change for improvement without notice.
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●Material ------------- Frame & Impeller : PBT (UL94V-0) 
●Operation Temp. -- Two ball bearing : -10°C~70°C
                                 Fluid bearing : -10°C~50°C     
●Lead Wires --------- UL 1007 AWG#24 (2 wires) / 24 (3 wires) / 24 (4 wires) 
                                Red Wire : +                  Yellow Wire : Tach signal
                                Black Wire : –                Blue Wire : PWM control
●Weight -------------- 225g

● Characteristic curves● Drawing & panel cut outs ● Characteristic Curves● Drawing & Panel Cut Outs

(m
m

-H
2O

)

100

6

AGX09238B12L B 12 7.0~13.2 0.92 8000 3.06 108.0 30.60 1.20 59 ①

AGX09238B12M B 12 7.0~13.2 1.32 9000 3.44 121.5 38.73 1.52 61 ②

AGX09238B12H B 12 7.0~13.2 1.8 10000 3.82 135.0 47.81 1.88 63 ③

AGX09238B12U B 12 7.0~13.2 2.4 11000 4.21 148.5 57.85 2.28 66 ④

AGX09238B12V B 12 7.0~13.2 3.12 12000 4.59 162.0 68.85 2.71 68 ⑤

AGX09238B24L B 24 14.0~26.4 0.46 8000 3.06 108.0 30.60 1.20 59 ①

AGX09238B24M B 24 14.0~26.4 0.66 9000 3.44 121.5 38.73 1.52 61 ②

AGX09238B24H B 24 14.0~26.4 0.9 10000 3.82 135.0 47.81 1.88 63 ③

AGX09238B24U B 24 14.0~26.4 1.2 11000 4.21 148.5 57.85 2.28 66 ④

AGX09238B24V B 24 14.0~26.4 1.56 12000 4.59 162.0 68.85 2.71 68 ⑤

AGX09238B24W B 24 14.0~26.4 1.98 13000 4.97 175.5 80.80 3.18 69 ⑥

AGX09238B48L B 48 28.0~56.0 0.23 8000 3.06 108.0 30.60 1.20 59 ①

AGX09238B48M B 48 28.0~56.0 0.33 9000 3.44 121.5 38.73 1.52 61 ②

AGX09238B48H B 48 28.0~56.0 0.45 10000 3.82 135.0 47.81 1.88 63 ③

AGX09238B49U B 48 28.0~56.0 0.6 11000 4.21 148.5 57.85 2.28 66 ④

AGX09238B50V B 48 28.0~56.0 0.78 12000 4.59 162.0 68.85 2.71 68 ⑤

AGX09238B51W B 48 28.0~56.0 0.99 13000 4.97 175.5 80.80 3.18 69 ⑥

Available on 2020/Q2
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 Model
*Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve

P/N B / F V V A RPM CFM dB-A No.m3/min mm-H
2
O In-H

2
O

●Specification *Bearing system B:two ball bearing F:fluid bearing

●General Specification

 Model
*Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve

P/N B / F V V A RPM CFM dB-A No.m3/min mm-H
2
O In-H

2
O

Specification is subject to change for improvement without notice.Specification is subject to change for improvement without notice.
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●Material ------------- Frame & Impeller : PBT(UL94V-0) 
●Operation Temp. -- Two ball bearing : -10°C~70°C
                                 Fluid bearing : -10°C~50°C     
●Lead Wires --------- UL 1007 AWG#24 (2 wires) / 26 (3 wires) / 26 (4 wires) 
                                Red Wire : +                  Yellow Wire : Tach signal
                                Black Wire : –                Blue Wire : PWM control
●Weight -------------- 152g

● Characteristic curves● Drawing & panel cut outs ● Characteristic Curves● Drawing & Panel Cut Outs

(m
m

-H
2O

)

AGE12025 * 12J B / F 12 6.0~13.2 0.08 1200 1.15 40.6 2.1 0.08 19 ①

AGE12025 * 12L B / F 12 6.0~13.2 0.18 1900 1.97 69.6 3.4 0.13 29 ②

AGE12025 * 12M B / F 12 6.0~13.2 0.20 2200 2.21 78.2 4.5 0.18 31 ③

AGE12025 * 12H B / F 12 6.0~13.2 0.28 2500 2.42 85.5 5.0 0.20 36 ④

AGE12025 * 24J B / F 24 14.0~26.4 0.05 1200 1.15 40.6 2.1 0.08 19 ①

AGE12025 * 24L B / F 24 14.0~26.4 0.10 1900 1.97 69.6 3.4 0.13 29 ②

AGE12025 * 24M B / F 24 14.0~26.4 0.18 2200 2.21 78.2 4.5 0.18 31 ③

AGE12025 * 24H B / F 24 14.0~26.4 0.26 2500 2.42 85.5 5.0 0.20 36 ④
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 Model
*Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve

P/N B / F V V A RPM CFM dB-A No.m3/min mm-H
2
O In-H

2
O

●Specification *Bearing system B:two ball bearing F:fluid bearing

●General Specification

 Model
*Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve

P/N B / F V V A RPM CFM dB-A No.m3/min mm-H
2
O In-H

2
O

Specification is subject to change for improvement without notice.Specification is subject to change for improvement without notice.
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●Material ------------- Frame & Impeller : PBT (UL94V-0) 
●Operation Temp. -- Two ball bearing : -10°C~70°C
                                 Fluid bearing : -10°C~50°C     
●Lead Wires --------- UL 1007 AWG#24 (2 wires) / 26 (3 wires) / 26 (4 wires) 
                                Red Wire : +                  Yellow Wire : Tach signal
                                Black Wire : –                Blue Wire : PWM control
●Weight -------------- 155g

● Characteristic curves● Drawing & panel cut outs ● Characteristic Curves● Drawing & Panel Cut Outs
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AGD12025B12H B 12 7.0~13.2 0.28 2500 3.15 111.2 6.4 0.25 44 ①

AGD12025B12U B 12 7.0~13.2 0.47 3100 3.55 125.4 7.9 0.31 48 ②

AGD12025B24H B 24 14.0~26.4 0.25 2500 3.15 111.2 6.4 0.25 44 ①

AGD12025B24U B 24 14.0~26.4 0.30 3100 3.55 125.4 7.9 0.31 48 ②

AGD12025B48H B 48 28.0~56.0 0.10 2500 3.15 111.2 6.4 0.25 44 ①

AGD12025B48U B 48 28.0~56.0 0.12 3100 3.55 125.4 7.9 0.31 48 ②
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 Model
*Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve

P/N B / F V V A RPM CFM dB-A No.m3/min mm-H
2
O In-H

2
O

●Specification *Bearing system B:two ball bearing F:fluid bearing

●General Specification

 Model
*Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve

P/N B / F V V A RPM CFM dB-A No.m3/min mm-H
2
O In-H

2
O

Specification is subject to change for improvement without notice.Specification is subject to change for improvement without notice.
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●Material ------------- Frame & Impeller : PBT (UL94V-0) 
●Operation Temp. -- Two ball bearing : -10°C~70°C
                                 Fluid bearing : -10°C~50°C     
●Lead Wires --------- UL 1007 AWG#24 (2 wires) / 26 (3 wires) / 26 (4 wires) 
                                Red Wire : +                  Yellow Wire : Tach signal
                                Black Wire : –                Blue Wire : PWM control
●Weight -------------- 230g

● Characteristic curves● Drawing & panel cut outs ● Characteristic Curves● Drawing & Panel Cut Outs

(m
m

-H
2
O

)

AGC12025B12J B 12 7.0~13.2 0.20 2100 1.92 67.7 4.3 0.17 35 ①

AGC12025B12L B 12 7.0~13.2 0.30 2500 2.19 77.2 5.8 0.23 39 ②

AGC12025B12M B 12 7.0~13.2 0.48 2800 2.46 86.7 7.1 0.28 42 ③

AGC12025B12H B 12 7.0~13.2 0.50 3400 2.94 103.9 10.1 0.40 47 ④

AGC12025B12U B 12 7.0~13.2 0.62 3700 3.25 114.8 11.8 0.46 50 ⑤

AGC12025B12V B 12 7.0~13.2 0.65 4000 3.43 121.1 13.0 0.51 52 ⑥

AGC12025B24J B 24 14.0~26.4 0.12 2100 1.92 67.7 4.3 0.17 35 ①

AGC12025B24L B 24 14.0~26.4 0.17 2500 2.19 77.2 5.8 0.23 39 ②

AGC12025B24M B 24 14.0~26.4 0.23 2800 2.46 86.7 7.1 0.28 42 ③

AGC12025B24H B 24 14.0~26.4 0.28 3400 2.95 103.9 10.1 0.40 47 ④

AGC12025B24U B 24 14.0~26.4 0.30 3700 3.25 114.8 11.8 0.46 50 ⑤

AGC12025B24V B 24 14.0~26.4 0.40 4000 3.43 121.1 13.0 0.51 52 ⑥

AGC12025B48L B 48 28.0~56.0 0.10 2500 2.19 77.2 5.8 0.23 39 ②

AGC12025B48M B 48 28.0~56.0 0.11 2800 2.46 86.7 7.1 0.28 42 ③

AGC12025B48H B 48 28.0~56.0 0.12 3400 2.95 103.9 10.1 0.40 47 ④
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 Model
*Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve

P/N B / F V V A RPM CFM dB-A No.m3/min mm-H
2
O In-H

2
O

●Specification *Bearing system B:two ball bearing F:fluid bearing

●General Specification

 Model
*Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve

P/N B / F V V A RPM CFM dB-A No.m3/min mm-H
2
O In-H

2
O

Specification is subject to change for improvement without notice.Specification is subject to change for improvement without notice.

120 AGE series

120X120X38mm
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●Material ------------- Frame & Impeller : PBT (UL94V-0) 
●Operation Temp. -- Two ball bearing : -10°C~70°C
                                 Fluid bearing : -10°C~50°C     
●Lead Wires --------- UL 1007 AWG#22 (2 wires) / 24 (3 wires) / 24 (4 wires) 
                                Red Wire : +                  Yellow Wire : Tach signal
                                Black Wire : –                Blue Wire : PWM control
●Weight -------------- 260g

● Characteristic curves● Drawing & panel cut outs ● Characteristic Curves● Drawing & Panel Cut Outs

(m
m

-H
2
O

)

AGE12038B12M B 12 7.0~13.2 0.18 2300 2.87 101.4 8.1 0.32 38 ①

AGE12038B12H B 12 7.0~13.2 0.40 2600 3.25 114.7 10.4 0.41 41 ②

AGE12038B12U B 12 7.0~13.2 0.75 2900 3.49 123.2 11.3 0.45 44 ③

AGE12038B12V B 12 7.0~13.2 0.80 3200 3.85 135.9 13.8 0.54 48 ④

AGE12038B12W B 12 7.0~13.2 1.55 4200 5.05 178.4 23.8 0.94 54 ⑤

AGE12038B24L B 24 14.0~26.4 0.14 2300 2.87 101.4 8.1 0.32 38 ①

AGE12038B24M B 24 14.0~26.4 0.30 2600 3.25 114.7 10.4 0.41 41 ②

AGE12038B24H B 24 14.0~26.4 0.48 2900 3.49 123.2 11.3 0.45 44 ③

AGE12038B24U B 24 14.0~26.4 0.62 3200 3.85 135.9 13.8 0.54 48 ④

AGE12038B24V B 24 14.0~26.4 0.85 4200 5.05 178.4 23.8 0.94 54 ⑤

AGE12038B48I B 48 28.0~56.0 0.10 2300 2.87 101.4 8.1 0.32 38 ①

AGE12038B48J B 48 28.0~56.0 0.14 2600 3.25 114.7 10.4 0.41 41 ②

AGE12038B48L B 48 28.0~56.0 0.25 2900 3.49 123.2 11.3 0.45 44 ③

AGE12038B48M B 48 28.0~56.0 0.30 3200 3.85 135.9 13.8 0.54 48 ④

AGE12038B48H B 48 28.0~56.0 0.48 4200 5.05 178.4 23.8 0.94 54 ⑤
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 Model
*Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve

P/N B / F V V A RPM CFM dB-A No.m3/min mm-H
2
O In-H

2
O

●Specification *Bearing system B:two ball bearing F:fluid bearing

●General Specification

 Model
*Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve

P/N B / F V V A RPM CFM dB-A No.m3/min mm-H
2
O In-H

2
O

Specification is subject to change for improvement without notice.Specification is subject to change for improvement without notice.

120 AGF series
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0

0 1

8

16

2

24

3 5

20

12

4

4

0 50 100 150 200
0

0.2

0.4

0.6

0.8

1
5

3

1

2

4

A
ir 

P
re

ss
ur

e
 →

Air Flow →

(CFM)

(m3/min)

(i
n

-H
2
O

)

4-Ø4.3 4-Ø4.3

116.5
105

116.5
105

11
6

.5
1

05

1
16

.5
10

5

Ø123.5

Ø123.5

Inlet side Outlet sideInlet side Outlet side

●Material ------------- Frame : Aluminum, Impeller : PBT (UL94V-0)  
●Operation Temp. -- Two ball bearing : -10°C~70°C
                                 Fluid bearing : -10°C~50°C     
●Lead Wires --------- UL 1007 AWG#22 (2 wires) / 24 (3 wires) / 24 (4 wires) 
                                Red Wire : +                  Yellow Wire : Tach signal
                                Black Wire : –                Blue Wire : PWM control
●Weight -------------- 320g

● Characteristic curves● Drawing & panel cut outs ● Characteristic Curves● Drawing & Panel Cut Outs

(m
m

-H
2O

)

AGF12038B12L B 12 7.0~13.2 0.40 2600 3.25 114.7 10.4 0.41 41 ②

AGF12038B12M B 12 7.0~13.2 0.50 2900 3.49 123.2 11.3 0.45 44 ③

AGF12038B12H B 12 7.0~13.2 0.80 3200 3.85 135.9 13.8 0.54 48 ④

AGF12038B12U B 12 7.0~13.2 1.60 4200 5.05 178.4 23.8 0.94 54 ⑤

AGF12038B24J B 24 14.0~26.4 0.18 2300 2.87 101.4 8.1 0.32 38 ①

AGF12038B24L B 24 14.0~26.4 0.25 2600 3.25 114.7 10.4 0.41 41 ②

AGF12038B24M B 24 14.0~26.4 0.40 2900 3.49 123.2 11.3 0.45 44 ③

AGF12038B24H B 24 14.0~26.4 0.46 3200 3.85 135.9 13.8 0.54 48 ④

AGF12038B24U B 24 14.0~26.4 0.80 4200 5.05 178.4 23.8 0.94 54 ⑤

AGF12038B48J B 48 28.0~56.0 0.09 2300 2.87 101.4 8.1 0.32 38 ①

AGF12038B48L B 48 28.0~56.0 0.18 2600 3.25 114.7 10.4 0.41 41 ②

AGF12038B48M B 48 28.0~56.0 0.20 2900 3.49 123.2 11.3 0.45 44 ③

AGF12038B48H B 48 28.0~56.0 0.30 3200 3.85 135.9 13.8 0.54 48 ④

AGF12038B48U B 48 28.0~56.0 0.53 4200 5.05 178.4 23.8 0.94 54 ⑤

COFANUSA
COFAN USA
48664 Milmont Drive
Fremont, CA 94538 USA

h t t p s : / / w w w . c o f a n - u s a . c o m /

Tel: 1 510 490 7533
info@cofan-usa.com



53 54

www.cofan-usa.com 

 Model
*Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve

P/N B / F V V A RPM CFM dB-A No.m3/min mm-H
2
O In-H

2
O

●Specification *Bearing system B:two ball bearing F:fluid bearing

●General Specification

 Model
*Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve

P/N B / F V V A RPM CFM dB-A No.m3/min mm-H
2
O In-H

2
O

Specification is subject to change for improvement without notice.Specification is subject to change for improvement without notice.
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●Material ------------- Frame & Impeller : PBT (UL94V-0) 
●Operation Temp. -- Two ball bearing : -10°C~70°C
                                 Fluid bearing : -10°C~50°C     
●Lead Wires --------- UL 1007 AWG#22 (2 wires) / 24 (3 wires) / 24 (4 wires) 
                                Red Wire : +                  Yellow Wire : Tach signal
                                Black Wire : –                Blue Wire : PWM control
●Weight -------------- 280g

● Characteristic curves● Drawing & panel cut outs ● Characteristic Curves● Drawing & Panel Cut Outs

(m
m

-H
2O

)

30

AGD12038B12J B 12 7.0~13.2 1.50 4100 5.40 190.5 17.6 0.69 56 ①

AGD12038B12L B 12 7.0~13.2 1.75 4600 6.02 212.6 21.4 0.84 59 ②

AGD12038B24J B 24 14.0~26.4 0.70 4100 5.40 190.5 17.6 0.69 56 ①

AGD12038B24L B 24 14.0~26.4 0.85 4600 6.02 212.6 21.4 0.84 59 ②

AGD12038B24M B 24 14.0~26.4 1.45 5200 6.83 241.0 27.5 1.08 62 ③

AGD12038B48J B 48 28.0~56.0 0.41 4100 5.40 190.5 17.6 0.69 56 ①

AGD12038B48L B 48 28.0~56.0 0.47 4600 6.02 212.6 21.4 0.84 59 ②

AGD12038B48M B 48 28.0~56.0 0.55 5200 6.83 241.0 27.5 1.08 62 ③
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 Model
*Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve

P/N B / F V V A RPM CFM dB-A No.m3/min mm-H
2
O In-H

2
O

●Specification *Bearing system B:two ball bearing F:fluid bearing

●General Specification

 Model
*Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve

P/N B / F V V A RPM CFM dB-A No.m3/min mm-H
2
O In-H

2
O

Specification is subject to change for improvement without notice.Specification is subject to change for improvement without notice.

120 AGB series
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●Material ------------- Frame & Impeller : PBT (UL94V-0) 
●Operation Temp. -- Two ball bearing : -10°C~70°C
                                 Fluid bearing : -10°C~50°C     
●Lead Wires --------- UL 1007 AWG#22 (2 wires) / 22 (3 wires) / 22 (4 wires) 
                                Red Wire : +                  Yellow Wire : Tach signal
                                Black Wire : –                Blue Wire : PWM control
●Weight -------------- 450g

● Characteristic curves● Drawing & panel cut outs ● Characteristic Curves● Drawing & Panel Cut Outs

AGB12038B12L B 12 7.0~13.2 2.00 4000 4.85 171.4 17.8 0.70 60 ①

AGB12038B12M B 12 7.0~13.2 2.50 4800 5.84 206.3 26.2 1.03 65 ②

AGB12038B12H B 12 7.0~13.2 3.88 5500 6.65 234.7 34.4 1.35 69 ③

AGB12038B24L B 24 14.0~26.4 1.30 4000 4.85 171.4 17.8 0.70 60 ①

AGB12038B24M B 24 14.0~26.4 1.80 4800 5.84 206.3 26.2 1.03 65 ②

AGB12038B24H B 24 14.0~26.4 2.50 5500 6.65 234.7 34.4 1.35 69 ③

AGB12038B24U B 24 14.0~26.4 2.72 6200 7.53 265.8 44.2 1.74 72 ④

AGB12038B48L B 48 28.0~56.0 0.60 4000 4.85 171.4 17.8 0.70 60 ①

AGB12038B48M B 48 28.0~56.0 0.90 4800 5.84 206.3 26.2 1.03 65 ②

AGB12038B48H B 48 28.0~56.0 1.20 5500 6.65 234.7 34.4 1.35 69 ③

AGB12038B48U 48 28.0~56.0 1.30 6200 7.53 265.8 44.2 1.74 72 ④B 
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)
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 Model
*Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve

P/N B / F V V A RPM CFM dB-A No.m3/min mm-H
2
O In-H

2
O

●Specification *Bearing system B:two ball bearing F:fluid bearing

●General Specification

 Model
*Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve

P/N B / F V V A RPM CFM dB-A No.m3/min mm-H
2
O In-H

2
O

Specification is subject to change for improvement without notice.Specification is subject to change for improvement without notice.
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●Material ------------- Frame & Impeller : PBT (UL94V-0) 
●Operation Temp. -- Two ball bearing : -10°C~70°C
                                 Fluid bearing : -10°C~50°C     
●Lead Wires --------- UL 1007 AWG#22 (2 wires) / 22 (3 wires) / 22 (4 wires) 
                                Red Wire : +                  Yellow Wire : Tach signal
                                Black Wire : –                Blue Wire : PWM control
●Weight -------------- 450g

● Characteristic curves● Drawing & panel cut outs ● Characteristic Curves● Drawing & Panel Cut Outs
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AGB14038B12L B 12 7.0~13.2 2.00 5200 6.00 212.0 30.48 1.20 60 ①

AGB14038B12M B 12 7.0~13.2 2.50 6600 7.70 272.0 49.022 1.93 65 ②

AGB14038B12H B 12 7.0~13.2 3.88 7600 8.78 310.0 65.278 2.57 69 ③

AGB14038B24L B 24 14.0~26.4 1.30 5200 6.00 212.0 30.48 1.20 60 ①

AGB14038B24M B 24 14.0~26.4 1.80 6600 7.70 272.0 49.022 1.93 65 ②

AGB14038B24H B 24 14.0~26.4 2.50 7600 8.78 310.0 65.278 2.57 69 ③

AGB14038B48L B 48 28.0~56.0 0.60 5200 6.00 212.0 30.48 1.20 60 ①

AGB14038B48M B 48 28.0~56.0 0.90 6600 7.70 272.0 49.022 1.93 65 ②

AGB14038B48H B 48 28.0~56.0 1.20 7600 6.65 310.0 65.278 2.57 69 ③
(m

m
-H

2O
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 Model
*Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve

P/N B / F V V A RPM CFM dB-A No.m3/min mm-H
2
O In-H

2
O

●Specification *Bearing system B:two ball bearing F:fluid bearing

●General Specification

 Model
*Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve

P/N B / F V V A RPM CFM dB-A No.m3/min mm-H
2
O In-H

2
O

Specification is subject to change for improvement without notice.Specification is subject to change for improvement without notice.

150 AGE series
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●Material ------------- Frame: Aluminum, Impeller : PBT (UL94V-0)  
●Operation Temp. -- Two ball bearing : -10°C~70°C
                                 Fluid bearing : -10°C~50°C     
●Lead Wires --------- UL 1007 AWG#22 (2 wires) / 22 (3 wires) / 22 (4 wires) 
                                Red Wire : +                  Yellow Wire : Tach signal
                                Black Wire : –                Blue Wire : PWM control
●Weight -------------- 610g

● Characteristic curves● Drawing & panel cut outs ● Characteristic Curves● Drawing & Panel Cut Outs
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AGE15051B24J B 24 14.0~26.4 0.75 3500 7.44 263.0 20.85 0.82 57 ①

AGE15051B24L B 24 14.0~26.4 1.00 4000 8.24 291.0 23.22 0.91 62 ②

AGE15051B24M B 24 14.0~26.4 1.40 4400 9.14 323.0 26.93 1.06 64 ③

AGE15051B24H B 24 14.0~26.4 1.60 4800 9.90 350.0 31.42 1.24 66 ④

AGE15051B24U B 24 14.0~26.4 2.40 5200 10.70 378.0 34.44 1.36 68 ⑤

AGE15051B48J B 48 28.0~56.0 0.50 3500 7.44 263.0 20.85 0.82 57 ①

AGE15051B48L B 48 28.0~56.0 0.50 4000 8.24 291.0 23.22 0.91 62 ②

AGE15051B48M B 48 28.0~56.0 0.70 4400 9.14 323.0 26.93 1.06 64 ③

AGE15051B48H B 48 28.0~56.0 0.80 4800 9.90 350.0 31.42 1.24 66 ④

AGE15051B48U B 48 28.0~56.0 1.00 5200 10.70 378.0 34.44 1.36 68 ⑤

AGE15051B48U B 48 28.0~56.0 2.30 6500 10.70 472.5 53.81 2.12 73 ⑥
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 Model
*Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve

P/N B / F V V A RPM CFM dB-A No.m3/min mm-H
2
O In-H

2
O

●Specification *Bearing system B:two ball bearing F:fluid bearing

●General Specification

 Model
*Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve

P/N B / F V V A RPM CFM dB-A No.m3/min mm-H
2
O In-H

2
O

Specification is subject to change for improvement without notice.Specification is subject to change for improvement without notice.
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●Material ------------- Frame: Aluminum, Impeller : PBT (UL94V-0)  
●Operation Temp. -- Two ball bearing : -10°C~70°C
                                 Fluid bearing : -10°C~50°C     
●Lead Wires --------- UL 1007 AWG#22 (2 wires) / 22 (3 wires) / 22 (4 wires) 
                                Red Wire : +                  Yellow Wire : Tach signal
                                Black Wire : –                Blue Wire : PWM control
●Weight -------------- 700g

● Characteristic curves● Drawing & panel cut outs ● Characteristic Curves● Drawing & Panel Cut Outs

AGF15051B24L B 24 14.0~26.4 1.00 4000 8.80 310.6 23.22 1.19 60 ①

AGF15051B24M B 24 14.0~26.4 1.40 4400 9.93 350.5 26.93 1.47 62 ②

AGF15051B24H B 24 14.0~26.4 1.60 4800 10.77 380.3 31.42 1.75 64 ③

AGF15051B24U B 24 14.0~26.4 2.40 5200 11.63 410.5 34.44 2.08 67 ④

AGF15051B48L B 48 28.0~56.0 0.71 4000 8.80 310.6 23.22 1.19 60 ①

AGF15051B48M B 48 28.0~56.0 0.88 4400 9.93 350.5 26.93 1.47 62 ②

AGF15051B48H B 48 28.0~56.0 1.22 4800 10.77 380.3 31.42 1.75 64 ③

AGF15051B48U B 48 28.0~56.0 1.52 5200 11.63 410.5 34.44 2.08 67 ④
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 Model
*Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve

P/N B / F V V A RPM CFM dB-A No.m3/min mm-H
2
O In-H

2
O

●Specification *Bearing system B:two ball bearing F:fluid bearing

●General Specification

 Model
*Bearing Rated Operating Rated Rated Maximum Maximum Sound P-Q
System Voltage Voltage Current Speed Air Flow Air Pressure Level Curve

P/N B / F V V A RPM CFM dB-A No.m3/min mm-H
2
O In-H

2
O

Specification is subject to change for improvement without notice.Specification is subject to change for improvement without notice.
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●Material ------------- Frame: Aluminum, Impeller : PBT (UL94V-0) 
●Operation Temp. -- Two ball bearing : -10°C~70°C
                                 Fluid bearing : -10°C~50°C     
●Lead Wires --------- UL 1007 AWG#22 (2 wires) / 22 (3 wires) / 22 (4 wires) 
                                Red Wire : +                  Yellow Wire : Tach signal
                                Black Wire : –                Blue Wire : PWM control
●Weight -------------- 1.6kg

● Characteristic curves● Drawing & panel cut outs ● Characteristic Curves● Drawing & Panel Cut Outs

AGE25489B24L B 24 14.0~26.4 0.80 1400 16.85 595.0 12.45 0.49 59 ①

AGE25489B24M B 24 14.0~26.4 1.30 1700 19.37 684.0 14.32 0.56 63 ②

AGE25489B24H B 24 14.0~26.4 2.20 2300 21.16 747.0 15.97 0.63 71 ③

AGE25489B48L B 48 28.0~56.0 0.63 1400 16.85 595.0 12.45 0.49 59 ①

AGE25489B48M B 48 28.0~56.0 1.00 1700 19.37 684.0 14.32 0.56 63 ②

AGE25489B48H B 48 28.0~56.0 1.50 2300 21.16 747.0 15.97 0.63 71 ③
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54-1020 (50mm) 54-1014 (50mm)
FG40CP

FG92CP

FG50CP

FG60CP

FAN GUARDS

	 FG40CP (40mm)	 FG50CP (50mm)	 54-1020 (50mm)	 54-1014 (50mm)

	 FG60CP (60mm)	 FG80CP (80mm)

	 FG92CP (92mm)	 FG120CP (120mm)



61 62

60-1250	 4.2 x 10.5mm 	 Nickel

60-1251	 4.2 x 10.5mm 	 Nickel

FS4016120	 4.0 x 16mm	 Steel

FS51082	 5.0 x 10mm	 Nickel

FS461082	 4.6 x 10mm		  Nickel

60-1124	 4.6 x 10mm	 Black Zinc

FS4012120	 4 x 12mm	 Nickel

FS462082	 4.60 x 20mm	 Zinc Plated

50-1393	 Brass Push Pin

FAN SCREWS


